ATTACHMENT 10
Accessibility Requirements for 
Plug-in Electric Vehicle Charging Infrastructure
This attachment outlines accessibility requirements for projects proposed under this solicitation. 
1. Location of Charging Station:

a. Curbside Charging: Charging stations that are installed curbside, allowing access to vehicles adjacent to the flow of street traffic in the public right-of-way, are considered curbside charging. The charging station shall be installed in the last space on the block (that is, the space immediately prior to the intersection in the direction of vehicle travel). 

b. Off-street Charging: Charging stations that are located in facilities that are not in the public right-of-way, such as designated fueling or parking facilities, are considered “off-street charging.” Accessible charging stations shall be installed in accordance with the requirements for accessible parking.

2. Drive-Up EVCS: A drive-up EVCS is an EVCS in which use is limited to 30 minutes maximum and is provided at a location where the PEV approaches in the forward direction, stops in the vehicle space, charges the vehicle, and proceeds forward to depart the vehicle space. The arrangement of a drive-up EVCS and its associated vehicle space is similar to a gasoline filling station island. Vehicle spaces serving drive-up EVCS shall be a minimum of 17 feet wide and shall not be required to have an adjacent access aisle.

3. Accessible EVCS Area (Off-street Charging): The EVCS shall be located within 9 inches of the center of a level, accessible area that is at least 30 inches by 48 inches (with the long side parallel to the face of the controls), and with a slope that does not exceed 2% grade in any direction.

4. Accessible aisle to EVCS: 

a. Curbside Charging: The access aisle extending the full length of the charging space, with a minimum width of 5 feet shall be provided to the left of the perpendicular or diagonal charging space, between the charging space and the end of the block. In a parallel orientation (if space is available) a 3-foot access aisle shall be provided at either the front or rear of the space. 

b. Off-street Charging: The access aisle extending the full length of the charging space, with a minimum width of 5 feet provided on either side of the charging space, in addition to 9 feet required to accommodate the vehicle. The total width of accessible charging station space shall be at least14 feet. 

5. Sidewalk Clearance or Pedestrian Access (Curbside Charging): A minimum of 4 feet of unobstructed pedestrian passage must be preserved between the EVCS and the nearest obstruction (building wall, fence, planter, vegetation, etc.).

6. EVCS Clearance (Curbside Charging): The EVCS must be located a minimum of 24 inches clear from the face of the curb.

7. [bookmark: _GoBack]EVCS Protection: A curb, wheel stop, bollards, or other barrier shall be provided if required to prevent encroachment of vehicles over the required clear width of adjacent accessible routes.

8. Height of EVCS: It is preferred that the highest operable part of the EVCS should not be more than 48 inches above the surface of the accessible EVCS area.

9. Charging Cord Management: Equipment with a retractable cord is preferred.

10. Lighting: The space shall have adequate lighting to operate the EVCS and to minimize hazards. 
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