
Event: WELL MAINT - RIG
Event End: 11/22/2008 00:00

Sec. Reason: LOW PRODUCTION

OCCIDENTAL OF ELK HILLS INC

12-312D-3G
Wellbore: ORIGINAL HOLE

PBMD: 6,910.0ft
Btm TMD: 6,952.0ft

Spud Date: 6/2/1943 00:00
BH Coord X: 6,145,743.11uss ft
BH Coord Y: 2,285,813.43uss ft

Shoes (ft)
Casing

26.0
200.0

2,964.0

6,938.0

Schematic (12/1/2008) Openings Top/Btm/Type/Status

2,820.0ft, 2,821.0ft, WSO PERFS, SQUEEZED

2,838.0ft, 2,916.0ft, SLOTTED, ABANDONED

2,933.0ft, 2,944.0ft, SLOTTED, ABANDONED

6,406.0ft, 6,432.0ft, PERFORATED, OPEN

6,432.0ft, 6,486.0ft, PERFORATED, OPEN

6,486.0ft, 6,518.0ft, PERFORATED, OPEN

6,684.0ft, 6,750.0ft, PERFORATED, OPEN

6,700.0ft, 6,708.0ft, PERFORATED, SQUEEZED

6,708.0ft, 6,729.0ft, PERFORATED, SQUEEZED

6,714.0ft, 6,748.0ft, PERFORATED, SQUEEZED

6,729.0ft, 6,750.0ft, PERFORATED, SQUEEZED

6,766.0ft, 6,842.0ft, PERFORATED, OPEN

6,850.0ft, 6,892.0ft, PERFORATED, OPEN

Ground Level: 1,071.0ft
Datum: ORIGINAL KB @ 1,078.00ft (default)

API No.: 0402929007

CONDUCTOR CASING Report Date: 6/2/1943 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 18.625 7.0 26.0

SURFACE CASING Report Date: 6/16/1943 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 J-55 61.00 7.0 200.0

PRODUCTION CASING Report Date: 6/24/1943 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 8.625 36.00 7.0 1,470.0
CROSSOVER 8.625 1,470.0 1,471.0
CASING JOINT(S) 7.000 28.00 1,471.0 2,831.0
STAGE COLLAR 7.000 2,831.0 2,838.0
SLOTTED LINER 7.000 28.00 2,838.0 2,916.0
CASING JOINT(S) 7.000 28.00 2,916.0 2,933.0
SLOTTED LINER 7.000 28.00 2,933.0 2,944.0
CASING JOINT(S) 7.000 28.00 2,944.0 2,964.0

PRODUCTION CASING Report Date: 3/1/2001 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 4.500 P-110 11.60 7.0 6,016.8
PUP JOINT 4.500 P-110 11.60 6,016.8 6,035.5
CASING JOINT(S) 4.500 P-110 11.60 6,035.5 6,850.0
FLOAT COLLAR 4.500 6,850.0 6,851.2
CASING JOINT(S) 4.500 P-110 11.60 6,851.2 6,936.7
FLOAT SHOE 4.500 6,936.7 6,938.0

ROD STRING Report Date: 11/22/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 40.0

R-5PER 40.0 3,100.0
R-5PER 3,100.0 6,850.0

RSTBAR 6,850.0 6,854.0
INSPMP 6,854.0 6,878.0

TUBING STRING Report Date: 8/1/2008 00:00

Component Top MD (ft) Btm MD (ft)

TH-ROT 7.0 7.0
FATNIP 7.0 7.7

CAS 7.7 6,226.4
SWIVJT 6,226.4 6,228.4

CAS 6,228.4 6,260.2
AC 6,260.2 6,261.5

CAS 6,261.5 6,832.8
STNIP 6,832.8 6,834.0

CAS 6,834.0 6,865.5
STCOLL 6,865.5 6,866.0

PLUG BACK Report Date: 12/8/2001 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 6,910.0 6,938.0

PLUG BACK Report Date: 3/1/2001 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 6,938.0 6,952.0

Well:  12-312D-3G            S/T/R: 3G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  125 sks
Hole Size:  17"
Top Job:  no
Rtns to Sfc: yes 
TOC:  sfc
- - -

Interm Csg. Cmt Vol.: 225 sks
Hole Size: 12.25"
Top Job: no
Rtns to Sfc:0 
TTOC: 2125' 
- - -

Prod. Csg. Cmt Vol.:  882 cf
Hole Size:  6.125
Top Job:  no
Rtns to Sfc:  no
TTOC:  sfc

Liner Cmt Vol.: 
Hole Size: 
Top Job: 
Rtns to Sfc: 
TOC: 
- - -
Top of Formation: 
UBA: N/A
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)   
                    JEP


