OCCIDENTAL OF ELK HILLS INC

Wellbore:
PBMD:

Btm TMD:
Spud Date:
BH Coord X:
BH Coord Y:

ORIGINAL HOLE
3,147.0ft

9,950.0ft

5/1/1979 00:00
6,150,907.66uss ft
2,291,110.23uss ft

Report Date: 12/4/2008 00:00

Top MD (ft)

0.0
30.0
48.0

2,718.0
2,958.0

Event: RECOMPLETION
Event End: 12/14/2008 00:00 3 1 1 358
Sec. Reason: Abandon lower zone
End Status: FINISHED - SUCCESS Ground Level: 720.0ft
Well Classification: DEVELOPMENT Datum: ORIGINAL KB @ 738.00ft (default)
API No.: 0402959303

Sﬁs:isn(gﬂ) Schematic (12/14/2008) Openings Top/Btm/Type/Status oD STELE
Component
POLROD
PNYROD
ROD
R-8PER
R-8PER
INSPMP

3,514-6—

8,756-6—

3,108.0

Btm MD (ft)

30.0
48.0
2,718.0
2,958.0
3,108.0
3,126.0

FUBING STRING

Report Date: 12/3/2008 00:0|

p

Component  Top MD (ft)  Btm MD (ft)
TH-DBB 18.0 18.7
FATNIP 18.7 195
PUPJNT 195 23.6
PUPJNT 23.6 29.7
CAS 29.7 2,980.1
X0 2,980.1 2,981.2
TBGINC 2,981.2 3,127.2
STNIP 3,127.2 3,128.0
PLUG BACK Report Date: 11/26/2008 00:00
Component  Top MD (ft) ~ Btm MD (ft)
BP-DR 3,145.0 3,146.9
PLUG BACK Report Date: 11/13/2008 00:00
Component  Top MD (ft)  Btm MD (ft)
CEMENT 6,830.0 8,193.0
PLUG BACK Report Date: 3/29/1980 00:00
Component  Top MD (ft)  Btm MD (ft)
CEMENT 8,193.0 8,200.0
PLUG BACK Report Date: 3/29/1980 00:00
Component  Top MD (ft)  Btm MD (ft)
BP-DR 8,200.0 8,202.0
PLUG BACK Report Date: 8/26/1979 00:00
Component  Top MD (ft)  Btm MD (ft)
3,125.0ft, 3,136.0ft, PERFORATED, OPE JUNK 8,630.0 8,633.0
3,125.0ft, 3,136.0ft, PERFORATED, OPE PLUG BACK  Report Date: 8/24/1979 00:00
Component  Top MD (ft) ~ Btm MD (ft)
CEMENT 8,666.0 8,750.0
3,206.0t, 3,207.0ft, PERFORATED, SQUEEZ] p| yg BACK  Report Date: 8/23/1979 00:00
Component  Top MD (ft)  Btm MD (ft)
CEMENT 8,750.0 9,950.0

7,230.0ft, 7,310.0ft, PERFORATED, ABANDQ

7,462.0t, 7,482.0ft, PERFORATED, ABANDQ
7,552.0t, 7,578.0ft, PERFORATED, ABANDQ
7,592.0ft, 7,598.0ft, PERFORATED, ABANDQ
7,747.0ft, 7,784.0ft, PERFORATED, ABANDQ
7,808.0ft, 7,850.0ft, PERFORATED, ABANDQ
7,870.0ft, 7,948.0ft, PERFORATED, ABANDQ
7,994.0ft, 8,074.0ft, PERFORATED, ABANDQ
8,100.0ft, 8,183.0ft, PERFORATED, ABANDQ
8,208.0ft, 8,220.0ft, PERFORATED, ABANDQ
8,208.0ft, 8,245.0ft, PERFORATED, ABANDQ
8,271.0ft, 8,283.0ft, PERFORATED, ABANDQ

8,270.0ft, 8,318.0ft, PERFORATED, ABANDQ

CONDUCTOR CASING

Report Date: 5/11/1979 00:00

Item

CASING JOINT(S) 20.000

OD (in) Grade Wt. (ppf) TopMD (ft)

BtmMD (ft)

18.0 60.0

SURFACE CASING

Report Date: 6/1/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 13.375 K-55 54.50 18.0 480.1
FLOAT COLLAR 13.375 K-55 54.50 480.1 480.2
CASING JOINT(S) 13.375 K-55 54.50 480.2 519.0
FLOAT SHOE 13.375 K-55 54.50 519.0 520.0

INTERMEDIATE CASING

Report Date: 6/5/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 9.625 K-55 40.00 18.0 3,473.0
FLOAT COLLAR 9.625 K-55 40.00 3,473.0 3,473.0
CASING JOINT(S) 9.625 K-55 40.00 3,473.0 3,513.0
FLOAT SHOE 9.625 K-55 40.00 3,513.0 3,514.0

PRODUCTION CASING

Report Date: 8/23/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 7.000 N-80 23.00 18.0 4,807.8
CASING JOINT(S) 7.000 N-80 26.00 4,807.8 7,107.8
FLAG JOINT 7.000 N-80 26.00 7,107.8 7,116.0
CASING JOINT(S) 7.000 N-80 26.00 7,116.0 8,424.5
CASING JOINT(S) 7.000 N-80 29.00 8,424.5 8,663.0
FLOAT COLLAR 7.000 N-80 29.00 8,663.0 8,664.4
CASING JOINT(S) 7.000 N-80 29.00 8,664.4 8,747.9
FLOAT SHOE 7.000 N-80 29.00 8,747.9 8,750.0

SCREEN / SLOTTED LINER

Report Date: 12/2/2008 00:00

Iltem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
DRIVE-ON ADAPTERO000 3,027.1 3,036.0
LANDING NIPPLE 4.500 3,036.0 3,046.4
BLANK 4.000 L-80 3,046.4 3,076.5
BLANK 4.000 L-80 3,076.5 3,106.7
SCREEN 4.000 L-80 3,106.7 3,144.0
BULL PLUG 4.000 3,144.0 3,145.0
Well: 3-11-35S  S/T/R: 35S/30S/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol.: 700 cf

Hole Size: 17-1/2" (13-3/8" Casing)

Top Job: NO
Rtns to Sfc: YES
TOC: sfc

Interm Csg. Cmt Vol.: 1960 cf
Hole Size: 12-1/4" (9-5/8" (Casing)

Top Job: NO
Rtns to Sfc: YES
TOC: sfc

Prod. Csg. Cmt Vol.: 2730 cf
Hole Size: 8-3/4" (7" Casing)

Top Job: NO
Rtns to Sfc: NO
TTOC: Surface

Liner Cmt Vol.: Screen/Slotted Liner

Hole Size:

Top Job:

Rtns to Sfc:
TTOC:

Top of Formation:
UBA: 7715'
BLW: 8386

Volume Behind Pipe:
1.3 Yield Assumed

Theoretical Calculations (TTOC)




