
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

312-2G
Wellbore: ST1

PBMD: 7,840.0ft
Btm TMD: 8,050.0ft

Spud Date: 10/21/1952 00:00
BH Coord X: 6,151,192.83uss ft
BH Coord Y: 2,285,945.27uss ft

(ft)
Casing Shoes

39.0
222.0

3,270.0

7,226.0

8,048.0

Schematic (8/10/2009) Openings Top/Btm/Type/Status

6,300.0ft, 6,301.0ft, WSO PERFS, SQUEEZED

6,995.0ft, 7,075.0ft, PERFORATED, ABANDONED

7,095.0ft, 7,147.0ft, PERFORATED, ABANDONED
7,095.0ft, 7,147.0ft, REPERFORATED, SQUEEZED
7,162.0ft, 7,200.0ft, PERFORATED, SQUEEZED
7,170.0ft, 7,210.0ft, PERFORATED, SQUEEZED

7,240.0ft, 7,290.0ft, PERFORATED, SQUEEZED

7,315.0ft, 7,392.0ft, PERFORATED, OPEN

7,454.0ft, 7,538.0ft, PERFORATED, OPEN
7,454.0ft, 7,538.0ft, REPERFORATED, OPEN

7,552.0ft, 7,590.0ft, PERFORATED, OPEN
7,552.0ft, 7,590.0ft, REPERFORATED, ISOLATED
7,624.0ft, 7,706.0ft, PERFORATED, OPEN
7,624.0ft, 7,706.0ft, REPERFORATED, ISOLATED
7,860.0ft, 7,940.0ft, PERFORATED, ISOLATED

Ground Level: 877.0ft
Datum: ORIGINAL KB @ 886.00ft (KEY 2817)(default)

API No.: 0402927980

CONDUCTOR CASING Report Date: 10/21/1952 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 68.00 9.0 40.0

SURFACE CASING Report Date: 1/20/1953 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 9.0 222.0

INTERMEDIATE CASING Report Date: 1/25/1953 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 9.0 77.0
CASING JOINT(S) 10.750 J-55 40.50 77.0 2,172.0
CASING JOINT(S) 10.750 J-55 45.50 2,172.0 3,270.0

PRODUCTION CASING Report Date: 2/22/1953 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 9.0 48.0
CASING JOINT(S) 7.000 N-80 23.00 48.0 5,814.0
CASING JOINT(S) 7.000 N-80 26.00 5,814.0 7,226.0

LINER Report Date: 4/11/1987 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER 6.276 K-55 20.00 6,913.0 6,914.6
CASING JOINT(S) 5.500 K-55 20.00 6,914.6 8,005.2
FLOAT COLLAR 5.500 K-55 20.00 8,005.2 8,006.5
CASING JOINT(S) 5.500 K-55 20.00 8,006.5 8,046.4
FLOAT SHOE 5.500 K-55 20.00 8,046.4 8,048.0

TUBING STRING Report Date: 12/11/2001 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 9.0 9.6
FATNIP 9.6 10.9

PUPJNT 10.9 17.0
TBGJNT 17.0 6,888.6
ON-OFF 6,888.6 6,890.0

PKR-S 6,890.0 6,894.1
XO 6,894.1 6,895.2

TBGJNT 6,895.2 7,300.1
PKR-S 7,300.1 7,305.4

TBGJNT 7,305.4 7,365.8
SS-O 7,365.8 7,369.8

TBGJNT 7,369.8 7,431.3
PUPJNT 7,431.3 7,441.3
LOCSUB 7,441.3 7,442.3

PKR-S 7,442.3 7,444.9
SA 7,444.9 7,448.6
XO 7,448.6 7,449.3

PUPJNT 7,449.3 7,455.5
PNIP-O 7,455.5 7,456.5

BELCOL 7,456.5 7,456.9

PLUG BACK Report Date: 4/7/2003 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,510.0 7,807.0

PLUG BACK Report Date: 7/15/1990 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,807.0 7,840.0

PLUG BACK Report Date: 6/17/1987 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,840.0 7,850.0
BP-DR 7,850.0 7,853.0

PLUG BACK Report Date: 5/30/1987 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 8,005.0 8,048.0

PLUG BACK Report Date: 4/11/1987 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 8,048.0 8,050.0

Well:  312-2G       S/T/R: 2G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 500 sks  
Hole Size:  22"
Top Job:  No
Rtns to Sfc: yes 
TOC:   sfc
- - -

Interm Csg. Cmt Vol.: 600 sks
Hole Size: 15"
Top Job: No
Rtns to Sfc: no
TOC: 1920' per Thermometric Survey
- - -

Prod. Csg. Cmt Vol.: 500 sks
Hole Size: 9.75" 
Top Job:  No
Rtns to Sfc: no
TOC: Sfc 5220' per Thermometric Survey
- - -

Liner Cmt Vol.: 256 cf
Hole Size: 8.5" 
Top Job: no
Rtns to Sfc :no
TTOC: 6930'
- - -
Top of Formation:
UBA: 7073'
BLW: 7708'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


