OQCCIDENTAL OC ELKC LI C INC

Wettbore—ST+t
3 13_348 PBMD: 7,404.0ft
Event: WELL MAINT - RIG Btm TMD: 7,750.0ft
Event End: 6/30/2008 00:00 Spud Date: 11/3/1978 00:00

Sec. Reason: Ground Level: 787.0ft BH Coord X: 6,145,594.56uss ft

End Status: FINISHED - SUCCESS . 1 2,290,191.27uss ft
[PUGNTING Datum: ORIGINAL KB @ 801.00ft (default) BH Coord Y: 2, ,
fVell Classification: DEVELOPMENT API No.- 0402958329

Casing . .
Schematic (7/1/2008 Openings Top/Btm/Type/Status
Shoes (ft) ( ) penings Top » ROD STRING  Report Date: 6/30/2008 00:00 CONDUCTOR CASING  Report Date: 11/3/1978 00:00
Component  Top MD (ft)  Btm MD (ft) ltem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
POLROD 0.0 30.0 ICASING JOINT(S) 20.000 14.0 54.0
PNYROD 30.0 34.0
ROD 34.0 2,464.0 SURFACE CASING Report Date: 7/17/1979 00:00
ROD 2,464.0 7,324.0
RSTBAR 7,324.0 7,328.0 item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
INSPMP 7,328.0 7,352.0
ICASING JOINT(S) 13.375 H-40 48.00  14.0 323.0
FTUBING STRING Report Date: 2/15/2008 00:0p
INTERMEDIATE CASING Report Date: 7/21/1979 00:00
Component  Top MD (ft)  Btm MD (ft)
ltem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
E TH-SGL 14.0 14.8
FATNIP 14.8 15.5 ICASING JOINT(S) 9.625 N-80 40.00  14.0 3,206.0
PUPJNT 15.5 29.7
il | TBGJINT 29.7 6,761.6 PRODUCTION CASING Report Date: 8/22/1979 00:00
54-6—— A | AC 6,761.6 6,763.9
323-0—A1 - TBGINT 6,763.9 7,328.8 ltem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
i STNIP 7,328.8 7,329.9
TBGINT 7,329.9 7,361.6 ICASING JOINT(S) 7.000 N-80 26.00 14.0 76.0
STCOLL 7,361.6 7,362.0 ICASING JOINT(S) 7.000 K-55 23.00 76.0 5,145.0
ICASING JOINT(S) 7.000 K-55 26.00 5,145.0 6,213.0
A ‘ PLUG BACK Report Date: 4/4/1980 00:00 | [CASING JOINT(S) 7.000 N-80 26.00  6,213.0 6,428.9
1 FLAG JOINT 7.000 N-80 26.00  6,428.9 6,449.1
Component  Top MD (ft)  Btm MD (ft) ICASING JOINT(S) 7.000 N-80 26.00  6,449.1 7,732.0
- BP-PRM 7,404.0 7,407.0
1 PLUG BACK Report Date: 8/23/1979 00:00
Component  Top MD (ft) ~ Btm MD (ft)
CEMENT 7,685.0 7,732.0
PLUG BACK Report Date: 8/22/1979 00:00
Component  Top MD (ft)  Btm MD (ft)
CEMENT 7,732.0 7,750.0
6,972.0ft, 7,010.0ft, PERFORATED, OPE
7,022.0ft, 7,034.0ft, PERFORATED, OPE
7,046.0ft, 7,054.0ft, PERFORATED, OPE
7,100.0ft, 7,130.0ft, PERFORATED, OPE
7,150.0ft, 7,165.0ft, PERFORATED, OPE
7,180.0ft, 7,228.0ft, PERFORATED, OPE
7,250.0ft, 7,305.0ft, PERFORATED, OPE
Well: 313-34S  S/T/R: 34S/30S/24E
CASING CEMENT DETAIL
7,318.0ft, 7,368.0ft, PERFORATED, OPE| sic Csg. Cmt Vol.: 553 cf
Hole Size: 17.5"
Top Job: no
Rtns to Sfc: 100 cf
TOC: sfc
Interm Csg. Cmt Vol.: 1680 cf
Hole Size: 12.25"
7,374.0ft, 7,390.0ft, PERFORATED, OPE| Top Job: no
Rtns to Sfc: 10 cf
TOC: sfc

Prod. Csg. Cmt Vol.: 1800 cf
Hole Size: 8.75"

Top Job: no

Rtns to Sfc: no

TTOC: sfc

7,408.0ft, 7,452.0ft, PERFORATED, ISOLATH
Liner Cmt Vol.:
Hole Size:
Top Job:

Rtns to Sfc :
TTOC:

Top of Formation:
UBA: 7154
BLW: 7513

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




