Event: WELL MAINT - RIGLESS
Event End: 1/25/2007 00:00

OCCIDENTAL OF ELK HILLS INC

313

-35S

Datum: ORIGINAL KB @ 689.00ft (default)

Sec. Reason:
End Status: FINISHED - SUCCESS Ground Level: 675.0ft
Well Classification: INJECTION
API No.: 0402955945
Sﬁgsisn(gﬂ) Schematic (2/1/2007) Openings Top/Btm/Type/Status

Wellbore:
PBMD:

Btm TMD:
Spud Date:
BH Coord X:
BH Coord Y:

ST1

7,412.0ft

7,455.0ft
5/26/1977 00:00
6,151,056.24uss ft
2,289,924.79uss ft
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6,987.0ft, 7,040.0ft, PERFORATED, SQU

6,985.0ft, 7,454.0ft, SLOTTED, ABANDO
7,064.0ft, 7,096.0ft, PERFORATED, OPE
7,064.0ft, 7,096.0ft, PERFORATED, OPE

7,118.0ft, 7,160.0ft, PERFORATED, OPEI
7,118.0ft, 7,160.0ft, PERFORATED, OPE!

7,184.0ft, 7,250.0ft, PERFORATED, OPE
7,184.0ft, 7,250.0ft, PERFORATED, OPEI

7,326.0ft, 7,366.0ft, PERFORATED, OPEI

[TUBING STRING

Report Date: 2/4/2005 00:0

CONDUCTOR CASING

Report Date: 5/26/1977 00:00

ED|

Component  Top MD (ft) ~ Btm MD (ft) Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
TH-DBB 14.0 14.8 CASING JOINT(S) 20.000 94.00 14.0 55.0
FATNIP 14.8 15.4
PUPJINT 15.4 27.6 SURFACE CASING Report Date: 8/24/1977 00:00
TBGINT 27.6 6,374.8

X0 6,374.8 6,375.9 Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
ON-OFF 6,375.9 6,377.1
TBGJINT 6,377.1 6,917.3 CASING JOINT(S) 13.375 K-55 54.50 14.0 471.3
PKR-S 6,917.3 6,921.0 FLOAT COLLAR  13.375 K-55 54.50 471.3 471.3
TBGINT 6,921.0 7,046.4 CASING JOINT(S) 13.375 K-55 54.50 471.3 511.8
PUPJNT 7,046.4 7,050.5 FLOAT SHOE 13.375 K-55 54.50 511.8 513.0
PKR-S 7,050.5 7,056.2
PUPJINT 7,056.2 7,066.3 INTERMEDIATE CASING Report Date: 8/30/1977 00:00
PRONIP 7,066.3 7,067.3
PUPJNT 7,067.3 7,077.5 Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
POPLUG 7,077.5 7,079.0
CASING JOINT(S) 9.625 K-55 40.50 14.0 3,456.4
PLUG BACK Report Date: 6/1/2004 00:00 | | FLOAT COLLAR 9.625 K-55 40.50 3,456.4 3,456.4
CASING JOINT(S) 9.625 K-55 40.50 3,456.4 3,499.0
Component  Top MD (ft)y  Btm MD (ft) FLOAT SHOE 9.625 K-55 4050  3,499.0  3,500.0
FILL 7,400.0 7,412.0 PRODUCTION CASING Report Date: 10/5/1977 00:00
PLUG BACK Report Date: 11/1/1990 00:00 | | Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
Component  Top MD (ft) ~ Btm MD (ft) CASING JOINT(S) 7.000 N-80 26.00  14.0 64.0
CASING JOINT(S) 7.000 N-80 23.00 64.0 2,422.0
CEMENT 7,412.0 7,455.0 CASING JOINT(S) 7.000 N-80 26.00 2,422.0 5,973.0
CASING JOINT(S) 7.000 N-80 29.00 5,973.0 9,310.0
LINER Report Date: 10/19/1990 00:00
Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
SLOTTED LINER 5.000 K-55 15.00 7,267.0 7,453.8
GUIDE SHOE 5.000 7,453.8 7,455.0
LINER Report Date: 10/26/1990 00:00
Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
LINER HANGER  6.184 K-55 11.60 6,478.0 6,484.8
CASING JOINT(S) 4500 K-55 11.60 6,484.8 7,172.8
FLOAT COLLAR 4500 N-80 11.60 7,172.8 7,174.0
CASING JOINT(S) 4500 N-80 11.60 7,174.0 7,264.2
FLOAT SHOE 4500 N-80 11.60 7,264.2 7,267.0

Well: 313-35S-RD1

Top Job: NO
Rtns to Sfc: YES
TOC: NA

Top Job: NO
Rtns to Sfc: YES
TOC: NA

Top Job: NO
Rtns to Sfc: NO
TTOC: Surface

Top Job: NA
Rtns to Sfc: NA
TTOC: NA

Top of Formation:
UBA: 6979'
BLW: 7449'

Volume Behind Pipe:
1.3 Yield Assumed

S/T/R: 35S/30S/24E
CASING CEMENT DETAIL

Sfc Csg. Cmt Vol.: 590 cf
Hole Size: 17-1/2" (13-3/8" Casing)

Interm Csg. Cmt Vol.: 1750 cf
Hole Size: 12-1/4" (9-5/8" Casing)

Prod. Csg. Cmt Vol.: 2300 cf
Hole Size: 8-3/4" (7" Casing)

Liner Cmt Vol.: Slotted Liner
Hole Size: 6" (5" Casing)

Theoretical Calculations (TTOC)




