Event: NOI - WORKOVER
Event End:
Sec. Reason:
End Status:
Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

SL5=5EE

Ground Level: 788.0ft
Datum: ORIGINAL KB @ 802.00ft (default)
API No.. 0402981123

Wellbore: ORIGINAL HOLE
PBMD: 3,255.0ft
Btm TMD: 5,167.0ft
Spud Date: 9/16/1987 00:00
BH Coord X: 6,151,092.45uss ft
BH Coord Y: 2,289,148.40uss ft

Report Date: 10/17/2006 00:

0 CONDUCTOR CASING Report Date: 9/16/1987 00:00

asing Shoes| Schematic (2/1/2008) Openings Top/Btm/Type/Status
TUBING STRING
Component  Top MD (ft)
TH-DBB 14.0
FATNIP 14.6
CAS 15.3
TBGCOL 6,780.4
312-6—— ‘ I
1480 | H | N

Btm MD (ft)

14.6
153
6,780.4
6,780.8

em OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
ASING JOINT(S) 20.000 K-55 94.00 14.0 54.0

SURFACE CASING Report Date: 9/20/1987 00:00

em OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
ASING JOINT(S) 13.375 H-40 48.00 14.0 312.0

INTERMEDIATE CASING Report Date: 9/27/1987 00:00

em OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
ASING JOINT(S) 9.625 K-55 40.00 14.0 3,148.0
PRODUCTION CASING Report Date: 10/29/1987 00:00
em OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
ASING JOINT(S) 7.000 N-80 26.00 14.0 87.0
ASING JOINT(S) 7.000 K-55 23.00 87.0 5,078.4
ASING JOINT(S) 7.000 N-80 26.00 5,078.4 6,477.8
LAG JOINT 7.000 N-80 26.00 6,477.8 6,501.5

ASING JOINT(S) 7.000 N-80 26.00 6,501.5 7,387.9
LOAT COLLAR  7.000 N-80 26.00 7,387.9 7,389.9
ASING JOINT(S) 7.000 N-80 26.00 7,389.9 7,478.0
LOAT SHOE 7.000 N-80 26.00 7,478.0 7,480.0

Well: 315-35S  S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol.: 400 cf
Hole Size: 17.5"

Top Job: No

Rtns to Sfc: 70 cf

TOC: sfc

Interm Csg. Cmt Vol.: 1500 cf
Hole Size: 12.25"

Top Job: No

Rtns to Sfc: 60 cf

TOC: sfc

Prod. Csg. Cmt Vol.: 1950
Hole Size: 8.75

Top Job: No

Rtns to Sfc: 5 cf

TOC: sfc

Liner Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:
TOC:

Top of Formation:
UBA 6810 ft MD
BLW 7300 ft MD

Volume Behind Pipe:
1.3 Yield Assumed

Theoretical Calculations (TTOC)




