
Event: WELL MAINT - RIG
Event End: 2/3/2009 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

315A-34S
Wellbore: ST1

PBMD: 6,800.0ft
Btm TMD: 7,550.0ft

Spud Date: 8/9/1982 00:00
BH Coord X: 6,145,836.80uss ft
BH Coord Y: 2,288,290.86uss ft

Shoes (ft)
Casing

53.0

306.0

3,212.0

7,460.0

7,330.0

Schematic (3/1/2009) Openings Top/Btm/Type/Status

6,274.0ft, 6,286.0ft, PERFORATED, OPEN

6,286.0ft, 6,306.0ft, PERFORATED, OPEN

6,310.0ft, 6,315.0ft, PERFORATED, OPEN

6,318.0ft, 6,325.0ft, PERFORATED, OPEN

6,330.0ft, 6,336.0ft, PERFORATED, OPEN
6,541.0ft, 6,548.0ft, PERFORATED, OPEN
6,561.0ft, 6,566.0ft, PERFORATED, OPEN
6,575.0ft, 6,580.0ft, PERFORATED, OPEN

6,588.0ft, 6,594.0ft, PERFORATED, OPEN
6,610.0ft, 6,616.0ft, PERFORATED, OPEN

6,630.0ft, 6,640.0ft, PERFORATED, OPEN
6,752.0ft, 6,758.0ft, PERFORATED, OPEN
6,770.0ft, 6,780.0ft, PERFORATED, OPEN

6,820.0ft, 6,890.0ft, PERFORATED, ABANDONED

6,915.0ft, 6,945.0ft, PERFORATED, ABANDONED

6,970.0ft, 7,020.0ft, PERFORATED, ABANDONED

7,045.0ft, 7,075.0ft, PERFORATED, ABANDONED

7,103.0ft, 7,152.0ft, PERFORATED, ABANDONED

7,114.0ft, 7,238.0ft, PERFORATED, SQUEEZED

7,182.0ft, 7,202.0ft, PERFORATED, ABANDONED

7,216.0ft, 7,233.0ft, PERFORATED, ABANDONED

7,249.0ft, 7,270.0ft, PERFORATED, SQUEEZED
7,250.0ft, 7,300.0ft, PERFORATED, SQUEEZED

7,258.0ft, 7,303.0ft, PERFORATED, ABANDONED

7,270.0ft, 7,291.0ft, PERFORATED, SQUEEZED

Ground Level: 856.0ft
Datum: ORIGINAL KB @ 869.00ft (default)

API No.: 0402967315

CONDUCTOR CASING Report Date: 8/9/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 13.0 53.0

SURFACE CASING Report Date: 8/11/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 13.0 306.0

INTERMEDIATE CASING Report Date: 8/15/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 13.0 3,212.0

PRODUCTION CASING Report Date: 9/8/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 13.0 73.6
CASING JOINT(S) 7.000 K-55 23.00 73.6 4,803.9
CASING JOINT(S) 7.000 K-55 26.00 4,803.9 6,154.8
FLAG JOINT 7.000 K-55 26.00 6,154.8 6,169.1
CASING JOINT(S) 7.000 K-55 26.00 6,169.1 7,416.6
FLOAT COLLAR 7.000 K-55 26.00 7,416.6 7,418.5
CASING JOINT(S) 7.000 K-55 26.00 7,418.5 7,458.1
FLOAT SHOE 7.000 K-55 26.00 7,458.1 7,460.0

INNER LINER Report Date: 10/10/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING PATCH 5.500 L-80 17.00 6,753.1 7,330.0

ROD STRING Report Date: 10/30/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 52.0

R-4PER 52.0 2,032.0
ROD 2,032.0 3,982.0

R-4PER 3,982.0 5,962.0
RSTBAR 5,962.0 5,966.0
INSPMP 5,966.0 5,990.0

TUBING STRING Report Date: 10/29/2008 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 13.0 13.7
FATNIP 13.7 14.4

TBGJNT 14.4 5,812.0
AC 5,812.0 5,814.3

TBGJNT 5,814.3 5,969.6
STNIP 5,969.6 5,970.7

TBGJNT 5,970.7 6,002.2
STCOLL 6,002.2 6,002.6

PACKER ASSEMBLY (PERMANENT) Report Date: 11/2/2001 00:00

Component Top MD (ft) Btm MD (ft)

PKR-S 7,241.0 7,246.9
PBR 7,246.9 7,251.0

PUPJNT 7,251.0 7,255.0
NOGO-O 7,255.0 7,256.1
PUPJNT 7,256.1 7,260.1
WLREG 7,260.1 7,260.7

PLUG BACK Report Date: 10/9/2000 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 7,330.0 7,332.6

PLUG BACK Report Date: 10/24/1994 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 7,410.0 7,412.0

PLUG BACK Report Date: 10/26/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,416.0 7,460.0

PLUG BACK Report Date: 9/8/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,460.0 7,550.0

Well:  315A-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 550 cf  
Hole Size: 17.5"
Top Job:  no
Rtns to Sfc: 62 cf
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1660 cf
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: 70 cf 
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 1870 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: no 
TTOC: sfc
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 6818'
BLW: 7330'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


