
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

318X-35S
Wellbore: ST1

PBMD: 7,250.0ft
Btm TMD: 7,453.0ft

Spud Date: 7/15/2002 00:00
BH Coord X: 6,151,411.34uss ft
BH Coord Y: 2,287,355.66uss ft

Shoes (ft)
Casing

61.0

1,065.0

7,441.0

Schematic (7/1/2009) Openings Top/Btm/Type/Status

6,679.0ft, 6,686.0ft, PERFORATED, ISOLATED
6,700.0ft, 6,707.0ft, PERFORATED, ISOLATED
6,732.0ft, 6,768.0ft, PERFORATED, ISOLATED
6,793.0ft, 6,796.0ft, PERFORATED, ISOLATED
6,820.0ft, 6,842.0ft, PERFORATED, ISOLATED

6,980.0ft, 7,026.0ft, PERFORATED, OPEN

7,040.0ft, 7,110.0ft, PERFORATED, OPEN

7,123.0ft, 7,170.0ft, PERFORATED, OPEN

7,140.0ft, 7,170.0ft, PERFORATED, OPEN
7,175.0ft, 7,180.0ft, PERFORATED, OPEN
7,175.0ft, 7,180.0ft, PERFORATED, OPEN
7,194.0ft, 7,214.0ft, PERFORATED, OPEN
7,194.0ft, 7,214.0ft, PERFORATED, OPEN
7,236.0ft, 7,270.0ft, PERFORATED, ISOLATED
7,270.0ft, 7,275.0ft, PERFORATED, ISOLATED
7,275.0ft, 7,290.0ft, PERFORATED, ISOLATED
7,300.0ft, 7,309.0ft, PERFORATED, ISOLATED
7,314.0ft, 7,319.0ft, PERFORATED, ISOLATED
7,319.0ft, 7,322.0ft, PERFORATED, ISOLATED

Ground Level: 818.1ft
Datum: ORIGINAL KB @ 839.10ft (default)

API No.: 0403020778

CONDUCTOR CASING Report Date: 7/3/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 21.0 61.0

SURFACE CASING Report Date: 7/17/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 21.0 1,018.6
9.625 1,018.6 1,018.6

CASING JOINT(S) 9.625 K-55 36.00 1,018.6 1,063.9
GUIDE SHOE 9.625 1,063.9 1,065.0

PRODUCTION CASING Report Date: 7/28/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 21.0 6,295.8
FLAG JOINT 7.000 N-80 26.00 6,295.8 6,323.6
CASING JOINT(S) 7.000 N-80 26.00 6,323.6 7,344.5
FLOAT COLLAR 7.000 7,344.5 7,346.1
CASING JOINT(S) 7.000 N-80 26.00 7,346.1 7,439.8
FLOAT SHOE 7.000 7,439.8 7,441.0

TUBING STRING Report Date: 8/31/2006 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 21.0 21.6
FATNIP 21.6 22.3

TBGJNT 22.3 54.3
PUPJNT 54.3 64.5
PUPJNT 64.5 65.5

CAS 65.5 2,312.3
GLM-V 2,312.3 2,320.7

TBGJNT 2,320.7 4,206.5
GLM-V 4,206.5 4,215.1

TBGJNT 4,215.1 5,606.7
GLM-V 5,606.7 5,615.3

TBGJNT 5,615.3 6,566.7
GLM-V 6,566.7 6,575.2

TBGJNT 6,575.2 6,606.6
PNIP-O 6,606.6 6,607.8

PUPJNT 6,607.8 6,617.8
ON-OFF 6,617.8 6,619.2

PKR 6,619.2 6,624.8
TBGJNT 6,624.8 6,878.3

SS-C 6,878.3 6,882.4
TBGJNT 6,882.4 6,914.4

PKR 6,914.4 6,920.0
TBGJNT 6,920.0 7,107.5

SS 7,107.5 7,111.9
XO 7,111.9 7,113.0

LOCSUB 7,113.0 7,114.0

PACKER ASSEMBLY (RETRIEVABLE) Report Date: 8/28/2006 00:00

Component Top MD (ft) Btm MD (ft)

PKR 7,114.0 7,119.5
XO 7,119.5 7,120.2

PUPJNT 7,120.2 7,130.2
NOGO-O 7,130.2 7,132.0
BELCOL 7,132.0 7,132.4

PLUG BACK Report Date: 12/5/2005 00:00

Component Top MD (ft) Btm MD (ft)

PLUGBK 7,250.0 7,253.0

PLUG BACK Report Date: 8/22/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,344.0 7,441.0

PLUG BACK Report Date: 7/28/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,441.0 7,453.0

Well:  318X-35S       S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 425 c.f.
Hole Size: 12 -1/4"
Top Job:  No
Rtns to Sfc: 5 bbls
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 265
Hole Size: 8-3/4"
Top Job: No
Rtns to Sfc:No
TTOC: 5678
- - -

Prod. Csg. Cmt Vol.: 
Hole Size: 
Top Job: 
Rtns to Sfc: 
TTOC: 
- - -

Liner Cmt Vol.: 
Hole Size: 
Top Job: 
Rtns to Sfc : 
TTOC: 
- - -
Top of Formation:
UBA: 6821 ft MD
BLW: 7334 ft MD

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


