
Event: WELL MAINT - RIG
Event End: 2/24/2009 00:00

Sec. Reason: BODY BREAK
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

321H-2G
Wellbore: ST1

PBMD: 9,021.0ft
Btm TMD: 9,073.0ft

Spud Date: 8/25/2004 00:00
BH Coord X: 6,153,575.31uss ft
BH Coord Y: 2,288,068.88uss ft

(ft)
Casing Shoes

63.0

1,110.0

7,454.0

9,068.9

Schematic (3/1/2009) Openings Top/Btm/Type/Status

6,542.0ft, 6,590.0ft, PERFORATED, OPEN

6,620.0ft, 6,650.0ft, PERFORATED, OPEN

6,894.0ft, 6,930.0ft, PERFORATED, OPEN

7,006.0ft, 7,026.0ft, PERFORATED, OPEN

7,080.0ft, 7,106.0ft, PERFORATED, OPEN

7,200.0ft, 7,236.0ft, PERFORATED, OPEN

7,260.0ft, 7,360.0ft, PERFORATED, OPEN

7,682.0ft, 7,700.0ft, PERFORATED, OPEN
7,745.0ft, 7,753.0ft, PERFORATED, OPEN
7,847.0ft, 7,860.0ft, PERFORATED, OPEN
7,870.0ft, 7,897.0ft, PERFORATED, OPEN
7,915.0ft, 7,945.0ft, PERFORATED, OPEN
7,957.0ft, 7,974.0ft, PERFORATED, OPEN
7,992.0ft, 8,012.0ft, PERFORATED, OPEN
8,046.0ft, 8,062.0ft, PERFORATED, OPEN
8,090.0ft, 8,120.0ft, PERFORATED, OPEN
8,134.0ft, 8,156.0ft, PERFORATED, OPEN
8,202.0ft, 8,225.0ft, PERFORATED, OPEN
8,237.0ft, 8,256.0ft, PERFORATED, OPEN

8,677.0ft, 8,697.0ft, PERFORATED, OPEN
8,732.0ft, 8,760.0ft, PERFORATED, OPEN
8,850.0ft, 8,894.0ft, PERFORATED, OPEN
8,935.0ft, 8,942.0ft, PERFORATED, OPEN
8,960.0ft, 8,970.0ft, PERFORATED, OPEN
8,985.0ft, 9,000.0ft, PERFORATED, OPEN

Ground Level: 855.0ft
Datum: ORIGINAL KB @ 878.00ft (default)

API No.: 0403025586

CONDUCTOR CASING Report Date: 8/9/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 23.0 63.0

SURFACE CASING Report Date: 8/27/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 23.0 42.3
CASING JOINT(S) 9.625 K-55 36.00 42.3 1,064.5

9.625 K-55 36.00 1,064.5 1,064.5
CASING JOINT(S) 9.625 K-55 36.00 1,064.5 1,109.1
GUIDE SHOE 9.625 K-55 36.00 1,109.1 1,110.0

INTERMEDIATE CASING Report Date: 9/7/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING HANGER 7.000 23.0 24.0
PUP JOINT 7.000 N-80 26.00 24.0 27.2
CASING JOINT(S) 7.000 N-80 26.00 27.2 3,602.8
CASING JOINT(S) 7.000 P-110 26.00 3,602.8 3,781.1
CASING JOINT(S) 7.000 N-80 26.00 3,781.1 7,378.2
FLOAT COLLAR 7.000 N-80 26.00 7,378.2 7,379.5
CASING JOINT(S) 7.000 N-80 26.00 7,379.5 7,453.0
FLOAT SHOE 7.000 N-80 26.00 7,453.0 7,454.0

LINER Report Date: 9/14/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER PACKER5.500 7,245.6 7,251.9
CROSSOVER 6.050 7,251.9 7,253.2
LINER TIEBACK SEAL ASSEMBLY5.125 7,253.2 7,247.2
LINER HANGER 5.000 7,247.2 7,265.4
CASING JOINT(S) 5.000 N-80 15.00 7,265.4 9,015.7
LANDING COLLAR 5.000 9,015.7 9,015.7
FLOAT COLLAR 5.000 9,015.7 9,015.7
CASING JOINT(S) 5.000 N-80 15.00 9,015.7 9,061.1
FLOAT SHOE 5.000 9,061.1 9,062.9

ROD STRING Report Date: 2/20/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLRDL 0.0 36.0
PNYROD 36.0 62.0

ROD 62.0 2,102.0
R-4PER 2,102.0 4,022.0
R-4PER 4,022.0 7,172.0

RSTBAR 7,172.0 7,175.0
INSPMP 7,175.0 7,205.0

TUBING STRING Report Date: 2/19/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 23.0 23.6
FATNIP 23.6 24.3

CAS 24.3 6,288.6
AC 6,288.6 6,290.9

CAS 6,290.9 7,206.0
STNIP 7,206.0 7,207.1

PUPJNT 7,207.1 7,215.3
STCOLL 7,215.3 7,215.7

Well:  321H-2G       S/T/R: 2G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 510 cf  
Hole Size:  8.75"
Top Job:  No
Rtns to Sfc: yes 
TOC:   sfc
- - -

Interm Csg. Cmt Vol.:
Hole Size: 
Top Job:
Rtns to Sfc:
TOC: 
- - -

Prod. Csg. Cmt Vol.: 1520 cf
Hole Size: 8.34" 
Top Job:  No
Rtns to Sfc: yes
TTOC: Sfc
- - -

Liner Cmt Vol.: 168 cf
Hole Size: 6.125" 
Top Job: no
Rtns to Sfc :no
TTOC: 7253'
- - -
Top of Formation:
UBA: N/A
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


