
Event: WELL MAINT - RIGLESS
Event End: 9/27/2006 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: INJECTION

OCCIDENTAL OF ELK HILLS INC

322-35S
Wellbore: ST1

PBMD: 7,894.0ft
Btm TMD: 9,658.0ft

Spud Date: 3/17/1978 00:00
BH Coord X: 6,151,640.90uss ft
BH Coord Y: 2,290,378.60uss ft

Shoes (ft)
Casing

52.0

511.0

3,511.0

9,650.0

Schematic (10/1/2006) Openings Top/Btm/Type/Status

7,295.0ft, 7,340.0ft, PERFORATED, OPEN

7,355.0ft, 7,410.0ft, PERFORATED, OPEN

7,432.0ft, 7,472.0ft, PERFORATED, OPEN

7,500.0ft, 7,575.0ft, PERFORATED, OPEN

7,615.0ft, 7,685.0ft, PERFORATED, OPEN

7,715.0ft, 7,790.0ft, PERFORATED, OPEN

9,400.0ft, 9,420.0ft, PERFORATED, ISOLATED

9,469.0ft, 9,490.0ft, PERFORATED, SQUEEZED

Ground Level: 658.0ft
Datum: ORIGINAL KB @ 670.00ft (HES CTU)(default)

API No.: 0402957505

CONDUCTOR CASING Report Date: 3/17/1978 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 12.0 52.0

SURFACE CASING Report Date: 4/14/1978 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 K-55 54.50 12.0 509.0
GUIDE SHOE 13.375 509.0 510.0

INTERMEDIATE CASING Report Date: 4/20/1978 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 N-80 40.00 12.0 3,510.0
GUIDE SHOE 9.625 3,510.0 3,511.0

PRODUCTION CASING Report Date: 6/11/1978 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 29.00 12.0 81.6
CASING JOINT(S) 7.000 N-80 23.00 81.6 4,636.3
CASING JOINT(S) 7.000 N-80 26.00 4,636.3 6,705.8
FLAG JOINT 7.000 N-80 26.00 6,705.8 6,726.8
CASING JOINT(S) 7.000 N-80 26.00 6,726.8 7,661.2
CASING JOINT(S) 7.000 N-80 29.00 7,661.2 9,567.1
FLOAT COLLAR 7.000 N-80 29.00 9,567.1 9,568.5
CASING JOINT(S) 7.000 N-80 29.00 9,568.5 9,647.8
FLOAT SHOE 7.000 N-80 29.00 9,647.8 9,650.0

TUBING STRING Report Date: 9/6/1986 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 12.0 12.6
TBGJNT 12.6 22.9
TBGJNT 22.9 7,190.3

PKR-S 7,190.3 7,196.7
TBGJNT 7,196.7 7,200.6
NOGO-O 7,200.6 7,201.7
TBGJNT 7,201.7 7,205.8
WLREG 7,205.8 7,206.2

PLUG BACK Report Date: 12/22/2003 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,876.0 7,894.5

PLUG BACK Report Date: 3/14/1979 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,894.5 7,900.0
BP-DR 7,900.0 7,903.0

PLUG BACK Report Date: 12/7/1978 00:00

Component Top MD (ft) Btm MD (ft)

CR-PRM 9,426.0 9,429.0

PLUG BACK Report Date: 12/8/1978 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 9,429.0 9,564.0

PLUG BACK Report Date: 6/13/1978 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 9,564.0 9,650.0

Well:  322-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  561 c.f.
Hole Size: 17-1/2"
Top Job: No
Rtns to Sfc: 80 c.f.
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1600 c.f. 
Hole Size: 12-1/4"
Top Job: No
Rtns to Sfc: No
TTOC: sfc
- - -

Prod. Csg. Cmt Vol.: 2600 c.f.
Hole Size: 8-3/4"
Top Job: No
Rtns to Sfc: No
TTOC: Sfc
- - -

Liner Cmt Vol.: 
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA:  7296 ft MD
BLW:  7840 ft MD

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


