
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

322H-3G
Wellbore: ORIGINAL HOLE

PBMD: 6,611.0ft
Btm TMD: 7,550.0ft

Spud Date: 2/9/1951 00:00
BH Coord X: 6,146,492.00uss ft
BH Coord Y: 2,285,722.00uss ft

Shoes (ft)
Casing

40.0
211.0

3,345.0

7,550.0

Schematic (9/10/2009)

ST 1

Openings Top/Btm/Type/Status

6,310.0ft, 6,311.0ft, WSO PERFS, SQUEEZED

6,935.0ft, 6,965.0ft, PERFORATED, ABANDONED

6,980.0ft, 7,020.0ft, PERFORATED, ABANDONED

7,035.0ft, 7,055.0ft, PERFORATED, ABANDONED

7,065.0ft, 7,100.0ft, PERFORATED, ABANDONED

7,115.0ft, 7,230.0ft, PERFORATED, ABANDONED

7,240.0ft, 7,315.0ft, PERFORATED, ABANDONED

7,340.0ft, 7,395.0ft, PERFORATED, ABANDONED

7,410.0ft, 7,435.0ft, PERFORATED, ABANDONED

7,445.0ft, 7,485.0ft, PERFORATED, ABANDONED

7,495.0ft, 7,530.0ft, PERFORATED, ABANDONED

Ground Level: 1,017.4ft
Datum: ORIGINAL KB @ 1,027.00ft (default)

API No.: 0402929019

CONDUCTOR CASING Report Date: 2/9/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 9.6 40.0

SURFACE CASING Report Date: 4/18/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 9.6 211.0

INTERMEDIATE CASING Report Date: 4/24/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 9.6 56.8
CASING JOINT(S) 10.750 J-55 40.50 56.8 1,966.5
CASING JOINT(S) 10.750 J-55 45.50 1,966.5 3,345.0

PRODUCTION CASING Report Date: 5/14/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 9.6 70.6
CASING JOINT(S) 7.000 N-80 23.00 70.6 5,857.5
CASING JOINT(S) 7.000 N-80 26.00 5,857.5 7,550.0

LINER Report Date: 12/21/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER PACKER5.750 6,459.9 6,467.8
LINER HANGER 6.276 6,467.8 6,473.2
CROSSOVER 6.276 6,473.2 6,477.5
CASING JOINT(S) 5.000 N-80 15.00 6,477.5 7,127.4
CROSSOVER 5.000 7,127.4 7,128.1
CASING JOINT(S) 3.500 N-80 9.30 7,128.1 7,739.2
PUP JOINT 3.500 N-80 9.30 7,739.2 7,743.2
DRILLABLE PACKOFF4.500 7,743.2 7,747.3
ECP 6.125 7,747.3 7,758.0
FLOAT COLLAR 3.500 7,758.0 7,759.2
PUP JOINT 3.500 N-80 9.30 7,759.2 7,761.0
SLOTTED LINER 3.500 L-80 9.30 7,761.0 8,491.9
GUIDE SHOE 3.500 N-80 9.30 8,491.9 8,492.0

TUBING STRING Report Date: 8/10/2002 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 9.6 10.5
PUPJNT 10.5 22.4
TBGJNT 22.4 2,195.8

GLM-V 2,195.8 2,204.3
TBGJNT 2,204.3 4,010.5

GLM-V 4,010.5 4,019.0
TBGJNT 4,019.0 5,390.8

GLM-V 5,390.8 5,399.2
TBGJNT 5,399.2 6,403.1

GLM-V 6,403.1 6,411.6
XO 6,411.6 6,412.2

PUPJNT 6,412.2 6,416.2
TBGJNT 6,416.2 7,074.0

GLM-V 7,074.0 7,080.7
PUPJNT 7,080.7 7,090.9

SS 7,090.9 7,094.7
PUPJNT 7,094.7 7,104.7
ON-OFF 7,104.7 7,106.2

PKR-S 7,106.2 7,109.8
PUPJNT 7,109.8 7,117.9
PNIP-O 7,117.9 7,118.9

PUPJNT 7,118.9 7,129.0
WLREG 7,129.0 7,129.4

PLUG BACK Report Date: 12/1/2000 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 6,625.0 6,628.0

PLUG BACK Report Date: 11/15/2000 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 6,659.0 7,140.0

PLUG BACK Report Date: 5/18/1951 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,535.0 7,550.0

Well:  322H-3G      S/T/R: 3G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  470 sks
Hole Size:   22" (16" Casing)
Top Job:  No
Rtns to Sfc: Unknown
TTOC:   Surface
- - -

Interm Csg. Cmt Vol.:  500 sks
Hole Size:   15" (10-3/4' Casing)
Top Job:  NO
Rtns to Sfc:  Surface
TOC:  NA
- - -

Prod. Csg. Cmt Vol.:  500 sks
Hole Size:   9-3/4" (7" Casing)
Top Job:  NO
Rtns to Sfc:  Surface
TTOC:  NA
- - -

Liner Cmt Vol.:  None
Hole Size:      
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA: 7012
BLW:  NA

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


