
Event: WELL ENHANCEMENT
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

323-34S
Wellbore: ST1

PBMD: 7,509.0ft
Btm TMD: 7,671.0ft

Spud Date: 11/17/1982 00:00
BH Coord X: 6,146,391.00uss ft
BH Coord Y: 2,290,088.20uss ft

Shoes (ft)
Casing

57.0
306.0

3,255.0

7,659.0

7,534.9

Schematic (8/1/2008) Openings Top/Btm/Type/Status

7,006.0ft, 7,032.0ft, PERFORATED, SQUEEZED

7,046.0ft, 7,056.0ft, PERFORATED, SQUEEZED

7,066.0ft, 7,076.0ft, PERFORATED, SQUEEZED

7,109.0ft, 7,175.0ft, PERFORATED, SQUEEZED

7,199.0ft, 7,212.0ft, PERFORATED, SQUEEZED
7,200.0ft, 7,214.0ft, PERFORATED, OPEN

7,222.0ft, 7,275.0ft, PERFORATED, SQUEEZED

7,225.0ft, 7,230.0ft, PERFORATED, OPEN
7,230.0ft, 7,245.0ft, PERFORATED, OPEN

7,250.0ft, 7,265.0ft, PERFORATED, OPEN

7,265.0ft, 7,270.0ft, PERFORATED, OPEN

7,270.0ft, 7,284.0ft, PERFORATED, OPEN

7,290.0ft, 7,325.0ft, PERFORATED, OPEN

7,300.0ft, 7,370.0ft, PERFORATED, SQUEEZED
7,325.0ft, 7,335.0ft, PERFORATED, OPEN

7,338.0ft, 7,354.0ft, PERFORATED, OPEN
7,358.0ft, 7,374.0ft, PERFORATED, OPEN

7,378.0ft, 7,392.0ft, PERFORATED, OPEN

7,395.0ft, 7,420.0ft, PERFORATED, SQUEEZED
7,396.0ft, 7,406.0ft, PERFORATED, OPEN

7,412.0ft, 7,420.0ft, PERFORATED, OPEN
7,425.0ft, 7,438.0ft, PERFORATED, OPEN

7,445.0ft, 7,465.0ft, PERFORATED, OPEN

7,445.0ft, 7,505.0ft, PERFORATED, SQUEEZED

Ground Level: 841.0ft
Datum: ORIGINAL KB @ 859.00ft (default)

API No.: 0402967945

CONDUCTOR CASING Report Date: 11/17/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 18.0 57.0

SURFACE CASING Report Date: 12/9/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 18.0 306.0

INTERMEDIATE CASING Report Date: 12/14/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 18.0 3,255.0

PRODUCTION CASING Report Date: 1/3/1983 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 18.0 83.1
CASING JOINT(S) 7.000 K-55 23.00 83.1 4,972.1
CASING JOINT(S) 7.000 K-55 26.00 4,972.1 6,600.1
CASING JOINT(S) 7.000 N-80 26.00 6,600.1 6,643.1
FLAG JOINT 7.000 N-80 26.00 6,643.1 6,666.9
CASING JOINT(S) 7.000 N-80 26.00 6,666.9 7,659.0

INNER LINER Report Date: 8/27/2003 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER 5.000 6,669.0 6,673.3
CASING JOINT(S) 5.000 P-110 18.00 6,673.3 7,493.3
CASING JOINT(S) 5.000 P-110 18.00 7,493.3 7,533.7
FLOAT SHOE 5.000 7,533.7 7,534.9

ROD STRING Report Date: 7/26/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 46.0

ROD 46.0 2,746.0
ROD 2,746.0 5,446.0

R-4PER 5,446.0 6,406.0
ROD 6,406.0 7,366.0

RSTBAR 7,366.0 7,370.0
INSPMP 7,370.0 7,394.0

TUBING STRING Report Date: 7/25/2008 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 18.0 18.0
PUPJNT 18.0 28.0
TBGJNT 28.0 6,369.5

AC 6,369.5 6,372.1
TBGJNT 6,372.1 6,433.9

XO 6,433.9 6,435.0
TBGJNT 6,435.0 7,378.7

STNIP 7,378.7 7,379.8
TBGJNT 7,379.8 7,410.9

PLUG BACK Report Date: 8/27/2003 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,509.0 7,554.0

PLUG BACK Report Date: 2/1/1983 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,554.0 7,659.0

PLUG BACK Report Date: 1/3/1983 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,659.0 7,675.0

Well:  323-34S       S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 475 cf
Hole Size: 17.5"
Top Job:  no
Rtns to Sfc: 38 cf
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1530 cf
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: 55 cf 
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 1825 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: 5 cf 
TOC: sfc
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 7186'
BLW: 7545'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


