Event
Event End

: WELL MAINT - RIGLESS
. 2/23/2008 00:00

Sec. Reason:

End Status

Well Classification

. FINISHED - SUCCESS
. INJECTION

OCCIDENTAL OF ELK HILLS INC

324-2G

Ground Level: 876.0ft

Datum: ORIGINAL KB @ 890.00ft (KEY 2817)(default)

API No.: 0402960591

asing Shoes|

Schematic (3/1/2008)

Wellbore: ST1
PBMD: 8,322.0ft
Btm TMD: 8,350.0ft
Spud Date: 12/1/1979 00:00
BH Coord X: 6,151,651.26uss ft
BH Coord Y: 2,284,425.27uss ft

Openings Top/Btm/Type/Status
P 9 P P TUBING STRING

54-6———

3,500-6

33425

Report Date: 12/16/2002 00:

0  CONDUCTOR CASING Report Date: 12/18/1979 00:00

Component

TH-DBB
FATNIP
PUPJINT
TBGINT
ON-OFF
PKR-S
PUPJNT
PNIP-O
PUPJNT
WLREG

Top MD (ft)  Btm MD (ft)
14.0 14.6
14.6 16.3
16.3 40.6
40.6 7,396.5

7,396.5 7,398.0
7,398.0 7,402.1
7,402.1 7,412.2
7,412.2 7,413.4
74134 7,423.4
7,423.4 7,423.8

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 94.00 14.0 54.0

SURFACE CASING Report Date: 1/1/1980 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 K-55 54.50 14.0 328.0

INTERMEDIATE CASING Report Date: 1/6/1980 00:00

TUBING STRING

Report Date: 11/20/2002 00:

Component

INIM-V
TBGINT

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
0
CASING JOINT(S) 9.625

K-55  40.00 14.0 3,500.0

PLUG BACK

Component

FILL

PLUG BACK

Component

CEMENT

PLUG BACK

Component

CEMENT

7,580.0ft, 7,630.0ft, PERFORATED, OPEN
7,655.0ft, 7,705.0ft, PERFORATED, OPEN

7,728.0ft, 7,775.0ft, PERFORATED, OPEN

7,800.0ft, 7,850.0ft, PERFORATED, OPEN

7,904.0ft, 7,940.0ft, PERFORATED, ISOLATEI
7,965.0ft, 8,025.0ft, PERFORATED, ISOLATE
8,050.0ft, 8,105.0ft, PERFORATED, ISOLATEI
8,130.0ft, 8,180.0ft, PERFORATED, ISOLATEI

8,208.0ft, 8,248.0ft, PERFORATED, ISOLATE

Top MD (ft)  Btm MD (ft)
PRODUCTION CASING Report Date: 2/8/1980 00:00
7,824.7 7,833.8
7,833.8 7,864.9 Item OD (in) Grade Wt. (ppf) TopMD (ft)y BtmMD (ft)
7,864.9 7,866.0
7,866.0 7,866.4 CASING JOINT(S) 7.000 N-80 26.00 14.0 77.9
7,866.4 7,872.2 CASING JOINT(S) 7.000 N-80 23.00 77.9 2,838.6
7,872.2 7,882.1 CASING JOINT(S) 7.000 K-55 23.00 2,838.6 5,758.8
7,882.1 7,883.2 CASING JOINT(S) 7.000 N-80 26.00 5,758.8 6,744.7
7,883.2 7,889.2 FLAG JOINT 7.000 N-80 26.00 6,744.7 6,764.6
7,889.2 7,889.7 CASING JOINT(S) 7.000 N-80 26.00 6,764.6 8,341.0
FLOAT SHOE 7.000 N-80 26.00 8,341.0 8,342.0
Report Date: 3/13/1989 00:00
Top MD (ft)  Btm MD (ft)
8,300.0 8,322.0
Report Date: 4/1/1980 00:00
Top MD (fty  Btm MD (ft)
8,322.0 8,342.0
Report Date: 2/8/1980 00:00
Top MD (ft)  Btm MD (ft)
8,342.0 8,350.0
Well: 324-2G SITIR: 2G/31S/24E

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol.: 500 cf
Hole Size: 17.5"

Top Job: No

Rtns to Sfc: yes

TOC: sfc

Interm Csg. Cmt Vol.: 1780 cf
Hole Size: 12.25"

Top Job: No

Rtns to Sfc: yes

TOC: sfc

Prod. Csg. Cmt Vol.: 2260 cf

Hole Size: 8.75"

Top Job: no

Rtns to Sfc: no

TTOC: CBL suggests above 6620'

Liner Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:
TTOC:

Top of Formation:
UBA: 7580'

BLW: 8253'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




