
Event: ART LIFT REVISION
Event End: 8/7/2008 00:00

Sec. Reason: ACIDIZE

OCCIDENTAL OF ELK HILLS INC

324-35S
Wellbore: ORIGINAL HOLE

PBMD: 7,351.0ft
Btm TMD: 7,370.0ft

Spud Date: 10/9/1952 00:00
BH Coord X: 6,151,785.20uss ft
BH Coord Y: 2,289,513.92uss ft

Shoes (ft)
Casing

38.0

196.0

3,388.0

7,370.0

Schematic (8/7/2008) Openings Top/Btm/Type/Status

6,237.0ft, 6,238.0ft, PERFORATED, SQUEEZED

6,819.0ft, 6,934.0ft, PERFORATED, OPEN

6,960.0ft, 7,065.0ft, PERFORATED, OPEN

7,080.0ft, 7,158.0ft, PERFORATED, OPEN

7,173.0ft, 7,223.0ft, PERFORATED, OPEN
7,173.0ft, 7,223.1ft, PERFORATED, OPEN
7,244.0ft, 7,284.0ft, PERFORATED, OPEN

7,303.0ft, 7,343.0ft, PERFORATED, OPEN

Ground Level: 698.0ft
Datum: ORIGINAL KB @ 706.00ft (default)

API No.: 0402927772

CONDUCTOR CASING Report Date: 10/9/1952 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 68.00 8.0 38.0

SURFACE CASING Report Date: 12/2/1952 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 8.0 194.0
GUIDE SHOE 16.000 194.0 195.0

INTERMEDIATE CASING Report Date: 12/8/1952 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 8.0 40.0
CASING JOINT(S) 10.750 J-55 40.50 40.0 2,192.0
CASING JOINT(S) 10.750 J-55 45.50 2,192.0 3,345.6
FLOAT COLLAR 10.750 3,345.6 3,347.6
CASING JOINT(S) 10.750 J-55 45.50 3,347.6 3,386.0
FLOAT SHOE 10.750 3,386.0 3,388.0

PRODUCTION CASING Report Date: 1/3/1953 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 8.0 78.9
CASING JOINT(S) 7.000 N-80 23.00 78.9 5,863.9
CASING JOINT(S) 7.000 N-80 26.00 5,863.9 7,331.4
FLOAT COLLAR 7.000 7,331.4 7,333.4
CASING JOINT(S) 7.000 N-80 26.00 7,333.4 7,368.0
FLOAT SHOE 7.000 7,368.0 7,370.0

Job Type: PRIMARY

Top MD (ft) Base MD (ft) Plugged

8.0 38.0

Job Type: PRIMARY

Top MD (ft) Base MD (ft) Plugged

8.0 195.0

Job Type: PRIMARY

Top MD (ft) Base MD (ft) Plugged

1,840.0 3,388.0

Job Type: PRIMARY

Top MD (ft) Base MD (ft) Plugged

4,600.0 7,370.0

Well: 324-35S          S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  500 sx
Hole Size:  18" (est)
Top Job:  
Rtns to Sfc: 0.4 Bbls
TTOC: SURFACE
- - -

Interm Csg. Cmt Vol.: 700 sx
Hole Size: 12" (Est)
Top Job: 
Rtns to Sfc: NONE
TTOC: 1840'
- - -
Prod. Csg. Cmt Vol.: 500 sx
Hole Size: 9"
Top Job:  
Rtns to Sfc: NONE
TTOC: 4600'

Liner Cmt Vol.: 
Hole Size:  
Top Job: 
Rtns to Sfc:
TTOC: 
- - -
Top of Formation: 
UBA:  6836 ft MD
BLW: 7325 ft MD

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)         


