
Event: WELL MAINT - RIG
Event End: 10/2/2008 00:00

Sec. Reason: PIN PART
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

325-34S
Wellbore: ST1

PBMD: 7,292.0ft
Btm TMD: 7,350.0ft

Spud Date: 8/20/1982 00:00
BH Coord X: 6,146,200.66uss ft
BH Coord Y: 2,288,860.58uss ft

Shoes (ft)
Casing

53.0

333.0

3,273.0

7,338.0

Schematic (10/2/2008) Openings Top/Btm/Type/Status

6,260.0ft, 6,358.0ft, PERFORATED, OPEN
6,365.0ft, 6,369.0ft, PERFORATED, OPEN
6,393.0ft, 6,401.0ft, PERFORATED, OPEN
6,422.0ft, 6,434.0ft, PERFORATED, OPEN

6,497.0ft, 6,516.0ft, PERFORATED, OPEN
6,539.0ft, 6,558.0ft, PERFORATED, OPEN
6,563.0ft, 6,582.0ft, PERFORATED, OPEN
6,591.0ft, 6,622.0ft, PERFORATED, OPEN
6,630.0ft, 6,634.0ft, PERFORATED, OPEN

6,655.0ft, 6,679.0ft, PERFORATED, OPEN

6,711.0ft, 6,723.0ft, PERFORATED, OPEN

6,734.0ft, 6,798.0ft, PERFORATED, OPEN

6,800.0ft, 6,855.0ft, PERFORATED, OPEN
6,860.0ft, 6,870.0ft, PERFORATED, OPEN

6,880.0ft, 6,905.0ft, PERFORATED, OPEN
6,912.0ft, 6,922.0ft, PERFORATED, OPEN

6,930.0ft, 7,000.0ft, PERFORATED, OPEN
7,006.0ft, 7,018.0ft, PERFORATED, OPEN

7,026.0ft, 7,069.0ft, PERFORATED, OPEN

7,078.0ft, 7,097.0ft, PERFORATED, OPEN

7,112.0ft, 7,120.0ft, PERFORATED, OPEN
7,124.0ft, 7,168.0ft, PERFORATED, OPEN

7,173.0ft, 7,193.0ft, PERFORATED, OPEN

Ground Level: 869.0ft
Datum: ORIGINAL KB @ 882.00ft (default)

API No.: 0402967366

CONDUCTOR CASING Report Date: 8/20/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 13.0 53.0

SURFACE CASING Report Date: 9/9/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 13.0 331.6
GUIDE SHOE 13.375 331.6 333.0

INTERMEDIATE CASING Report Date: 9/13/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 13.0 3,271.9
GUIDE SHOE 9.625 3,271.9 3,273.0

PRODUCTION CASING Report Date: 9/29/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 13.0 84.0
CASING JOINT(S) 7.000 K-55 23.00 84.0 4,970.0
CASING JOINT(S) 7.000 K-55 26.00 4,970.0 6,178.9
FLAG JOINT 7.000 K-55 26.00 6,178.9 6,198.2
CASING JOINT(S) 7.000 K-55 26.00 6,198.2 7,292.5
FLOAT COLLAR 7.000 K-55 26.00 7,292.5 7,294.9
CASING JOINT(S) 7.000 K-55 26.00 7,294.9 7,337.0
GUIDE SHOE 7.000 K-55 26.00 7,337.0 7,338.0

ROD STRING Report Date: 10/2/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 48.0

ROD 48.0 2,238.0
ROD 2,238.0 4,488.0
ROD 4,488.0 6,708.0

RSTBAR 6,708.0 6,712.0
INSPMP 6,712.0 6,742.0

TUBING STRING Report Date: 1/15/2006 00:00

Component Top MD (ft) Btm MD (ft)

TH 13.0 13.6
FATNIP 13.6 14.3

TBGJNT 14.3 5,988.5
AC 5,988.5 5,990.8

TBGJNT 5,990.8 6,752.4
STNIP 6,752.4 6,753.1

PERFJT 6,753.1 6,757.1
TBGJNT 6,757.1 6,788.2
TBGCOL 6,788.2 6,788.6
BULPLG 6,788.6 6,788.9

PLUG BACK Report Date: 11/22/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,292.0 7,338.0

PLUG BACK Report Date: 9/13/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,338.0 7,350.0

Well:  325-34S    S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 500 cf
Hole Size: 17.5"
Top Job: no 
Rtns to Sfc: 35 cf 
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1580 cf 
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: 100 cf 
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 1610 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: no 
TTOC: sfc
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 6810'
BLW: 7196'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


