
Event: WELL MAINT - RIGLESS
Event End: 7/3/2008 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: INJECTION

OCCIDENTAL OF ELK HILLS INC

326-34S
Wellbore: ST1

PBMD: 7,204.0ft
Btm TMD: 7,205.0ft

Spud Date: 8/8/1951 00:00
BH Coord X: 6,146,572.21uss ft
BH Coord Y: 2,288,460.92uss ft

Shoes (ft)
Casing

39.0
203.0

3,350.0

7,155.0

7,205.0

Schematic (8/1/2008) Openings Top/Btm/Type/Status

6,080.0ft, 6,081.0ft, PERFORATED, SQUEEZED

6,830.0ft, 6,910.0ft, PERFORATED, ISOLATED

6,920.0ft, 7,005.0ft, PERFORATED, ISOLATED
6,930.1ft, 7,005.1ft, PERFORATED, ISOLATED

7,020.0ft, 7,090.0ft, PERFORATED, SQUEEZED
7,020.0ft, 7,090.0ft, REPERFORATED, OPEN

7,120.0ft, 7,135.0ft, PERFORATED, OPEN

7,157.4ft, 7,203.7ft, SLOTTED, OPEN

Ground Level: 942.0ft
Datum: ORIGINAL KB @ 952.00ft (default)

API No.: 0402927660

CONDUCTOR CASING Report Date: 8/8/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 10.0 39.0

SURFACE CASING Report Date: 8/28/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 10.0 203.0

INTERMEDIATE CASING Report Date: 9/3/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 10.0 77.0
CASING JOINT(S) 10.750 J-55 40.50 77.0 2,027.0
CASING JOINT(S) 10.750 J-55 45.50 2,027.0 3,350.0

PRODUCTION CASING Report Date: 9/26/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 10.0 47.0
CASING JOINT(S) 7.000 N-80 23.00 47.0 5,802.0
CASING JOINT(S) 7.000 N-80 26.00 5,802.0 7,155.0

LINER Report Date: 12/7/1994 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER 7.000 N-80 18.00 7,106.3 7,111.5
CASING JOINT(S) 5.000 N-80 18.00 7,111.5 7,157.4
SLOTTED LINER 5.000 N-80 18.00 7,157.4 7,203.7
BULL PLUG 5.000 N-80 18.00 7,203.7 7,205.0

TUBING STRING Report Date: 6/30/2000 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 10.0 10.6
PUPJNT 10.6 15.1
PUPJNT 15.1 21.3
PUPJNT 21.3 29.5
PUPJNT 29.5 37.5
TBGJNT 37.5 6,748.0

SA 6,748.0 6,748.5
PKR-S 6,748.5 6,754.6

TBGJNT 6,754.6 6,971.0
INJM-D 6,971.0 6,980.2

TBGJNT 6,980.2 7,010.0
SA 7,010.0 7,010.5

PKR-S 7,010.5 7,014.8
XO 7,014.8 7,015.4

PUPJNT 7,015.4 7,021.5
NOGO-O 7,021.5 7,022.7
PUPJNT 7,022.7 7,027.0
WLREG 7,027.0 7,027.4

PLUG BACK Report Date: 8/27/2003 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,140.0 7,203.7

Well:  326-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 450 sks 
Hole Size: 22"
Top Job:  no
Rtns to Sfc: yes
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 700 sks 
Hole Size: 15"
Top Job: no
Rtns to Sfc: no 
TTOC: 1650' per thermometric survey
- - -

Prod. Csg. Cmt Vol.: 500 sks
Hole Size: 9.75"
Top Job: no
Rtns to Sfc: no 
TTOC: 4480' per thermometric survey
- - -

Liner Cmt Vol.: none - slotted
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA:  6797'
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


