OCCIDENTAL OF ELK HILLS INC

Wellbore:
PBMD:

Btm TMD:
Spud Date:
BH Coord X:
BH Coord Y:

ST1

7,338.0ft

7,414.0ft
6/28/1946 00:00
6,151,712.83uss ft
2,288,245.37uss ft

Report Date: 10/6/2008 00:00

CONDUCTOR CASING

Report Date: 6/28/1946 00:00

Event: WELL MAINT - RIG
Event End: 10/6/2008 00:00 3 2 6 . 3 5 S
SeC-dReasonf Sl Ground Level: 789.0ft
Well i Status: ENISHED » SUCCESS Datum: ORIGINAL KB @ 801.00ft (default)
: API No.: 0402927773

Sﬁgsisngl) Schematic (10/6/2008) Openings Top/Btm/Type/Status ROD STRING
Component
POLROD
PNYROD
ROD
ROD
ROD
RSTBAR
INSPMP

74146

T

-

-

|

1

TopMD (fty  Btm MD (ft)
0.0 36.0

36.0 60.0

60.0 2,760.0
2,760.0 4,950.0
4,950.0 7,200.0
7,200.0 7,204.0
7,204.0 7,228.0

Item

CASING JOINT(S) 26.000

OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

12,0 37.0

SURFACE CASING

Report Date: 6/12/1947 00:00

Item

CASING JOINT(S) 18.625 J-55

OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

98.00 120 200.0

FUBING STRING

Report Date: 10/5/2008 00:0p

INTERMEDIATE CASING

Report Date: 7/8/1947 00:00

Component

TH-DBB
FATNIP

STCOLL

Top MD (ft)  Btm MD (ft)
12.0 127
12.7 133
133 5,918.3

5,918.3 5,919.4
5,919.4 5,922.4
5,922.4 5,923.5
5,923.5 5,924.6
5,924.6 7,220.4
7,220.4 7,221.1
7,221.1 7,225.2
7,225.2 7,225.6

PLUG BACK

Report Date: 12/6/1996 00:00

Component

CEMENT

PLUG BACK

Component

CEMENT

6,628.0ft, 6,684.0ft, PERFORATED, OPE
6,708.0ft, 6,748.0ft, PERFORATED, OPE|

6,766.0ft, 6,778.0ft, PERFORATED, OPE|

7,058.0ft, 7,090.0ft, PERFORATED, OPE|

7,094.0ft, 7,114.0ft, PERFORATED, OPE

7,125.0ft, 7,175.0ft, PERFORATED, OPE|

7,175.0ft, 7,185.0ft, PERFORATED, OPE!

7,200.0ft, 7,215.0ft, PERFORATED, OPE|

7,220.0ft, 7,230.0ft, PERFORATED, OPE|

7,247.0ft, 7,260.0ft, PERFORATED, OPE|

Top MD (ft)  Btm MD (ft)
7,338.0 7,411.0
Report Date: 8/4/1996 00:00
Top MD (fty  Btm MD (ft)
7,411.0 7,414.0

Item

CASING JOINT(S) 13.375 J-55

OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

68.00 12.0 3,837.0

PRODUCTION CASING

Report Date: 10/4/1947 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 8.625 N-80 44.00 12.0 317
CASING JOINT(S) 8.625 N-80 36.00 317 4,312.0
CASING JOINT(S) 8.625 N-80 40.00 4,312.0 5,903.6
CASING JOINT(S) 8.625 N-80 44.00 5,903.6 6,905.0
LINER Report Date: 8/4/1996 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
TIE BACK 5.000 P-110 18.00 6,066.5 6,079.3
LINER HANGER  7.625 P-110 18.00 6,079.3 6,087.7
CROSSOVER 7.625 P-110 18.00 6,087.7 6,088.5
CASING JOINT(S) 5.000 P-110 18.00 6,088.5 7,338.3
FLOAT COLLAR 5.000 P-110 18.00 7,338.3 7,340.4
CASING JOINT(S) 5.000 P-110 18.00 7,340.4 7,409.6
GUIDE SHOE 5.000 P-110 18.00 7,409.6 7,411.0

Well: 326-35S-RD1

Hole Size: 24"
Top Job: yes
Rtns to Sfc: no
TTOC: sfc

Hole Size: 17.5"
Top Job: no
Rtns to Sfc: no
TTOC: 1597"

Hole Size: 12.25"
Top Job: no
Rtns to Sfc: no

Hole Size: 6.75"
Top Job: no

Rtns to Sfc: no
TTOC: TOL

Top of Formation:
UBA: 6765
BLW: 7277

Volume Behind Pipe:
1.3 Yield Assumed

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol.: 250 sks

Interm Csg. Cmt Vol.: 1200 sks

Prod. Csg. Cmt Vol.: 700 sks

TTOC: 4850' per Thermometric survey

Liner Cmt Vol.: 300 cf

Theoretical Calculations (TTOC)

S/T/IR: 35S/30S/24E




