
Event: ART LIFT REVISION
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

326X-35S
Wellbore: ORIGINAL HOLE

PBMD: 7,360.0ft
Btm TMD: 7,450.0ft

Spud Date: 1/21/2002 00:00
BH Coord X: 6,152,073.54uss ft
BH Coord Y: 2,288,590.37uss ft

Shoes (ft)
Casing

61.0

1,045.0

7,448.0

Schematic (8/27/2009) Openings Top/Btm/Type/Status

6,687.0ft, 6,691.0ft, PERFORATED, OPEN

6,691.0ft, 6,694.0ft, PERFORATED, OPEN

6,697.0ft, 6,698.0ft, PERFORATED, OPEN

6,698.0ft, 6,702.0ft, PERFORATED, OPEN

6,702.0ft, 6,703.0ft, PERFORATED, OPEN

6,712.0ft, 6,726.0ft, PERFORATED, OPEN

6,785.0ft, 6,800.0ft, PERFORATED, OPEN

6,814.0ft, 6,819.0ft, PERFORATED, OPEN

6,824.0ft, 6,844.0ft, PERFORATED, OPEN

7,112.0ft, 7,120.0ft, PERFORATED, OPEN

7,128.0ft, 7,150.0ft, PERFORATED, OPEN

7,158.0ft, 7,190.0ft, PERFORATED, OPEN

7,196.0ft, 7,208.0ft, PERFORATED, OPEN

7,214.0ft, 7,217.0ft, PERFORATED, OPEN

7,217.0ft, 7,221.0ft, PERFORATED, OPEN

7,221.0ft, 7,224.0ft, PERFORATED, OPEN

7,236.0ft, 7,242.0ft, PERFORATED, OPEN

7,250.0ft, 7,271.0ft, PERFORATED, OPEN

7,271.0ft, 7,276.0ft, PERFORATED, OPEN

7,276.0ft, 7,296.0ft, PERFORATED, OPEN

Ground Level: 802.9ft
Datum: ORIGINAL KB @ 823.90ft (default)

API No.: 0403019752

CONDUCTOR CASING Report Date: 1/15/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 21.0 61.0

SURFACE CASING Report Date: 1/23/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 21.0 998.4
9.625 998.4 998.4

CASING JOINT(S) 9.625 K-55 36.00 998.4 1,043.9
GUIDE SHOE 9.625 1,043.9 1,045.0

PRODUCTION CASING Report Date: 2/5/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 21.0 6,850.3
FLAG JOINT 7.000 N-80 26.00 6,850.3 6,872.9
CASING JOINT(S) 7.000 N-80 26.00 6,872.9 7,276.2
CROSSOVER 7.000 N-80 26.00 7,276.2 7,302.4
CASING JOINT(S) 7.000 N-80 26.00 7,302.4 7,350.0
FLOAT COLLAR 7.000 N-80 26.00 7,350.0 7,351.5
CASING JOINT(S) 7.000 N-80 26.00 7,351.5 7,446.4
FLOAT SHOE 7.000 N-80 26.00 7,446.4 7,448.0

ROD STRING Report Date: 6/12/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 54.0

ROD 54.0 1,584.0
ROD 1,584.0 3,864.0
ROD 3,864.0 7,164.0

RSTBAR 7,164.0 7,167.0
INSPMP 7,167.0 7,198.0

TUBING STRING Report Date: 6/12/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 21.0 21.7
FATNIP 21.7 22.3

CAS 22.3 6,389.5
AC 6,389.5 6,391.8

CAS 6,391.8 7,204.0
PMPSH 7,204.0 7,204.7

CAS 7,204.7 7,236.2
STCOLL 7,236.2 7,236.6

PLUG BACK Report Date: 12/3/2003 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,320.0 7,324.0

PLUG BACK Report Date: 6/15/2002 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,324.0 7,359.0

PLUG BACK Report Date: 2/22/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,359.0 7,448.0

PLUG BACK Report Date: 2/6/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,448.0 7,450.0

Well:  326X-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  644 cf
Hole Size: 12.25"
Top Job: no 
Rtns to Sfc: 8 bbls  
TOC: sfc
- - -

Interm Csg. Cmt Vol.:  
Hole Size: 
Top Job:  
Rtns to Sfc: 
TTOC:'
- - -

Prod. Csg. Cmt Vol.:  1620 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc:  no    
TTOC:  sfc
- - -

Liner Cmt Vol.:  
Hole Size:      
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA: 6835'
BLW:  7343'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


