
Event: WELL MAINT - RIG
Event End: 5/26/2007 00:00

Sec. Reason: COLLAR LEAK
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

328-35S
Wellbore: ST 1

PBMD: 7,441.0ft
Btm TMD: 7,512.0ft

Spud Date: 8/2/1950 00:00
BH Coord X: 6,151,789.94uss ft
BH Coord Y: 2,286,842.18uss ft

Shoes (ft)
Casing

38.0

195.0

3,350.0

7,509.0

Schematic (6/1/2007)

ORIGINAL HOLE

Openings Top/Btm/Type/Status

6,180.0ft, 6,181.0ft, PERFORATED, SQUEEZED

6,190.0ft, 6,191.0ft, PERFORATED, SQUEEZED

6,714.0ft, 6,760.0ft, PERFORATED, OPEN

6,770.0ft, 6,808.0ft, PERFORATED, OPEN

6,828.0ft, 6,842.0ft, PERFORATED, OPEN

6,852.0ft, 6,870.0ft, PERFORATED, OPEN

6,874.0ft, 6,884.0ft, PERFORATED, OPEN

7,133.0ft, 7,145.0ft, PERFORATED, OPEN

7,150.0ft, 7,200.0ft, PERFORATED, OPEN

7,200.0ft, 7,222.0ft, PERFORATED, OPEN

7,266.0ft, 7,272.0ft, PERFORATED, OPEN

7,290.0ft, 7,320.0ft, PERFORATED, OPEN

7,320.0ft, 7,330.0ft, PERFORATED, OPEN

7,363.0ft, 7,390.0ft, PERFORATED, OPEN

Ground Level: 820.0ft
Datum: ORIGINAL KB @ 829.00ft (default)

API No.: 0402927774

CONDUCTOR CASING Report Date: 8/2/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 9.0 38.0

SURFACE CASING Report Date: 9/16/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 65.00 9.0 195.0

INTERMEDIATE CASING Report Date: 9/20/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 9.0 77.2
CASING JOINT(S) 10.750 J-55 40.50 77.2 2,609.5
CASING JOINT(S) 10.750 J-55 45.50 2,609.5 3,350.0

PRODUCTION CASING Report Date: 10/13/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 9.0 28.3
CASING JOINT(S) 7.000 N-80 23.00 28.3 5,713.6
CASING JOINT(S) 7.000 N-80 26.00 5,713.6 7,015.0

LINER Report Date: 7/19/1996 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK 5.875 P-110 18.00 6,053.2 6,066.4
LINER HANGER 6.276 P-110 18.00 6,066.4 6,073.8
CASING JOINT(S) 5.000 P-110 18.00 6,073.8 7,439.3
FLOAT COLLAR 5.000 P-110 18.00 7,439.3 7,441.3
CASING JOINT(S) 5.000 P-110 18.00 7,441.3 7,507.6
FLOAT SHOE 5.000 P-110 18.00 7,507.6 7,509.0

ROD STRING Report Date: 5/26/2007 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 54.0

ROD 54.0 1,854.0
R-4PER 1,854.0 2,454.0

ROD 2,454.0 5,964.0
RSTBAR 5,964.0 5,968.0
INSPMP 5,968.0 5,992.0

TUBING STRING Report Date: 5/26/2007 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 9.0 9.8
FATNIP 9.8 10.4

TBGJNT 10.4 5,854.8
AC 5,854.8 5,857.2

TBGJNT 5,857.2 5,982.7
STNIP 5,982.7 5,983.8

TBGJNT 5,983.8 6,015.3

PLUG BACK Report Date: 8/28/2002 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,439.0 7,441.0

PLUG BACK Report Date: 8/5/1996 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,441.0 7,509.0

PLUG BACK Report Date: 7/19/1996 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,509.0 7,512.0

Well:  328-35S-RD1    S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 450 sks 
Hole Size: 22"
Top Job:  no
Rtns to Sfc: yes 
TOC: sfc
- - -

Interm Csg. Cmt Vol.:  650 sks
Hole Size: 15"
Top Job:  no
Rtns to Sfc: no
TTOC: 1544' per thermometric survey
- - -

Prod. Csg. Cmt Vol.:  500 sks
Hole Size:  9.75"
Top Job: no
Rtns to Sfc: no   
TTOC:  4360' per thermometric survey
- - -

Liner Cmt Vol.: 260 cf
Hole Size: 6.125"     
Top Job: no
Rtns to Sfc: no 
TTOC:  3700'
- - -
Top of Formation:
UBA: 6865'
BLW: 7389'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


