
Event: WELL MAINT - RIG
Event End: 7/31/2009 00:00

Sec. Reason: LOW PRODUCTION
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

331-2G
Wellbore: ST1

PBMD: 6,870.0ft
Btm TMD: 7,700.0ft

Spud Date: 6/9/1977 00:00
BH Coord X: 6,152,241.68uss ft
BH Coord Y: 2,286,343.21uss ft

(ft)
Casing Shoes

56.0

303.0

3,425.0

7,700.0

Schematic (8/1/2009) Openings Top/Btm/Type/Status

6,250.0ft, 6,251.0ft, WSO PERFS, OPEN

6,493.0ft, 6,503.0ft, PERFORATED, OPEN

6,503.0ft, 6,517.0ft, PERFORATED, OPEN

6,533.0ft, 6,541.0ft, PERFORATED, OPEN

6,739.0ft, 6,780.0ft, PERFORATED, OPEN

6,790.0ft, 6,802.0ft, PERFORATED, OPEN

6,802.0ft, 6,865.0ft, PERFORATED, OPEN

6,974.0ft, 7,008.0ft, PERFORATED, ABANDONED
7,018.0ft, 7,048.0ft, PERFORATED, ABANDONED
7,058.0ft, 7,144.0ft, PERFORATED, ABANDONED
7,154.0ft, 7,198.0ft, PERFORATED, ABANDONED
7,208.0ft, 7,295.0ft, PERFORATED, ABANDONED
7,305.0ft, 7,356.0ft, PERFORATED, ISOLATED
7,372.0ft, 7,377.0ft, PERFORATED, ISOLATED
7,388.0ft, 7,404.0ft, PERFORATED, ISOLATED
7,422.0ft, 7,516.0ft, PERFORATED, ISOLATED
7,526.0ft, 7,595.0ft, PERFORATED, ISOLATED

Ground Level: 849.0ft
Datum: ORIGINAL KB @ 864.00ft (default)

API No.: 0402956812

CONDUCTOR CASING Report Date: 6/9/1977 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 15.0 56.0

SURFACE CASING Report Date: 1/5/1978 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 15.0 301.8
GUIDE SHOE 13.375 301.8 303.0

INTERMEDIATE CASING Report Date: 1/9/1978 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 N-80 40.00 15.0 3,423.8
GUIDE SHOE 9.625 3,423.8 3,425.0

PRODUCTION CASING Report Date: 1/26/1978 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 15.0 74.8
CASING JOINT(S) 7.000 K-55 23.00 74.8 5,139.4
CASING JOINT(S) 7.000 K-55 26.00 5,139.4 6,361.2
FLAG JOINT 7.000 K-55 26.00 6,361.2 6,370.1
CASING JOINT(S) 7.000 K-55 26.00 6,370.1 7,654.8
FLOAT COLLAR 7.000 7,654.8 7,656.1
CASING JOINT(S) 7.000 K-55 26.00 7,656.1 7,697.8
FLOAT SHOE 7.000 7,697.8 7,700.0

ROD STRING Report Date: 7/31/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLRDL 0.0 36.0
PNYROD 36.0 60.0

ROD 60.0 1,290.0
ROD 1,290.0 2,910.0
ROD 2,910.0 3,030.0
ROD 3,030.0 6,750.0

RSTBAR 6,750.0 6,753.0
INSPMP 6,753.0 6,783.0

TUBING STRING Report Date: 1/15/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 15.0 15.7
FATNIP 15.7 16.4

CAS 16.4 6,105.6
AC 6,105.6 6,107.9

CAS 6,107.9 6,814.8
STNIP 6,814.8 6,815.9

PUPJNT 6,815.9 6,820.1
STCOLL 6,820.1 6,820.5

PLUG BACK Report Date: 6/6/2000 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 6,870.0 7,265.0
FILL 7,265.0 7,655.0

PLUG BACK Report Date: 1/27/1978 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,655.0 7,697.0

Well:  331-2G       S/T/R: 2G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 368 cf  
Hole Size: 17.5"
Top Job:  No
Rtns to Sfc:  50 cf
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1730 cf
Hole Size: 12.25'
Top Job: No
Rtns to Sfc: 115 cf
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 1850 cf
Hole Size: 8.75"  
Top Job: no
Rtns to Sfc: no 
TTOC: 3552' by CBL
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 7027'
BLW: 7598'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


