
Event: WELL CONVERSION
Event End:

Sec. Reason:
End Status:

Well Classification: INJECTION

OCCIDENTAL OF ELK HILLS INC

333-2G
Wellbore: ST1

PBMD: 7,783.0ft
Btm TMD: 8,070.0ft

Spud Date: 4/4/1977 00:00
BH Coord X: 6,152,217.21uss ft
BH Coord Y: 2,285,292.89uss ft

(ft)
Casing Shoes

55.0
340.0

3,400.0

7,890.0

Schematic (4/1/2007) Openings Top/Btm/Type/Status

6,590.0ft, 6,590.5ft, PERFORATED, SQUEEZED

7,315.0ft, 7,365.0ft, REPERFORATED, SQUEEZED
7,315.0ft, 7,365.0ft, PERFORATED, SQUEEZED

7,315.0ft, 7,340.0ft, PERFORATED, OPEN

7,350.0ft, 7,365.2ft, PERFORATED, OPEN

7,375.0ft, 7,445.0ft, PERFORATED, SQUEEZED
7,375.0ft, 7,445.0ft, REPERFORATED, SQUEEZED

7,380.0ft, 7,440.0ft, PERFORATED, OPEN

7,460.0ft, 7,480.0ft, PERFORATED, SQUEEZED
7,460.0ft, 7,480.0ft, REPERFORATED, SQUEEZED

7,462.0ft, 7,477.0ft, PERFORATED, OPEN

7,490.0ft, 7,600.0ft, PERFORATED, OPEN

7,490.0ft, 7,535.0ft, PERFORATED, SQUEEZED

7,545.0ft, 7,600.0ft, PERFORATED, SQUEEZED

7,650.0ft, 7,700.0ft, PERFORATED, OPEN
7,650.0ft, 7,700.0ft, REPERFORATED, OPEN
7,710.0ft, 7,730.0ft, PERFORATED, OPEN
7,710.0ft, 7,730.0ft, REPERFORATED, OPEN
7,740.0ft, 7,765.0ft, PERFORATED, OPEN
7,740.0ft, 7,765.0ft, REPERFORATED, OPEN
7,775.0ft, 7,795.0ft, PERFORATED, ISOLATED
7,807.0ft, 7,831.0ft, PERFORATED, ISOLATED

Ground Level: 865.0ft
Datum: ORIGINAL KB @ 880.00ft (default)

API No.: 0402955607

CONDUCTOR CASING Report Date: 4/4/1977 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 15.0 55.0

SURFACE CASING Report Date: 5/11/1977 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 K-55 48.00 15.0 340.0

INTERMEDIATE CASING Report Date: 5/16/1977 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 15.0 3,400.0

PRODUCTION CASING Report Date: 6/1/1977 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 15.0 75.1
CASING JOINT(S) 7.000 K-55 23.00 75.1 4,917.9
CASING JOINT(S) 7.000 K-55 26.00 4,917.9 6,647.6
FLAG JOINT 7.000 K-55 26.00 6,647.6 6,665.1
CASING JOINT(S) 7.000 K-55 26.00 6,665.1 7,848.3
FLOAT COLLAR 7.000 K-55 26.00 7,848.3 7,850.1
CASING JOINT(S) 7.000 K-55 26.00 7,850.1 7,887.6
FLOAT SHOE 7.000 K-55 26.00 7,887.6 7,890.0

TUBING STRING Report Date: 11/26/1985 00:00

Component Top MD (ft) Btm MD (ft)

TH-D 15.0 15.5
TBGJNT 15.5 19.2
TBGJNT 19.2 7,254.8
LOCSUB 7,254.8 7,255.3

PKR-D 7,255.3 7,264.6
TBGJNT 7,264.6 7,272.9
NOGO-O 7,272.9 7,273.8

TUBING STRING Report Date: 11/25/1985 00:00

Component Top MD (ft) Btm MD (ft)

TH-D 15.0 15.5
TBGJNT 15.5 35.4
TBGJNT 35.4 7,255.3

PKR-D 7,255.3 7,264.6
TBGJNT 7,264.6 7,598.6

XO 7,598.6 7,599.0
LOCSUB 7,599.0 7,600.0

PACKER ASSEMBLY (RETRIEVABLE) Report Date: 11/25/1985 00:00

Component Top MD (ft) Btm MD (ft)

PKR-S 7,600.0 7,603.9
MOEXT 7,603.9 7,609.5

XO 7,609.5 7,610.2
TBGJNT 7,610.2 7,618.5
NOGO-O 7,618.5 7,619.5

XO 7,619.5 7,620.1

PLUG BACK Report Date: 12/30/2003 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,751.0 7,783.0

PLUG BACK Report Date: 6/3/1977 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,842.0 7,890.0

PLUG BACK Report Date: 6/1/1977 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,890.0 8,070.0

Well:  333-2G       S/T/R: 2G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 403 cf
Hole Size: 17.5"
Top Job:  115 cf
Rtns to Sfc:  
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1730 cf 
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: yes
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 2200 cf
Hole Size: 8.65"
Top Job: no
Rtns to Sfc: no 
TTOC: CBL suggests above 5841' 
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 7324'
BLW: 7940'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


