Event: WELL MAINT - RIG
Event End: 4/21/2009 00:00
Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

3-34S

Datum: ORIGINAL KB @ 905.00ft (default)
API No.: 0402957390

Ground Level: 891.0ft

Casing
Shoes (ft)

Schematic (5/1/2009)

Openings Top/Btm/Type/Status

Wellbore:
PBMD:
Btm TMD:
Spud Date:
BH Coord X:
BH Coord Y:

ORIGINAL HOLE
7,585.0ft

9,500.0ft

3/1/1978 00:00
6,147,117.47uss ft
2,289,480.82uss ft
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6,500.0ft, 6,500.0ft, PERFORATED, SQU

7,170.0t, 7,184.0ft, PERFORATED, OPE|
7,190.0t, 7,190.1ft, PERFORATED, OPE|
7,202.0ft, 7,207.0ft, PERFORATED, OPE|
7,165.0ft, 7,260.0ft, PERFORATED, OPE|
7,220.0ft, 7,226.0ft, PERFORATED, OPE|
7,248.0t, 7,252.0ft, PERFORATED, OPE|
7,255.0ft, 7,265.0ft, PERFORATED, OPE|
7,281.0ft, 7,292.0ft, PERFORATED, OPE|

7,298.0ft, 7,305.0ft, PERFORATED, OPE|
7,285.0ft, 7,323.0ft, PERFORATED, OPE|
7,308.0ft, 7,318.0ft, PERFORATED, OPE|

7,326.0ft, 7,326.1ft, PERFORATED, OPE|
7,324.0ft, 7,330.0ft, PERFORATED, OPE|

7,335.0ft, 7,345.0ft, PERFORATED, OPE|
7,333.0ft, 7,360.0ft, PERFORATED, OPE

7,364.0ft, 7,372.0ft, PERFORATED, OPE

7,380.0ft, 7,394.0ft, PERFORATED, OPE|
7,390.0ft, 7,390.1ft, PERFORATED, OPE|

7,380.0ft, 7,398.0ft, PERFORATED, OPE

7,422.0ft, 7,427.0ft, PERFORATED, OPE
7,430.0ft, 7,436.0ft, PERFORATED, OPE|
7,404.0ft, 7,469.0ft, PERFORATED, OPE|

7,450.0ft, 7,450.1ft, PERFORATED, OPE|
7,446.0ft, 7,460.0ft, PERFORATED, OPE|

7,640.0ft, 7,722.0ft, PERFORATED, ISOL.
7,734.0ft, 7,786.0ft, PERFORATED, ISOL.

7,975.0ft, 8,050.0ft, PERFORATED, ISOL.

8,190.0ft, 8,280.0ft, PERFORATED, SQU
8,295.0ft, 8,308.0ft, PERFORATED, SQU

9,790.0ft, 9,796.0ft, PERFORATED, OPE

ROD STRING Report Date: 4/10/2009 00:00 CONDUCTOR CASING Report Date: 3/10/1978 00:00
Component  Top MD (ft) ~ Btm MD (ft) Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
POLRDL 0.0 36.0 CASING JOINT(S) 20.000 14.0 54.0
PNYROD 36.0 40.0
R-4PER 40.0 640.0 SURFACE CASING Report Date: 3/20/1978 00:00
ROD 640.0 1,630.0
ROD 1,630.0 4,090.0 Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
R-4PER 4,090.0 7,390.0
RSTBAR 7,390.0 7,394.0 CASING JOINT(S) 13.375 K-55 54.50 14.0 308.8
INSPMP 7,394.0 7,418.0 CASING JOINT(S) 13.375 K-55 54.50 308.8 348.8
FLOAT SHOE 13.375 K-55 54.50 348.8 350.0
[TUBING STRING Report Date: 4/9/2009 00:0
INTERMEDIATE CASING Report Date: 3/26/1978 00:00
Component  Top MD (ft)  Btm MD (ft)
Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
TH-DBB 14.0 14.7
FATNIP 14.7 15.4 CASING JOINT(S) 9.625 L-80 40.00 14.0 2,320.4
TBGJINT 15.4 7,021.7 CASING JOINT(S) 9.625 C-75 40.00 2,320.4 3,458.8
AC 7,021.7 7,024.0 FLOAT COLLAR 9.625 C-75 40.00 3,458.8 3,458.8
TBGJINT 7,024.0 7,452.7 CASING JOINT(S) 9.625 C-75 40.00 3,458.8 3,498.8
PMPSH 7,452.7 7,453.3 FLOAT SHOE 9.625 C-75 40.00 3,498.8 3,500.0
GASANC 7,453.3 7,483.5
PRODUCTION CASING Report Date: 5/8/1978 00:00
PLUG BACK Report Date: 1/23/1979 00:00
Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
Component  Top MD (ft)  Btm MD (ft)
CASING JOINT(S) 7.000 N-80 29.00 14.0 96.1
CEMENT 7,585.0 7,590.0 CASING JOINT(S) 7.000 N-80 23.00 96.1 4,883.9
CASING JOINT(S) 7.000 N-80 26.00 4,883.9 6,614.0
PLUG BACK Report Date: 1/23/1979 00:00 | [ FLAG JOINT 7.000 N-80 29.00 6,614.0 6,634.7
E CASING JOINT(S) 7.000 N-80 29.00 6,634.7 8,317.2
Component  Top MD (ft)  Btm MD (ft) FLOAT COLLAR 7.000 N-80 29.00 8,317.2 8,3185
CASING JOINT(S) 7.000 N-80 29.00 8,318.5 8,407.8
CEMENT 7,590.0 7,592.0 FLOAT SHOE 7.000 N-80 29.00 8,407.8 8,410.0
PLUG BACK Report Date: 1/17/1979 00:00
Component  Top MD (ft) ~ Btm MD (ft)
CEMENT 7,862.0 7,867.0
CEMENT 7,867.0 7,869.0
PLUG BACK Report Date: 11/29/1978 00:00
Component  Top MD (ft) ~ Btm MD (ft)
CEMENT 8,308.0 8,321.0
PLUG BACK Report Date: 5/10/1978 00:00
Component  Top MD (ft) ~ Btm MD (ft)
CEMENT 8,321.0 8,410.0
PLUG BACK Report Date: 5/8/1978 00:00
Component  Top MD (ft)  Btm MD (ft)
CEMENT 8,410.0 9,500.0
Well: 333-34S  S/T/R: 34S/30S/24E
CASING CEMENT DETAIL
Sfc Csg. Cmt Vol.: 490 cf
Hole Size: 17-1/2' (13-3/8' Casing)
Top Job: No
Rtns to Sfc: YES
TOC: NA
Interm Csg. Cmt Vol.: 1755 cf
Hole Size: 12-1/4" (9-5/8" Casing)
Top Job: NO
Rtns to Sfc: YES
TOC: NA
TH Prod. Csg. Cmt Vol.: 2100 cf
Hole Size: 8-3/4" (7" Casing)
TH Top Job: NO
Rtns to Sfc: NO
TTOC: Surface
TH Liner Cmt Vol.: NONE
Hole Size:
EZ| Top Job:
Rtns to Sfc:
EZ]
TTOC:
Top of Formation:
UBA: 7164
BLW: 7500

Volume Behind Pipe:
1.3 Yield Assumed

Theoretical Calculations (TTOC)




