
Event: WELL MAINT - RIG
Event End: 8/24/2007 00:00

Sec. Reason: PITTED
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

333A-34S
Wellbore: ST1

PBMD: 7,516.0ft
Btm TMD: 7,565.0ft

Spud Date: 7/8/1981 00:00
BH Coord X: 6,147,063.08uss ft
BH Coord Y: 2,289,446.17uss ft

Shoes (ft)
Casing

53.0
312.0

3,315.0

7,095.0

7,562.6

Schematic (9/1/2007) Openings Top/Btm/Type/Status

6,730.0ft, 6,758.0ft, PERFORATED, SQUEEZED

6,772.0ft, 6,814.0ft, PERFORATED, SQUEEZED
6,830.0ft, 6,850.0ft, PERFORATED, SQUEEZED

6,880.0ft, 6,910.0ft, PERFORATED, SQUEEZED

7,050.0ft, 7,190.0ft, PERFORATED, OPEN

7,050.0ft, 7,100.0ft, PERFORATED, SQUEEZED

7,100.0ft, 7,190.0ft, PERFORATED, SQUEEZED
7,120.0ft, 7,130.0ft, PERFORATED, OPEN

7,150.0ft, 7,160.0ft, PERFORATED, OPEN
7,215.0ft, 7,250.0ft, PERFORATED, OPEN
7,215.0ft, 7,250.0ft, PERFORATED, OPEN
7,245.0ft, 7,250.0ft, PERFORATED, OPEN
7,275.0ft, 7,343.0ft, PERFORATED, OPEN
7,275.0ft, 7,343.0ft, PERFORATED, OPEN
7,300.0ft, 7,305.0ft, PERFORATED, OPEN

Ground Level: 886.0ft
Datum: ORIGINAL KB @ 900.00ft (KEY 0314)(default)

API No.: 0402964986

CONDUCTOR CASING Report Date: 7/8/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 53.0

SURFACE CASING Report Date: 7/10/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 14.0 312.0

INTERMEDIATE CASING Report Date: 7/19/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.50 14.0 3,315.0

PRODUCTION CASING Report Date: 8/5/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 14.0 75.6
CASING JOINT(S) 7.000 K-55 23.00 75.6 5,114.7
CASING JOINT(S) 7.000 K-55 26.00 5,114.7 6,402.3
FLAG JOINT 7.000 K-55 26.00 6,402.3 6,425.9
CASING JOINT(S) 7.000 K-55 26.00 6,425.9 7,048.9
FLOAT COLLAR 7.000 K-55 26.00 7,048.9 7,051.1
CASING JOINT(S) 7.000 K-55 26.00 7,051.1 7,092.5
FLOAT SHOE 7.000 K-55 26.00 7,092.5 7,095.0

LINER Report Date: 12/10/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER 6.276 K-55 20.00 6,595.0 6,597.3
CROSSOVER 6.276 K-55 20.00 6,597.3 6,598.8
CASING JOINT(S) 5.500 K-55 20.00 6,598.8 6,840.2
FLAG JOINT 5.500 K-55 20.00 6,840.2 6,859.3
CASING JOINT(S) 5.500 K-55 20.00 6,859.3 7,096.5
CROSSOVER 5.500 K-55 20.00 7,096.5 7,123.1
CASING JOINT(S) 5.500 K-55 20.00 7,123.1 7,516.5
FLOAT COLLAR 5.500 K-55 20.00 7,516.5 7,518.4
CASING JOINT(S) 5.500 K-55 20.00 7,518.4 7,560.3
GUIDE SHOE 5.500 K-55 20.00 7,560.3 7,562.6

ROD STRING Report Date: 6/14/2007 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 42.0

ROD 42.0 2,352.0
ROD 2,352.0 4,392.0

R-4PER 4,392.0 4,932.0
ROD 4,932.0 7,272.0

INSPMP 7,272.0 7,296.0

TUBING STRING Report Date: 6/13/2007 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 14.0 14.8
FATNIP 14.8 15.4

CAS 15.4 6,536.3
XO 6,536.3 6,537.4

CAS 6,537.4 6,980.6
AC 6,980.6 6,984.1

CAS 6,984.1 7,298.8
STNIP 7,298.8 7,299.5

CAS 7,299.5 7,362.0
STCOLL 7,362.0 7,362.4

PLUG BACK Report Date: 12/12/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,516.0 7,562.6

PLUG BACK Report Date: 12/10/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,562.6 7,565.0

Well:  333A-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 500 cf 
Hole Size: 17.5"
Top Job: no
Rtns to Sfc: 15 cf  
TOC: sfc
- - -

Interm Csg. Cmt Vol.:  1600 cf
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: 80 cf
TOC: sfc
- - -

Prod. Csg. Cmt Vol.:  1710
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: no
TTOC: sfc
- - -

Liner Cmt Vol.: 225 cf 
Hole Size: 8.5"
Top Job: no
Rtns to Sfc: trace 
TTOC: TOL
- - -
Top of Formation:
UBA:  7045'
BLW: 7367'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


