
Event: WELL MAINT - RIG
Event End: 4/17/2007 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: INJECTION

OCCIDENTAL OF ELK HILLS INC

335-34S
Wellbore: ST1

PBMD: 7,197.0ft
Btm TMD: 8,000.0ft

Spud Date: 9/8/1976 00:00
BH Coord X: 6,147,082.28uss ft
BH Coord Y: 2,288,859.58uss ft

Shoes (ft)
Casing

54.0
307.0

3,243.0

7,347.0

Schematic (5/1/2007) Openings Top/Btm/Type/Status

6,230.0ft, 6,231.0ft, WSO PERFS, SQUEEZED
6,600.0ft, 6,660.0ft, PERFORATED, SQUEEZED
6,690.0ft, 6,755.0ft, PERFORATED, SQUEEZED

6,770.0ft, 6,840.0ft, PERFORATED, SQUEEZED

6,865.0ft, 6,925.0ft, PERFORATED, OPEN

6,935.0ft, 6,995.0ft, PERFORATED, OPEN

7,005.0ft, 7,115.0ft, PERFORATED, OPEN

7,140.0ft, 7,174.0ft, PERFORATED, OPEN
7,140.0ft, 7,174.0ft, REPERFORATED, OPEN
7,188.5ft, 7,209.5ft, PERFORATED, OPEN

7,230.0ft, 7,250.0ft, PERFORATED, OPEN
7,240.0ft, 7,260.0ft, PERFORATED, OPEN

Ground Level: 944.0ft
Datum: ORIGINAL KB @ 958.00ft (default)

API No.: 0402953715

CONDUCTOR CASING Report Date: 9/8/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 54.0

SURFACE CASING Report Date: 11/22/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 K-55 48.00 14.0 307.0

INTERMEDIATE CASING Report Date: 11/26/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,243.0

PRODUCTION CASING Report Date: 12/31/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 14.0 74.6
CASING JOINT(S) 7.000 K-55 23.00 74.6 4,520.3
CASING JOINT(S) 7.000 K-55 26.00 4,520.3 6,642.2
FLAG JOINT 7.000 K-55 26.00 6,642.2 6,655.7
CASING JOINT(S) 7.000 K-55 26.00 6,655.7 7,302.0
FLOAT COLLAR 7.000 K-55 26.00 7,302.0 7,303.9
CASING JOINT(S) 7.000 K-55 26.00 7,303.9 7,344.6
FLOAT SHOE 7.000 K-55 26.00 7,344.6 7,347.0

TUBING STRING Report Date: 6/7/2002 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 14.0 14.8
PUPJNT 14.8 37.8
TBGJNT 37.8 6,848.9
ON-OFF 6,848.9 6,850.3

PKR-S 6,850.3 6,854.4
PUPJNT 6,854.4 6,864.5
TBGJNT 6,864.5 6,990.3
INJM-D 6,990.3 6,999.4

TBGJNT 6,999.4 7,125.1
SA 7,125.1 7,125.6

PKR-S 7,125.6 7,130.1
CAS 7,130.1 7,134.2

XO 7,134.2 7,134.8
PUPJNT 7,134.8 7,140.8
PNIP-O 7,140.8 7,142.3

PLUG BACK Report Date: 5/3/2005 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,252.0 7,297.0

PLUG BACK Report Date: 2/4/2004 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,297.0 7,300.0

PLUG BACK Report Date: 1/1/1977 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,300.0 7,347.0

PLUG BACK Report Date: 12/31/1976 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,347.0 8,000.0

Well:  335-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 331 cf 
Hole Size: 17.25"
Top Job: 65 sks
Rtns to Sfc: no
TTOC: sfc
- - -

Interm Csg. Cmt Vol.:  1759 cf
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: 100 cf
TOC: sfc 
- - -

Prod. Csg. Cmt Vol.: 2990 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: no
TTOC: sfc
- - -

Liner Cmt Vol.: 
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 6862'
BLW: 7281'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


