
Event: WELL MAINT - RIGLESS
Event End: 2/25/2009 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: EXPLORATION

OCCIDENTAL OF ELK HILLS INC

335-35S
Wellbore: ST 1

PBMD: 7,438.0ft
Btm TMD: 7,478.0ft

Spud Date: 2/9/1979 00:00
BH Coord X: 6,152,432.62uss ft
BH Coord Y: 2,288,791.30uss ft

Shoes (ft)
Casing

54.0
319.0

3,010.0

7,473.0

Schematic (3/1/2009)

ORIGINAL HOLE

Openings Top/Btm/Type/Status

6,703.0ft, 6,706.0ft, PERFORATED, ISOLATED

6,740.0ft, 6,746.0ft, PERFORATED, ISOLATED

6,786.0ft, 6,798.0ft, PERFORATED, ISOLATED
6,810.0ft, 6,814.0ft, PERFORATED, ISOLATED
6,818.0ft, 6,858.0ft, PERFORATED, ISOLATED
6,869.0ft, 6,883.0ft, PERFORATED, ISOLATED
6,888.0ft, 6,898.0ft, PERFORATED, ISOLATED

7,150.0ft, 7,177.0ft, PERFORATED, OPEN
7,184.0ft, 7,210.0ft, PERFORATED, OPEN
7,215.0ft, 7,255.0ft, PERFORATED, OPEN
7,255.0ft, 7,260.0ft, PERFORATED, OPEN
7,268.0ft, 7,305.0ft, PERFORATED, OPEN
7,305.0ft, 7,310.0ft, PERFORATED, OPEN
7,320.0ft, 7,355.0ft, PERFORATED, OPEN
7,355.0ft, 7,360.0ft, PERFORATED, OPEN
7,368.0ft, 7,390.0ft, PERFORATED, OPEN

Ground Level: 782.0ft
Datum: ORIGINAL KB @ 796.00ft (default)

API No.: 0402958896

CONDUCTOR CASING Report Date: 2/9/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 54.0

SURFACE CASING Report Date: 3/21/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 14.0 319.0

INTERMEDIATE CASING Report Date: 3/25/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,010.0

PRODUCTION CASING Report Date: 4/28/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 14.0 78.4
CASING JOINT(S) 7.000 K-55 23.00 78.4 5,083.2
CASING JOINT(S) 7.000 K-55 26.00 5,083.2 7,630.9
CASING JOINT(S) 7.000 N-80 26.00 7,630.9 8,130.0

LINER Report Date: 7/5/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

SEALBORE EXTENSION5.250 5,907.3 5,918.6
LINER HANGER PACKER6.276 5,918.6 5,925.4
LINER TIEBACK SEAL ASSEMBLY5.495 5,925.4 5,928.3
LINER HANGER 6.276 5,928.3 5,934.4
CASING JOINT(S) 5.000 N-80 15.00 5,934.4 7,389.9
LANDING COLLAR 5.000 N-80 7,389.9 7,389.9
CASING JOINT(S) 5.000 N-80 15.00 7,389.9 7,430.6
FLOAT COLLAR 5.000 N-80 7,430.6 7,430.6
CASING JOINT(S) 5.000 N-80 15.00 7,430.6 7,471.2
FLOAT SHOE 5.000 N-80 7,471.2 7,473.0

TUBING STRING Report Date: 8/24/2002 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 14.0 14.6
FATNIP 14.6 15.9

PUPJNT 15.9 20.0
PUPJNT 20.0 26.0
PUPJNT 26.0 36.0
TBGJNT 36.0 2,291.5

GLM-V 2,291.5 2,300.4
TBGJNT 2,300.4 4,209.8

GLM-V 4,209.8 4,218.2
TBGJNT 4,218.2 5,598.1

GLM-V 5,598.1 5,607.0
TBGJNT 5,607.0 5,856.9

XO 5,856.9 5,858.0
TBGJNT 5,858.0 6,637.3

GLM-V 6,637.3 6,644.0
TBGJNT 6,644.0 6,675.4
ON-OFF 6,675.4 6,676.6

PKR-S 6,676.6 6,681.8
PUPJNT 6,681.8 6,691.9
PUPJNT 6,691.9 6,699.9

BJ 6,699.9 6,709.8
PUPJNT 6,709.8 6,719.9
PUPJNT 6,719.9 6,729.9
PUPJNT 6,729.9 6,733.9

BJ 6,733.9 6,753.8
PUPJNT 6,753.8 6,763.8
TBGJNT 6,763.8 6,951.1

SS-C 6,951.1 6,955.1
PUPJNT 6,955.1 6,965.0
PUPJNT 6,965.0 6,975.0
TBGJNT 6,975.0 7,099.6
LOCSUB 7,099.6 7,100.6

PKR-S 7,100.6 7,106.7
PUPJNT 7,106.7 7,112.8
PNIP-O 7,112.8 7,114.2

PUPJNT 7,114.2 7,120.3
BELCOL 7,120.3 7,120.8

PLUG BACK Report Date: 7/19/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,438.0 7,473.0

PLUG BACK Report Date: 7/5/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,473.0 7,478.0

Well:  335-35S-RD1      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  370 cf
Hole Size: 17.5"
Top Job: no 
Rtns to Sfc: 20 cf  
TOC: sfc 
- - -

Interm Csg. Cmt Vol.:  1530 cf
Hole Size:  12.25"
Top Job: no 
Rtns to Sfc: 120 cf 
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 3420 cf  
Hole Size: 8.75" 
Top Job: no
Rtns to Sfc: 130 cf   
TOC: sfc 
- - -

Liner Cmt Vol.:  161 cf
Hole Size:  6.125"     
Top Job: no
Rtns to Sfc: yes
TOC:  TOL
- - -
Top of Formation:
UBA: 6885'
BLW: 7396' 

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


