
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

338-35S
Wellbore: ST 1

PBMD: 0.0ft
Btm TMD: 7,457.0ft

Spud Date: 12/1/1950 00:00
BH Coord X: 6,152,414.86uss ft
BH Coord Y: 2,287,609.88uss ft

Shoes (ft)
Casing

39.0

196.0

3,170.0

7,455.0

Schematic (7/1/2009)

ORIGINAL HOLE

Openings Top/Btm/Type/Status

3,147.0ft, 3,148.0ft, PERFORATED, SQUEEZED

6,713.0ft, 6,736.0ft, PERFORATED, OPEN

6,772.0ft, 6,786.0ft, PERFORATED, OPEN

6,803.0ft, 6,813.0ft, PERFORATED, OPEN

6,836.0ft, 6,876.0ft, PERFORATED, OPEN

7,174.0ft, 7,215.0ft, PERFORATED, OPEN

7,223.0ft, 7,230.0ft, PERFORATED, OPEN

7,238.0ft, 7,255.0ft, PERFORATED, OPEN

7,260.0ft, 7,273.0ft, PERFORATED, OPEN

7,278.0ft, 7,289.0ft, PERFORATED, OPEN

7,292.0ft, 7,301.0ft, PERFORATED, OPEN

7,330.0ft, 7,349.0ft, PERFORATED, OPEN

7,349.0ft, 7,353.0ft, PERFORATED, OPEN

7,359.0ft, 7,366.0ft, PERFORATED, OPEN

7,369.0ft, 7,386.0ft, PERFORATED, OPEN

7,392.0ft, 7,407.0ft, PERFORATED, OPEN

Ground Level: 776.0ft
Datum: ORIGINAL KB @ 785.00ft (default)

API No.: 0402927777

CONDUCTOR CASING Report Date: 12/1/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 9.0 39.0

SURFACE CASING Report Date: 12/26/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 9.0 196.0

INTERMEDIATE CASING Report Date: 12/30/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 40.50 9.0 2,083.0
CASING JOINT(S) 10.750 J-55 45.50 2,083.0 3,170.0

PRODUCTION CASING Report Date: 1/16/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 9.0 71.0
CASING JOINT(S) 7.000 N-80 23.00 71.0 5,840.0
CASING JOINT(S) 7.000 N-80 26.00 5,840.0 6,570.0

LINER Report Date: 10/2/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK RECEPTACLE5.750 5,607.0 5,613.0
SET SHOE 5.875 5,613.0 5,620.0
LINER HANGER 5.934 5,620.0 5,627.2
PBR 5.250 5,627.2 5,630.2
CROSSOVER 5.000 N-80 15.00 5,630.2 5,631.0
CASING JOINT(S) 5.000 N-80 15.00 5,631.0 7,356.9
LANDING COLLAR 5.000 N-80 15.00 7,356.9 7,358.2
CASING JOINT(S) 5.000 N-80 15.00 7,358.2 7,452.2
FLOAT SHOE 5.000 N-80 15.00 7,452.2 7,455.0

TUBING STRING Report Date: 4/17/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 9.0 9.7
FATNIP 9.7 10.4

CAS 10.4 2,179.3
GLM-V 2,179.3 2,187.9

CAS 2,187.9 3,982.1
GLM-V 3,982.1 3,991.4

CAS 3,991.4 5,483.8
GLM-V 5,483.8 5,493.7

CAS 5,493.7 5,553.2
XO 5,553.2 5,554.3

CAS 5,554.3 6,631.3
GLM-V 6,631.3 6,638.1

CAS 6,638.1 6,668.8
ON-OFF 6,668.8 6,670.8

PKR-S 6,670.8 6,674.8
PUPJNT 6,674.8 6,684.7
PRONIP 6,684.7 6,686.1
STCOLL 6,686.1 6,686.6

PLUG BACK Report Date: 11/7/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,420.0 7,455.0

PLUG BACK Report Date: 10/2/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,455.0 7,457.0

Well:  338-35S-RD1      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 450 sks 
Hole Size: 22"
Top Job:  no
Rtns to Sfc: not recorded 
TTOC: sfc
- - -

Interm Csg. Cmt Vol.: 600 sks  
Hole Size:  15"
Top Job:  no
Rtns to Sfc: no
TTOC: 1400' per thermometric survey
- - -

Prod. Csg. Cmt Vol.: 400 sks  
Hole Size: 9.75"
Top Job: no
Rtns to Sfc: no
TTOC: 4090' per thermometric survey
- - -

Liner Cmt Vol.:  184 cf
Hole Size: 6.125"
Top Job: no
Rtns to Sfc: no
TTOC: TOL
- - -
Top of Formation:
UBA: 6883'
BLW:7410'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


