
Event: WELL ENHANCEMENT
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

341-2G
Wellbore: ORIGINAL HOLE

PBMD: 7,610.0ft
Btm TMD: 8,676.0ft

Spud Date: 3/19/2005 00:00
BH Coord X: 6,151,592.05uss ft
BH Coord Y: 2,285,102.97uss ft

(ft)
Casing Shoes

63.0

1,211.0

8,662.0

Schematic (8/11/2009) Openings Top/Btm/Type/Status

6,690.0ft, 6,704.0ft, PERFORATED, OPEN

6,718.0ft, 6,780.0ft, PERFORATED, OPEN

6,824.0ft, 6,858.0ft, PERFORATED, OPEN

7,290.0ft, 7,326.0ft, PERFORATED, OPEN

7,368.0ft, 7,380.0ft, PERFORATED, OPEN

7,384.0ft, 7,396.0ft, PERFORATED, OPEN

7,418.0ft, 7,423.0ft, PERFORATED, OPEN

7,432.0ft, 7,442.0ft, PERFORATED, OPEN

7,503.0ft, 7,520.0ft, PERFORATED, OPEN

7,532.0ft, 7,540.0ft, PERFORATED, OPEN

7,680.0ft, 7,700.0ft, PERFORATED, ISOLATED

7,815.0ft, 7,910.0ft, PERFORATED, ISOLATED

7,938.0ft, 7,950.0ft, PERFORATED, ISOLATED

7,975.0ft, 8,020.0ft, PERFORATED, ISOLATED

8,094.0ft, 8,140.0ft, PERFORATED, ISOLATED

8,480.0ft, 8,545.0ft, PERFORATED, ISOLATED

8,610.0ft, 8,636.0ft, PERFORATED, ISOLATED

Ground Level: 844.1ft
Datum: ORIGINAL KB @ 867.10ft (default)

API No.: 0403026904

CONDUCTOR CASING Report Date: 3/15/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 23.0 63.0

SURFACE CASING Report Date: 3/21/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 23.0 1,169.3
FLOAT COLLAR 9.625 K-55 36.00 1,169.3 1,169.4
CASING JOINT(S) 9.625 K-55 36.00 1,169.4 1,210.1
FLOAT SHOE 9.625 K-55 36.00 1,210.1 1,211.0

PRODUCTION CASING Report Date: 4/3/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 23.00 23.0 5,032.4
CASING JOINT(S) 7.000 N-80 26.00 5,032.4 6,169.4
FLAG JOINT 7.000 N-80 26.00 6,169.4 6,189.4
CASING JOINT(S) 7.000 N-80 26.00 6,189.4 8,571.4
FLOAT COLLAR 7.000 N-80 26.00 8,571.4 8,572.3
CASING JOINT(S) 7.000 N-80 26.00 8,572.3 8,660.8
FLOAT SHOE 7.000 N-80 26.00 8,660.8 8,662.0

ROD STRING Report Date: 3/14/2007 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 62.0

ROD 62.0 2,462.0
ROD 2,462.0 5,252.0

R-4PER 5,252.0 5,852.0
R-6PER 5,852.0 7,232.0
INSPMP 7,232.0 7,258.0

TUBING STRING Report Date: 3/13/2007 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 23.0 23.7
FATNIP 23.7 24.4

CAS 24.4 6,998.5
AC 6,998.5 7,000.8

CAS 7,000.8 7,276.2
STNIP 7,276.2 7,277.2

GASANC 7,277.2 7,301.0
BULPLG 7,301.0 7,301.2

PLUG BACK Report Date: 2/28/2007 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 7,610.0 7,612.5

PLUG BACK Report Date: 7/20/2005 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 8,589.0 8,591.5

Well: 341H-2G         S/T/R: 2G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 694 sxs 
Hole Size: 12.25" 
Top Job: No 
Rtns to Sfc: 140 cf
TOC: Sfc 
- - -

Interm Csg. Cmt Vol.: 
Hole Size:
Top Job: 
Rtns to Sfc:  
TOC: 
- - -

Prod. Csg. Cmt Vol.: 1620 cf 
Hole Size: 8.75"
Top Job: No
Rtns to Sfc: 168 cf 
TOC: Sfc
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA: 8457'
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


