Event: WELL ENHANCEMENT
Event End: 8/19/2007 00:00

OCCIDENTAL OF ELK HILLS INC

344-35S

Job Type: PRIMARY

Wellbore: ORIGINAL HOLE
PBMD: 6,955.0ft
Btm TMD: 7,449.0ft
Spud Date: 9/1/1951 00:00
BH Coord X: 6,152,962.19uss ft
BH Coord Y: 2,289,410.92uss ft

Sec. Reason: Ground Level: 727.4ft
Datum: ORIGINAL KB @ 737.00ft (default)
API No.: 0402927778
S(rft?:isn?ft) Schematic (9/1/2007) Openings Top/Btm/Type/Status

7,445.0—

Top MD (ft) Base MD (ft) Plugged

9.6 40.0

CONDUCTOR CASING  Report Date: 9/13/1951 00:00

Job Type: PRIMARY

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 26.000 9.6 40.0

Top MD (ft) Base MD (ft) Plugged

9.6 210.0

SURFACE CASING Report Date: 11/12/1951 00:00

Job Type: PRIMARY

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 9.6 210.0

Top MD (ft) Base MD (ft) Plugged

1,360.0 3,170.0

INTERMEDIATE CASING Report Date: 11/16/1951 00:00

Job Type: PRIMARY

Top MD (ft) Base MD (ft) Plugged

5,600.0 7,447.0

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 10.750 J-55 45.50 9.6 72.0
CASING JOINT(S)10.750 J-55 40.50 72.0 1,909.0
CASING JOINT(S)10.750 J-55 45.50 1,909.0 3,170.0

PRODUCTION CASING Report Date: 12/26/1951 00:00

Job Type: SQUEEZE

6,260.0ft, 6,261.0ft, WSO PERFS, SQUEEZ

6,434.0ft, 6,468.0ft, PERFORATED, OPEN

6,474.0ft, 6,534.0ft, PERFORATED, OPEN

6,612.0ft, 6,622.0ft, PERFORATED, OPEN

6,680.0ft, 6,698.0ft, PERFORATED, OPEN

6,714.0ft, 6,740.0ft, PERFORATED, OPEN

6,750.0ft, 6,760.0ft, PERFORATED, OPEN

6,766.0ft, 6,786.0ft, PERFORATED, OPEN

VURTATTTNTR T

6,792.0ft, 6,798.0ft, PERFORATED, OPEN

i
|

6,807.0ft, 6,870.0ft, PERFORATED, OPEN

6,880.0ft, 6,910.0ft, PERFORATED, OPEN

6,920.0ft, 6,940.0ft, PERFORATED, OPEN

6,972.0ft, 7,030.0ft, PERFORATED, ISOLAT]|

7,055.0ft, 7,095.0ft, PERFORATED, ISOLAT]|

7,120.0ft, 7,255.0ft, PERFORATED, ISOLAT]|

7,265.0ft, 7,290.0ft, PERFORATED, ISOLAT]|

7,300.0ft, 7,375.0ft, PERFORATED, ISOLAT]|

Top MD (ft) Base MD (ft) Plugged

6,972.0 7,095.0

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S)7.000 N-80 26.00 9.6 79.0
CASING JOINT(S)7.000 N-80 23.00 79.0 5,936.0
CASING JOINT(S)7.000 N-80 26.00 5,936.0 7,445.0
FLOAT COLLAR 7.000 26.00 7,445.0 7,446.0
FLOAT SHOE 7.000 26.00 7,446.0 7,447.0
Well: 344-35S S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol.: 585CUFT
Hole Size: 18" (est)

Top Job: No

Rtns to Sfc: Yes

TOC: SURFACE

Interm Csg. Cmt Vol.: 845cuft
Hole Size: 12" (Est)

Top Job: No

Rtns to Sfc: NONE

TTOC: 1360

Prod. Csg. Cmt Vol.: 650cuft
Hole Size: 9.625"

Top Job:

Rtns to Sfc: NONE

TTOC: 4716'

Liner Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:
TTOC:

Top of Formation:
UBA: 6966'
BLW: 7412

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




