
Event: WELL MAINT - RIGLESS
Event End: 8/12/2005 00:00

Sec. Reason:

OCCIDENTAL OF ELK HILLS INC

344-3G
Wellbore: ORIGINAL HOLE

PBMD: 7,520.0ft
Btm TMD: 7,535.0ft

Spud Date: 10/4/1951 00:00
BH Coord X: 6,147,946.75uss ft
BH Coord Y: 2,284,610.71uss ft

Shoes (ft)
Casing

40.0
206.0

3,325.0

7,535.0

Schematic (9/1/2005) Openings Top/Btm/Type/Status

6,520.0ft, 6,521.0ft, WSO PERFS, SQUEEZED

7,210.0ft, 7,270.0ft, PERFORATED, SQUEEZED

7,280.0ft, 7,320.0ft, PERFORATED, SQUEEZED

7,330.0ft, 7,360.0ft, PERFORATED, OPEN

7,370.0ft, 7,415.0ft, PERFORATED, OPEN

7,430.0ft, 7,465.0ft, PERFORATED, ISOLATED

7,475.0ft, 7,490.0ft, PERFORATED, ISOLATED
7,490.0ft, 7,510.0ft, PERFORATED, ISOLATED

Ground Level: 942.0ft
Datum: ORIGINAL KB @ 952.00ft (default)

API No.: 0402929022

CONDUCTOR CASING Report Date: 10/4/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 10.0 40.0

SURFACE CASING Report Date: 3/12/1952 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 10.0 206.0

INTERMEDIATE CASING Report Date: 3/18/1952 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 10.0 69.0
CASING JOINT(S) 10.750 J-55 40.50 69.0 2,048.0
CASING JOINT(S) 10.750 J-55 45.50 2,048.0 3,325.0

PRODUCTION CASING Report Date: 4/28/1952 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 10.0 42.0
CASING JOINT(S) 7.000 N-80 23.00 42.0 5,729.0
CASING JOINT(S) 7.000 N-80 26.00 5,729.0 7,535.0

TUBING STRING Report Date: 8/10/1991 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 10.0 10.6
PUPJNT 10.6 27.2
TBGJNT 27.2 7,176.8

PKR-S 7,176.8 7,181.0
TBGJNT 7,181.0 7,336.3

INJM-V 7,336.3 7,345.5
TBGJNT 7,345.5 7,355.6
LNDNIP 7,355.6 7,356.8
TBGJNT 7,356.8 7,367.0

PKR-S 7,367.0 7,371.2
TBGJNT 7,371.2 7,377.3

INJM-V 7,377.3 7,386.5
TBGJNT 7,386.5 7,411.8
LNDNIP 7,411.8 7,413.1
TBGJNT 7,413.1 7,417.1

SA 7,417.1 7,423.0

PACKER ASSEMBLY (PERMANENT) Report Date: 8/9/1991 00:00

Component Top MD (ft) Btm MD (ft)

PKR-S 7,423.0 7,426.0
PUPJNT 7,426.0 7,430.2

XO 7,430.2 7,430.8
TBGJNT 7,430.8 7,437.0
NOGO-O 7,437.0 7,438.2

XO 7,438.2 7,438.5
WLREG 7,438.5 7,439.0

PLUG BACK Report Date: 9/21/2004 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,488.0 7,493.0

PLUG BACK Report Date: 1/8/2004 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,493.0 7,520.0

PLUG BACK Report Date: 5/1/1952 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,520.0 7,534.5

PLUG BACK Report Date: 4/28/1952 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,534.5 7,535.0

Well: 344-3G          S/T/R: 3G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 500 sx
Hole Size: 22"
Top Job: No
Rtns to Sfc: Good 
TOC: Sfc
- - -

Interm Csg. Cmt Vol.: 700 sx 
Hole Size: 15"
Top Job: No
Rtns to Sfc: No
TOC: 1725' (Thermo Survey)
- - -

Prod. Csg. Cmt Vol.: 500 sx
Hole Size: 8.75"
Top Job: No
Rtns to Sfc: 500 sx 
TOC:  5080' (Thermo Survey)
- - -

Liner Cmt Vol.: 
Hole Size: 
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation: 
UBA: N/A
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC) 

                     


