
Event: WELL MAINT - RIG
Event End: 8/22/2006 00:00

Sec. Reason: PIN PART
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

345-34S
Wellbore: ST1

PBMD: 6,595.0ft
Btm TMD: 7,439.0ft

Spud Date: 8/5/1982 00:00
BH Coord X: 6,147,756.41uss ft
BH Coord Y: 2,288,846.13uss ft

Shoes (ft)
Casing

53.0
313.0

3,266.0

7,428.0

Schematic (9/1/2006) Openings Top/Btm/Type/Status

6,342.0ft, 6,348.0ft, PERFORATED, OPEN

6,348.0ft, 6,368.0ft, PERFORATED, OPEN
6,372.0ft, 6,390.0ft, REPERFORATED, OPEN

6,486.0ft, 6,496.0ft, PERFORATED, OPEN

6,588.0ft, 6,592.0ft, PERFORATED, OPEN

6,600.0ft, 6,660.0ft, PERFORATED, ISOLATED

6,660.0ft, 6,700.0ft, PERFORATED, ISOLATED

6,710.0ft, 6,760.0ft, PERFORATED, SQUEEZED

6,805.0ft, 6,840.0ft, PERFORATED, SQUEEZED

6,865.0ft, 6,910.0ft, PERFORATED, SQUEEZED

6,938.0ft, 6,985.0ft, PERFORATED, SQUEEZED

7,010.0ft, 7,025.0ft, PERFORATED, SQUEEZED

7,050.0ft, 7,078.0ft, PERFORATED, SQUEEZED

7,103.0ft, 7,140.0ft, PERFORATED, SQUEEZED

7,194.0ft, 7,234.0ft, PERFORATED, SQUEEZED

7,250.0ft, 7,256.0ft, PERFORATED, SQUEEZED

7,268.0ft, 7,289.0ft, PERFORATED, SQUEEZED

7,383.0ft, 7,385.0ft, PERFORATED, SQUEEZED

Ground Level: 891.0ft
Datum: ORIGINAL KB @ 905.00ft (default)

API No.: 0402967313

CONDUCTOR CASING Report Date: 8/5/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 53.0

SURFACE CASING Report Date: 8/10/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 14.0 313.0

INTERMEDIATE CASING Report Date: 8/15/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,266.0

PRODUCTION CASING Report Date: 9/3/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 14.0 74.3
CASING JOINT(S) 7.000 K-55 23.00 74.3 4,835.2
CASING JOINT(S) 7.000 K-55 26.00 4,835.2 6,235.6
FLAG JOINT 7.000 K-55 26.00 6,235.6 6,249.7
CASING JOINT(S) 7.000 K-55 26.00 6,249.7 7,387.5
FLOAT COLLAR 7.000 K-55 26.00 7,387.5 7,389.6
CASING JOINT(S) 7.000 K-55 26.00 7,389.6 7,427.0
GUIDE SHOE 7.000 K-55 26.00 7,427.0 7,428.0

ROD STRING Report Date: 8/20/2006 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 34.0

R-4PER 34.0 2,104.0
ROD 2,104.0 4,654.0

R-4PER 4,654.0 6,454.0
RSTBAR 6,454.0 6,458.0
INSPMP 6,458.0 6,482.0

TUBING STRING Report Date: 8/20/2006 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 14.0 14.8
FATNIP 14.8 15.4

TBGJNT 15.4 6,116.1
AC 6,116.1 6,118.4

TBGJNT 6,118.4 6,458.1
STNIP 6,458.1 6,459.2

PERFJT 6,459.2 6,463.2
TBGJNT 6,463.2 6,525.0
TBGCOL 6,525.0 6,525.5
BULPLG 6,525.5 6,525.8

PLUG BACK Report Date: 10/14/2004 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 6,595.0 6,597.5

PLUG BACK Report Date: 4/27/2004 00:00

Component Top MD (ft) Btm MD (ft)

CR-PRM 6,705.0 6,707.6

PLUG BACK Report Date: 4/27/2004 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 6,707.0 7,140.0

PLUG BACK Report Date: 2/1/1983 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,165.0 7,170.0
BP-PRM 7,170.0 7,173.0

PLUG BACK Report Date: 11/21/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,387.5 7,428.0

PLUG BACK Report Date: 9/3/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,428.0 7,439.0

Well:  345-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  550 cf
Hole Size:  17.5" (13.375" Csg.)
Top Job:  no
Rtns to Sfc: no
TTOC: Surface
- - -

Interm Csg. Cmt Vol.:  1550 cf
Hole Size:  12.25" (9.625" Csg.)
Top Job:  Yes (25 cf "G")
Rtns to Sfc: no
TTOC:  Surface
- - -

Prod. Csg. Cmt Vol.:  1500
Hole Size:  8.75" (7" Csg.)
Top Job:  no
Rtns to Sfc: no
TTOC:  Surface
- - -

Liner Cmt Vol.:  None
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA:  6789'
BLW:  7165'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


