OCCIDENTAL OF ELK HILLS INC
Event: RECOMPLETION

345A-35S

Sec. Reason: Squeeze the A Shale, Ground Level: 750.8ft

Datum: ORIGINAL KB @ 773.80ft (default)
API No.: 0403021082

Wellbore: ORIGINAL HOLE
PBMD: 6,905.0ft
Btm TMD: 7,510.0ft
Spud Date: 10/31/2002 00:00
BH Coord X: 6,152,905.93uss ft
BH Coord Y: 2,288,824.54uss ft

Casing Schematic (7/8/2009) Openings Top/Btm/Type/Status Job Type: PRIMARY

CONDUCTOR CASING Report Date: 10/28/2002 00:00

Shoes (ft)

Top MD (ft) Base MD (ft) Plugged

23.0 1,049.0 N

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 14.000 230 63.0

Job Type: PRIMARY

SURFACE CASING Report Date: 11/2/2002 00:00

Top MD (ft) Base MD (ft) Plugged

6,242.0 7,498.0 Y

Job Type: SQUEEZE

Top MD (ft) Base MD (ft) Plugged
6,939.0 7,180.0

1,049.0—1

6,686.0ft, 6,708.0ft, PERFORATED, ABAN

6,720.0ft, 6,746.0ft, PERFORATED, ABAN

|-6,774.0ft, 6,779.0ft, PERFORATED, OPEN

6,793.0ft, 6,796.0ft, PERFORATED, OPEN

6,810.0ft, 6,829.0ft, PERFORATED, OPEN

6,840.0ft, 6,846.0ft, PERFORATED, OPEN

6,860.0ft, 6,887.0ft, PERFORATED, OPEN

6,986.0ft, 7,018.0ft, PERFORATED, OPEN

7,023.0ft, 7,041.0ft, PERFORATED, SQUE
[ 7,054.0ft, 7,092.0ft, PERFORATED, SQUE
- 7,100.0ft, 7,142.0ft, PERFORATED, SQUE
- 7,146.0ft, 7,180.0ft, PERFORATED, SQUE

7,218.0ft, 7,238.0ft, PERFORATED, OPEN

7,242.0ft, 7,274.0ft, PERFORATED, OPEN

7,274.0ft, 7,282.0ft, PERFORATED, OPEN

7,296.0ft, 7,318.0ft, PERFORATED, OPEN

|- 7,324.0ft, 7,352.0ft, PERFORATED, OPEN

7,362.0ft, 7,370.0ft, PERFORATED, OPEN

7,370.0ft, 7,380.0ft, PERFORATED, OPEN

7,386.0ft, 7,394.0ft, PERFORATED, ISOLA

7,398.0ft, 7,402.0ft, PERFORATED, ISOLA|

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S)9.625 K-55 36.00 23.0 1,004.9
9.625 1,004.9 1,004.9

CASING JOINT(S)9.625 K-55 36.00  1,004.9 1,047.2
GUIDE SHOE 9.625 K-55 36.00 1,047.2 1,049.0

PRODUCTION CASING Report Date: 11/30/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S)7.000 N-80 29.00 23.0 6,761.7
FLAG JOINT 7.000 N-80 29.00 6,761.7 6,784.3
CASING JOINT(S)7.000 N-80 29.00 6,784.3 7,404.9
FLOAT COLLAR 7.000 N-80 29.00  7,404.9 7,406.4
CASING JOINT(S)7.000 N-80 29.00  7,406.4 7,496.5
FLOAT SHOE 7.000 N-80 29.00 7,496.5 7,498.0

Well: 345A-35S S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol.: 250 sx
Hole Size: 12.25"

Top Job: No

Rtns to Sfc: 20 Bbls

TTOC: SURFACE

Interm Csg. Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:

TTOC:

Prod. Csg. Cmt Vol.: 1440 sx
Hole Size: 8.750"

Top Job: NO

Ritns to Sfc: NONE

TTOC: SURFACE

Liner Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:
TTOC:

Top of Formation:
UBA: 6921'
BLW: 7402'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




