
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:

OCCIDENTAL OF ELK HILLS INC

346-34S
Wellbore: ORIGINAL HOLE

PBMD: 6,030.0ft
Btm TMD: 7,100.0ft

Spud Date: 9/21/1951 00:00
BH Coord X: 6,147,824.00uss ft
BH Coord Y: 2,288,426.00uss ft

Shoes (ft)
Casing

44.0
195.0

3,220.0

7,090.0

Schematic (1/1/2009)

ST 1

Openings Top/Btm/Type/Status

6,250.0ft, 6,340.0ft, PERFORATED, ABANDONED

6,358.0ft, 6,402.0ft, PERFORATED, ABANDONED

6,440.0ft, 6,485.0ft, PERFORATED, ABANDONED

6,502.0ft, 6,530.0ft, PERFORATED, ABANDONED

6,540.0ft, 6,570.0ft, PERFORATED, ABANDONED

6,603.0ft, 6,630.0ft, PERFORATED, SQUEEZED

6,645.0ft, 6,667.0ft, PERFORATED, SQUEEZED

6,680.0ft, 6,710.0ft, PERFORATED, SQUEEZED

6,740.0ft, 6,875.0ft, PERFORATED, SQUEEZED

6,890.0ft, 7,040.0ft, PERFORATED, SQUEEZED

7,050.0ft, 7,073.0ft, PERFORATED, SQUEEZED

Ground Level: 912.0ft
Datum: ORIGINAL KB @ 922.00ft (default)

API No.: 0402927663

CONDUCTOR CASING Report Date: 9/21/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 10.0 39.0

SURFACE CASING Report Date: 11/9/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 10.0 195.0

INTERMEDIATE CASING Report Date: 11/14/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 10.0 38.0
CASING JOINT(S) 10.750 J-55 40.50 38.0 2,647.0
CASING JOINT(S) 10.750 J-55 45.50 2,647.0 3,220.0

PRODUCTION CASING Report Date: 12/6/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 10.0 32.0
CASING JOINT(S) 7.000 N-80 23.00 32.0 5,726.0
CASING JOINT(S) 7.000 N-80 26.00 5,726.0 7,090.0

LINER Report Date: 9/12/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK 5.750 N-80 15.00 5,854.0 5,860.4
LINER HANGER PACKER5.750 N-80 15.00 5,860.4 5,862.9
LANDING NIPPLE 5.000 N-80 15.00 5,862.9 5,864.7
LINER HANGER 5.000 N-80 15.00 5,864.7 5,871.2
CROSSOVER 5.000 N-80 15.00 5,871.2 5,875.3
CASING JOINT(S) 5.000 N-80 15.00 5,875.3 7,541.3
LANDING COLLAR 5.000 7,541.3 7,541.3
CASING JOINT(S) 5.000 N-80 15.00 7,541.3 7,590.2

5.000 7,590.2 7,590.2
CASING JOINT(S) 5.000 N-80 15.00 7,590.2 7,637.2
GUIDE SHOE 5.000 7,637.2 7,637.9

TUBING STRING W/ BYPASS TBG Report Date: 9/4/2003 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 10.0 10.4
FATNIP 10.4 11.1

TBGJNT 11.1 42.5
PUPJNT 42.5 48.5
TBGJNT 48.5 2,317.9

GLM-V 2,317.9 2,326.3
TBGJNT 2,326.3 4,213.0

GLM-V 4,213.0 4,221.4
TBGJNT 4,221.4 5,602.5

GLM-V 5,602.5 5,611.1
TBGJNT 5,611.1 5,736.8

XO 5,736.8 5,737.9
TBGJNT 5,737.9 6,575.4

GLM-V 6,575.4 6,582.0
PUPJNT 6,582.0 6,592.1
ON-OFF 6,592.1 6,593.2

PKR-S 6,593.2 6,598.4
TBGJNT 6,598.4 6,629.7
PUPJNT 6,629.7 6,639.7
TBGJNT 6,639.7 6,732.9

SS-C 6,732.9 6,736.9
PUPJNT 6,736.9 6,746.9

PKR-S 6,746.9 6,752.0
TBGJNT 6,752.0 6,783.2
PUPJNT 6,783.2 6,791.2
PUPJNT 6,791.2 6,799.2
TBGJNT 6,799.2 7,016.7

SS-C 7,016.7 7,020.7
PUPJNT 7,020.7 7,030.8
PNIP-O 7,030.8 7,031.9

SA 7,031.9 7,032.0
PKR-S 7,032.0 7,038.1

PUPJNT 7,038.1 7,048.2
PNIP-O 7,048.2 7,049.6

WLREG 7,049.6 7,050.0

PLUG BACK Report Date: 6/15/1998 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 6,590.0 6,592.0

PLUG BACK Report Date: 12/30/1996 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 6,725.0 6,727.0

PLUG BACK Report Date: 12/9/1951 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,080.0 7,090.0

PLUG BACK Report Date: 12/6/1951 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,090.0 7,100.0

Well: 346-34S          S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 450 sx   
Hole Size: 22" 
Top Job: No 
Rtns to Sfc:  
TTOC: Sfc  
- - -

Interm Csg. Cmt Vol.: 700 sx
Hole Size: 15"
Top Job: No
Rtns to Sfc: No
TOC: 1560' (From Thermometric Survey) 
- - -

Prod. Csg. Cmt Vol.: 500 sx
Hole Size: 9.75" 
Top Job: No 
Rtns to Sfc: No
TTOC: 4690'  

Liner Cmt Vol.: 
Hole Size:  
Top Job: 
Rtns to Sfc:
TTOC: 
- - -
Top of Formation: 
SS1: 2764' 

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)  

      


