
Event: RECOMPLETION
Event End: 7/7/2009 00:00

Sec. Reason: Sqz A Shale, REC into B Sand
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

346-35S Wellbore: ST1
PBMD: 6,855.0ft

Btm TMD: 7,375.0ft
Spud Date: 5/25/1951 00:00

BH Coord X: 6,153,095.38uss ft
BH Coord Y: 2,288,446.09uss ft

Shoes (ft)
Casing

40.0
205.0

3,206.0

7,372.0
7,372.0

Schematic (7/7/2009) Openings Top/Btm/Type/Status

6,654.0ft, 6,674.0ft, PERFORATED, SQUEEZED

6,686.0ft, 6,713.0ft, PERFORATED, SQUEEZED

6,735.0ft, 6,743.0ft, PERFORATED, OPEN
6,737.0ft, 6,767.0ft, PERFORATED, SQUEEZED
6,755.0ft, 6,758.0ft, PERFORATED, OPEN

6,780.0ft, 6,804.0ft, PERFORATED, OPEN

6,800.0ft, 6,844.0ft, PERFORATED, SQUEEZED
6,812.0ft, 6,837.0ft, PERFORATED, OPEN

6,893.0ft, 6,943.0ft, PERFORATED, ABANDONED

6,951.0ft, 6,977.0ft, PERFORATED, ISOLATED
6,963.0ft, 6,993.0ft, PERFORATED, ABANDONED
6,982.0ft, 6,995.0ft, PERFORATED, ISOLATED
6,997.0ft, 7,013.0ft, PERFORATED, ISOLATED

7,020.0ft, 7,150.0ft, PERFORATED, ABANDONED
7,020.0ft, 7,152.0ft, PERFORATED, ISOLATED

7,165.0ft, 7,245.0ft, PERFORATED, ABANDONED
7,187.0ft, 7,243.0ft, PERFORATED, ISOLATED

7,265.0ft, 7,345.0ft, PERFORATED, ABANDONED
7,267.0ft, 7,343.0ft, PERFORATED, ISOLATED

Ground Level: 771.0ft
Datum: ORIGINAL KB @ 781.00ft (default)

API No.: 0402927779

CONDUCTOR CASING Report Date: 5/25/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 10.0 40.0

SURFACE CASING Report Date: 6/15/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 10.0 204.0

INTERMEDIATE CASING Report Date: 6/21/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 10.0 73.0
CASING JOINT(S) 10.750 J-55 40.50 73.0 1,610.0
CASING JOINT(S) 10.750 J-55 45.50 1,610.0 3,205.0

PRODUCTION CASING Report Date: 7/12/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 10.0 54.0
CASING JOINT(S) 7.000 N-80 26.00 54.0 1,554.0
CASING JOINT(S) 7.000 N-80 23.00 1,554.0 7,372.0

INNER LINER Report Date: 1/25/1996 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER 6.366 N-80 18.00 6,480.0 6,487.2
CASING JOINT(S) 5.000 N-80 18.00 6,487.2 7,370.0
FLOAT COLLAR 5.000 N-80 18.00 7,370.0 7,371.2
FLOAT SHOE 5.000 N-80 18.00 7,371.2 7,372.0

ROD STRING Report Date: 5/4/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 36.0

ROD 36.0 2,556.0
ROD 2,556.0 6,756.0

RSTBAR 6,756.0 6,759.0
INSPMP 6,759.0 6,783.0

TUBING STRING Report Date: 5/4/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 10.0 11.0
FATNIP 11.0 11.6

CAS 11.6 6,423.4
AC 6,423.4 6,425.8
XO 6,425.8 6,426.9

CAS 6,426.9 6,759.7
STNIP 6,759.7 6,760.8

PMPJKT 6,760.8 6,780.8

PLUG BACK Report Date: 8/1/2006 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 6,855.0 6,858.0
BP-DR 6,858.0 6,860.5

PLUG BACK Report Date: 1/26/1996 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,370.0 7,372.0

PLUG BACK Report Date: 7/12/1951 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,372.0 7,375.0

Well:  346-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  470 sx
Hole Size:  22.0" (16" Csg.)
Top Job:  no
Rtns to Sfc: Yes
TTOC: Surface
- - -

Interm Csg. Cmt Vol.:  700 sx
Hole Size:  15.0" (10.750" Csg.)
Top Job:  No
Rtns to Sfc: no
TTOC:  1285'
- - -

Prod. Csg. Cmt Vol.:  500
Hole Size:  9.75" (7" Csg.)
Top Job:  no
Rtns to Sfc: no
TTOC:  4800'
- - -

Liner Cmt Vol.:  99 cuft
Hole Size: 7.0" (5" liner)
Top Job: No
Rtns to Sfc : No
TTOC: CBL indicates TOC behind linner 6598'
- - -
Top of Formation:
UBA:  6885'
BLW:  7349'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


