
Event: WELL MAINT - RIG
Event End: 3/14/2009 00:00

Sec. Reason: SANDED
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

346X-35S Wellbore: ORIGINAL HOLE
PBMD: 8,221.0ft

Btm TMD: 8,335.0ft
Spud Date: 2/10/2005 00:00

BH Coord X: 6,153,828.75uss ft
BH Coord Y: 2,290,053.71uss ft

Shoes (ft)
Casing

63.0

1,247.0

8,317.0

Schematic (3/14/2009) Openings Top/Btm/Type/Status

6,476.0ft, 6,488.0ft, PERFORATED, OPEN
6,502.0ft, 6,517.0ft, PERFORATED, OPEN
6,536.0ft, 6,540.0ft, PERFORATED, OPEN
6,544.0ft, 6,549.0ft, PERFORATED, OPEN
6,554.0ft, 6,562.0ft, PERFORATED, OPEN
6,566.0ft, 6,576.0ft, PERFORATED, OPEN
6,596.0ft, 6,600.0ft, PERFORATED, OPEN
6,612.0ft, 6,616.0ft, PERFORATED, OPEN
6,634.0ft, 6,638.0ft, PERFORATED, OPEN

6,958.0ft, 6,972.0ft, PERFORATED, OPEN

7,126.0ft, 7,150.0ft, PERFORATED, OPEN
7,164.0ft, 7,172.0ft, PERFORATED, OPEN
7,188.0ft, 7,204.0ft, PERFORATED, OPEN
7,302.0ft, 7,319.0ft, PERFORATED, OPEN
7,329.0ft, 7,364.0ft, PERFORATED, OPEN
7,384.0ft, 7,409.0ft, PERFORATED, OPEN
7,419.0ft, 7,433.0ft, PERFORATED, OPEN
7,444.0ft, 7,459.0ft, PERFORATED, OPEN
7,558.0ft, 7,600.0ft, PERFORATED, OPEN
7,610.0ft, 7,628.0ft, PERFORATED, OPEN

7,710.0ft, 7,722.0ft, PERFORATED, OPEN
7,773.0ft, 7,800.0ft, PERFORATED, OPEN
7,815.0ft, 7,872.0ft, PERFORATED, OPEN
7,892.0ft, 7,910.0ft, PERFORATED, OPEN
7,928.0ft, 7,940.0ft, PERFORATED, OPEN

8,010.0ft, 8,020.0ft, PERFORATED, OPEN

Ground Level: 767.7ft
Datum: ORIGINAL KB @ 790.70ft (default)

API No.: 0403026754

CONDUCTOR CASING Report Date: 2/8/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 23.0 63.0

SURFACE CASING Report Date: 2/12/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 23.0 1,198.7
9.625 K-55 36.00 1,198.7 1,198.7

CASING JOINT(S) 9.625 K-55 36.00 1,198.7 1,245.9
GUIDE SHOE 9.625 K-55 36.00 1,245.9 1,247.0

PRODUCTION CASING Report Date: 2/25/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 23.00 23.0 4,982.2
CASING JOINT(S) 7.000 P-110 26.00 4,982.2 6,428.7
PUP JOINT 7.000 P-110 26.00 6,428.7 6,445.2
CASING JOINT(S) 7.000 P-110 26.00 6,445.2 8,221.3
FLOAT COLLAR 7.000 N-80 26.00 8,221.3 8,222.3
CASING JOINT(S) 7.000 P-110 26.00 8,222.3 8,315.8
FLOAT SHOE 7.000 N-80 26.00 8,315.8 8,317.0

ROD STRING Report Date: 3/14/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 54.0

COROD 54.0 1,283.0
COROD 1,283.0 3,233.0
COROD 3,233.0 7,943.0

RSTBAR 7,943.0 7,947.0
ON-OFF 7,947.0 7,948.0
RSTBAR 7,948.0 7,952.0
INSPMP 7,952.0 7,976.0

TUBING STRING Report Date: 3/4/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 23.0 23.7
FATNIP 23.7 24.4

TBGJNT 24.4 6,179.9
AC 6,179.9 6,182.2

TBGJNT 6,182.2 7,977.0
PMPSH 7,977.0 7,977.7

TBGJNT 7,977.7 8,008.7
STCOLL 8,008.7 8,009.2

Well:  346X-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 370 sx
Hole Size: 12.750
Top Job:  No
Rtns to Sfc: 84 cuft
TOC: Surface
- - -

Interm Csg. Cmt Vol.:  
Hole Size:  
Top Job:  
Rtns to Sfc: 
TTOC:  
- - -

Prod. Csg. Cmt Vol:  930 sx
Hole Size: 8.750
Top Job: No
Rtns to Sfc: 42 bbls
TOC:  Surface
- - -

Liner Cmt Vol.:  
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 8260'  
BLW: N/A 

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


