
Event: RECOMPLETION
Event End: 4/15/2009 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

347-35S Wellbore: ST 1
PBMD: 7,345.0ft

Btm TMD: 7,435.0ft
Spud Date: 8/18/1987 00:00

BH Coord X: 6,152,937.31uss ft
BH Coord Y: 2,287,854.27uss ft

Shoes (ft)
Casing

40.0

310.0

3,005.0

7,433.0

Schematic (4/15/2009)

ORIGINAL HOLE

Openings Top/Btm/Type/Status

6,714.0ft, 6,724.0ft, PERFORATED, OPEN

6,734.0ft, 6,743.0ft, PERFORATED, OPEN

6,762.0ft, 6,773.0ft, PERFORATED, OPEN

6,784.0ft, 6,800.0ft, PERFORATED, OPEN

6,805.0ft, 6,815.0ft, PERFORATED, OPEN

6,830.0ft, 6,855.0ft, PERFORATED, OPEN

7,147.0ft, 7,170.0ft, PERFORATED, OPEN

7,173.0ft, 7,223.0ft, PERFORATED, OPEN

7,228.0ft, 7,245.0ft, PERFORATED, OPEN

7,250.0ft, 7,330.0ft, PERFORATED, OPEN

Ground Level: 729.0ft
Datum: ORIGINAL KB @ 746.00ft (default)

API No.: 0402980060

CONDUCTOR CASING Report Date: 8/18/1987 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 17.0 40.0

SURFACE CASING Report Date: 9/17/1987 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 17.0 264.7
FLOAT COLLAR 13.375 H-40 48.00 264.7 264.8
CASING JOINT(S) 13.375 H-40 48.00 264.8 308.7
FLOAT SHOE 13.375 H-40 48.00 308.7 310.0

INTERMEDIATE CASING Report Date: 9/21/1987 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 17.0 2,963.0
FLOAT COLLAR 9.625 K-55 40.00 2,963.0 2,963.0
CASING JOINT(S) 9.625 K-55 40.00 2,963.0 3,003.9
FLOAT SHOE 9.625 K-55 40.00 3,003.9 3,005.0

PRODUCTION CASING Report Date: 10/7/1987 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 29.00 17.0 75.9
CASING JOINT(S) 7.000 K-55 23.00 75.9 4,898.3
CASING JOINT(S) 7.000 N-80 26.00 4,898.3 6,220.8
FLAG JOINT 7.000 N-80 26.00 6,220.8 6,244.7
CASING JOINT(S) 7.000 N-80 26.00 6,244.7 7,621.5
FLOAT COLLAR 7.000 N-80 26.00 7,621.5 7,623.6
CASING JOINT(S) 7.000 N-80 26.00 7,623.6 7,707.0
FLOAT SHOE 7.000 N-80 26.00 7,707.0 7,709.0

PRODUCTION LINER Report Date: 9/20/1992 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK 6.276 11.60 6,283.0 6,301.9
LINER HANGER 6.276 11.60 6,301.9 6,311.0
CASING JOINT(S) 4.500 N-80 11.60 6,311.0 7,342.0
CASING FLOAT COLLAR4.500 N-80 11.60 7,342.0 7,344.0
CASING JOINT(S) 4.500 N-80 11.60 7,344.0 7,431.5
FLOAT SHOE 4.500 N-80 11.60 7,431.5 7,433.0

ROD STRING Report Date: 4/3/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 50.0

COROD 50.0 7,218.0
RSTBAR 7,218.0 7,222.0
SHRCPL 7,222.0 7,223.0
RSTBAR 7,223.0 7,227.0

TUBING STRING Report Date: 4/1/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 17.0 17.6
FATNIP 17.6 18.3

PUPJNT 18.3 26.4
CAS 26.4 648.3
CAS 648.3 6,090.1

AC 6,090.1 6,092.4
CAS 6,092.4 6,155.5

XO 6,155.5 6,156.6
CAS 6,156.6 7,268.3

STNIP 7,268.3 7,269.4
CAS 7,269.4 7,302.0

MULESH 7,302.0 7,302.4

PLUG BACK Report Date: 11/2/1992 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,345.0 7,433.0

PLUG BACK Report Date: 9/20/1992 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,433.0 7,435.0

Well:  347-35S-RD1      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 350 cuft
Hole Size: 17.500"
Top Job:  No
Rtns to Sfc: Yes
TOC: Surface
- - -

Interm Csg. Cmt Vol.:  1430 cuft
Hole Size:  12.250" 
Top Job:  No
Rtns to Sfc: Yes
TOC:  Surface
- - -

Prod. Csg. Cmt Vol:  1800 cuft
Hole Size: 8.750
Top Job: No
Rtns to Sfc: None
TTOC:  4265'
- - -

Liner Cmt Vol.:  150 cuft
Hole Size: 6"
Top Job: No
Rtns to Sfc : N/A
TTOC: 6660' (CBL)
- - -
Top of Formation:
UBA: 6862'  
BLW: 7335' 

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


