
Event: RECOMPLETION
Event End: 3/13/2008 00:00

Sec. Reason: ACID STIM
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

347X-35S Wellbore: ORIGINAL HOLE
PBMD: 8,857.0ft

Btm TMD: 8,960.0ft
Spud Date: 2/17/2006 00:00

BH Coord X: 6,154,949.56uss ft
BH Coord Y: 2,289,290.01uss ft

Shoes (ft)
Casing

63.0

3,221.0

8,955.0

Schematic (3/13/2008) Openings Top/Btm/Type/Status

7,020.0ft, 7,040.0ft, PERFORATED, OPEN
7,055.0ft, 7,084.0ft, PERFORATED, OPEN
7,119.0ft, 7,146.0ft, PERFORATED, OPEN
7,156.0ft, 7,171.0ft, PERFORATED, OPEN
7,190.0ft, 7,204.0ft, PERFORATED, OPEN
7,218.0ft, 7,236.0ft, PERFORATED, OPEN
7,275.0ft, 7,289.0ft, PERFORATED, OPEN
7,296.0ft, 7,378.0ft, PERFORATED, OPEN
7,400.0ft, 7,446.0ft, PERFORATED, OPEN
7,476.0ft, 7,586.0ft, PERFORATED, OPEN
7,636.0ft, 7,672.0ft, PERFORATED, OPEN
7,776.0ft, 7,798.0ft, PERFORATED, OPEN
7,810.0ft, 7,830.0ft, PERFORATED, OPEN
8,296.0ft, 8,358.0ft, PERFORATED, OPEN

Water Depth: 741.3ft
Datum: ORIGINAL KB @ 764.30ft (default)

API No.: 0403029435

CONDUCTOR CASING Report Date: 1/30/2006 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 23.0 63.0

SURFACE CASING Report Date: 2/20/2006 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 N-80 40.00 23.0 3,184.2
9.625 N-80 40.00 3,184.2 3,184.3

CASING JOINT(S) 9.625 N-80 40.00 3,184.3 3,220.0
GUIDE SHOE 9.625 N-80 40.00 3,220.0 3,221.0

PRODUCTION CASING Report Date: 3/8/2006 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 23.00 23.0 1,722.8
CASING JOINT(S) 7.000 J-55 23.00 1,722.8 1,839.0
CASING JOINT(S) 7.000 K-55 23.00 1,839.0 3,792.7
CASING JOINT(S) 7.000 N-80 23.00 3,792.7 6,183.2
FLAG JOINT 7.000 N-80 23.00 6,183.2 6,198.7
CASING JOINT(S) 7.000 N-80 23.00 6,198.7 8,857.1
CASING FLOAT COLLAR7.000 J-55 23.00 8,857.1 8,858.9
CASING JOINT(S) 7.000 N-80 23.00 8,858.9 8,953.3
GUIDE SHOE 7.000 J-55 23.00 8,953.3 8,955.0

ROD STRING Report Date: 3/3/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
ROD 36.0 126.0

COROD 126.0 1,357.0
COROD 1,357.0 1,372.0
COROD 1,372.0 6,172.0

RSTBAR 6,172.0 6,176.0
ON-OFF 6,176.0 6,177.0
RSTBAR 6,177.0 6,181.0
INSPMP 6,181.0 6,205.0

TUBING STRING Report Date: 3/3/2008 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 23.0 23.6
FATNIP 23.6 24.3

TBGJNT 24.3 6,929.2
AC 6,929.2 6,931.6

TBGJNT 6,931.6 7,713.9
STNIP 7,713.9 7,714.9

PUPJNT 7,714.9 7,725.1
STCOLL 7,725.1 7,725.5

Well:  347X-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol: 740 sx
Hole Size: 13.500"
Top Job:  No
Rtns to Sfc: 25 bbls
TOC: Surface
- - -

Interm Csg. Cmt Vol.:  
Hole Size:  
Top Job:  
Rtns to Sfc: 
TTOC:  
- - -

Prod. Csg. Cmt Vol:  644 sx
Hole Size: 8.750"
Top Job: No
Rtns to Sfc: No
TTOC:  3500'
- - -

Liner Cmt Vol.:  
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 8388'  
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


