
Event: WELL MAINT - RIG
Event End: 7/14/2006 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

348-35S Wellbore: ORIGINAL HOLE
PBMD: 7,431.0ft

Btm TMD: 7,515.0ft
Spud Date: 3/27/1950 00:00

BH Coord X: 6,153,136.94uss ft
BH Coord Y: 2,286,966.20uss ft

Shoes (ft)
Casing

39.0

196.0

3,176.0

7,514.0

7,449.9

Schematic (8/1/2006) Openings Top/Btm/Type/Status

ABANDONED
6,948.0ft, 7,005.0ft, PERFORATED,

ABANDONED
7,020.0ft, 7,045.0ft, PERFORATED,

ABANDONED
7,065.0ft, 7,080.0ft, PERFORATED,

ABANDONED
7,080.0ft, 7,140.0ft, PERFORATED,

ABANDONED
7,155.0ft, 7,210.0ft, PERFORATED,

7,218.0ft, 7,270.0ft, PERFORATED, OPEN
ABANDONED
7,220.0ft, 7,265.0ft, PERFORATED,

7,277.0ft, 7,302.0ft, PERFORATED, OPENABANDONED
7,280.0ft, 7,300.0ft, PERFORATED,

ABANDONED
7,310.0ft, 7,350.0ft, PERFORATED,7,310.0ft, 7,344.0ft, PERFORATED, OPEN

7,380.0ft, 7,420.0ft, REPERFORATED, OPENABANDONED
7,380.0ft, 7,420.0ft, PERFORATED,

Ground Level: 764.0ft
Datum: ORIGINAL KB @ 774.00ft (default)

API No.: 0402927780

CONDUCTOR CASING Report Date: 3/27/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 10.0 38.0

SURFACE CASING Report Date: 4/27/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 10.0 195.0

INTERMEDIATE CASING Report Date: 5/3/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 10.0 68.0
CASING JOINT(S) 10.750 J-55 40.50 68.0 1,974.0
CASING JOINT(S) 10.750 J-55 45.50 1,974.0 3,176.0

PRODUCTION CASING Report Date: 6/6/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 10.0 61.0
CASING JOINT(S) 7.000 N-80 23.00 61.0 5,707.0
CASING JOINT(S) 7.000 N-80 26.00 5,707.0 7,514.0

LINER Report Date: 6/6/2001 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER LANDING COLLAR6.276 26.00 6,199.0 6,205.3
LINER HANGER 6.276 26.00 6,205.3 6,209.8
CASING JOINT(S) 5.000 P-110 18.00 6,209.8 7,404.7
LANDING COLLAR5.000 P-110 18.00 7,404.7 7,405.5
CASING JOINT(S) 5.000 P-110 18.00 7,405.5 7,447.9
FLOAT SHOE 5.000 P-110 18.00 7,447.9 7,450.0

ROD STRING Report Date: 10/17/2005 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 56.0

ROD 56.0 2,696.0
ROD 2,696.0 6,716.0
ROD 6,716.0 7,256.0

RSTBAR 7,256.0 7,260.0
INSPMP 7,260.0 7,284.0

TUBING STRING Report Date: 10/17/2005 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 10.0 10.7
FATNIP 10.7 11.4

TBGJNT 11.4 6,047.7
XO 6,047.7 6,048.8

TBGJNT 6,048.8 6,995.0
AC 6,995.0 6,999.4

TBGJNT 6,999.4 7,285.5
STNIP 7,285.5 7,286.6

TBGJNT 7,286.6 7,319.2
STCOLL 7,319.2 7,319.6

PLUG BACK Report Date: 6/6/2001 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,450.0 7,451.0

PLUG BACK Report Date: 6/6/1950 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,451.0 7,514.0

PLUG BACK Report Date: 6/6/1950 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,514.0 7,515.0

Well:  348-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol: 500 sx  
Hole Size: 22.000"
Top Job:  No
Rtns to Sfc:  Yes
TOC: Surface
- - -

Interm Csg. Cmt Vol: 700 sx  
Hole Size: 15.000"
Top Job: No 
Rtns to Sfc: No
TTOC:  1400' by T.S.
- - -

Prod. Csg. Cmt Vol: 200 sx plus 200 sx more 
through pers at  6163'
Hole Size:  9.625"
Top Job: No
Rtns to Sfc: No  
TTOC:  5900' by CBL
- - -

Liner Cmt Vol: 174 cuft  
Hole Size: 7" casing     
Top Job: No
Rtns to Sfc: No
TTOC:  at top of liner by CBL
- - -
Top of Formation:
UBA:  6974'
BLW: 7440' 

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


