
Event: WELL MAINT - RIG
Event End: 9/27/2008 00:00

Sec. Reason: LOW PRODUCTION
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

353-34S
Wellbore: ST1

PBMD: 7,601.0ft
Btm TMD: 7,900.0ft

Spud Date: 3/2/1979 00:00
BH Coord X: 6,148,330.45uss ft
BH Coord Y: 2,290,219.45uss ft

Shoes (ft)
Casing

54.0

310.1

3,341.2

7,884.0

Schematic (10/1/2008)

ST 1

Openings Top/Btm/Type/Status

7,190.0ft, 7,226.0ft, PERFORATED, SQUEEZED

7,240.0ft, 7,250.0ft, PERFORATED, SQUEEZED

7,282.0ft, 7,292.0ft, PERFORATED, SQUEEZED

7,302.0ft, 7,345.0ft, PERFORATED, SQUEEZED

7,365.0ft, 7,455.0ft, PERFORATED, SQUEEZED

7,478.0ft, 7,560.0ft, PERFORATED, SQUEEZED

7,580.0ft, 7,595.0ft, PERFORATED, SQUEEZED

7,615.0ft, 7,698.0ft, PERFORATED, SQUEEZED

Ground Level: 864.0ft
Datum: ORIGINAL KB @ 877.00ft (default)

API No.: 0402960225

CONDUCTOR CASING Report Date: 3/2/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 54.0

SURFACE CASING Report Date: 11/4/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 K-55 54.50 14.0 307.9
GUIDE SHOE 13.375 K-55 54.50 307.9 309.0

INTERMEDIATE CASING Report Date: 11/8/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,338.8
GUIDE SHOE 9.625 K-55 40.00 3,338.8 3,340.0

PRODUCTION CASING Report Date: 12/8/1979 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 14.0 76.0
CASING JOINT(S) 7.000 K-55 23.00 76.0 5,264.0
CASING JOINT(S) 7.000 K-55 26.00 5,264.0 7,840.4
FLOAT COLLAR 7.000 K-55 26.00 7,840.4 7,841.8
CASING JOINT(S) 7.000 K-55 26.00 7,841.8 7,881.8
GUIDE SHOE 7.000 K-55 26.00 7,881.8 7,884.0

LINER Report Date: 5/28/2003 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK RECEPTACLE5.000 5,058.1 5,068.6
LINER HANGER PACKER5.000 5,068.6 5,071.1
PBR 5.000 5,071.1 5,081.0
LINER HANGER 5.000 5,081.0 5,088.2
CROSSOVER 5.000 P-110 18.00 5,088.2 5,093.1
CASING JOINT(S) 5.000 P-110 18.00 5,093.1 7,608.3
LANDING COLLAR 5.000 7,608.3 7,608.3
CASING JOINT(S) 5.000 P-110 18.00 7,608.3 7,649.1
FLOAT COLLAR 5.000 7,649.1 7,649.1
CASING JOINT(S) 5.000 P-110 18.00 7,649.1 7,689.4
FLOAT SHOE 5.000 7,689.4 7,690.0

ROD STRING Report Date: 9/27/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLRDL 0.0 36.0
ROD 36.0 2,736.0
ROD 2,736.0 5,226.0

R-6PER 5,226.0 7,476.0
INSPMP 7,476.0 7,506.0

TUBING STRING Report Date: 9/26/2008 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 13.0 13.7
FATNIP 13.7 14.4

CAS 14.4 5,026.0
AC 5,026.0 5,028.4
XO 5,028.4 5,029.5

CAS 5,029.5 7,505.6
STNIP 7,505.6 7,506.8

CAS 7,506.8 7,538.0
STCOLL 7,538.0 7,538.5

PLUG BACK Report Date: 2/16/1980 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,601.0 7,605.0

PLUG BACK Report Date: 2/16/1980 00:00

Component Top MD (ft) Btm MD (ft)

CR-RET 7,605.0 7,607.0

PLUG BACK Report Date: 12/9/1979 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,840.4 7,884.0

PLUG BACK Report Date: 12/8/1979 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,884.0 7,900.0

Well:  353-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  500 cf
Hole Size: 17-1/2" (13-3/8" Casing)
Top Job:  NO
Rtns to Sfc: Yes
TTOC: NA
- - -

Interm Csg. Cmt Vol.:  1655 cf
Hole Size:  12-1/4" (9-5/8" Casing)
Top Job:  NO
Rtns to Sfc:  YES
TTOC:  NA
- - -

Prod. Csg. Cmt Vol.:  1750
Hole Size: 8-3/4" (7" Casing)
Top Job: NO
Rtns to Sfc:  NO
TTOC:  Surface
- - -

Liner Cmt Vol.:  None
Hole Size:  
Top Job: 
Rtns to Sfc : 
TTOC:  
- - -
Top of Formation:
UBA:  7363'
BLW:  7734'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


