OCCIDENTAL OF ELK HILLS INC Wellbore: ORIGINAL HOLE
Event: WELL MAINT - RIGLESS 3558 358 PBMD: 7,450.0ft
s EveRnt Endf Btm TMD: 7,510.0ft
End Status: Ground Level: 706.0ft Spud Date: 11/13/2003 00:00
- Clasnsific §|g§ DEVELOPMENT Datum: ORIGINAL KB @ 729.00ft (default) BH Coord X: 6,153,208.91uss ft
: API'No.: 0403023348 BH Coord Y: 2,288,664.34uss ft
asing Shoes (f Schematic (9/10/2009) Openings Top/Btm/Type/Status
PLUG BACK  Report Date: 11/16/2006 00:00( CONDUCTOR CASING Report Date: 10/17/2003 00:00
Component  Top MD (ft) ~ Btm MD (ft) bm OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
CEMENT 4,194.0 4,241.0 ASING JOINT(S) 26.000 23.0 63.0
PLUG BACK Report Date: 11/17/2006 00:00 SURFACE CASING Report Date: 11/17/2003 00:00
Component  Top MD (ft) ~ Btm MD (ft) bm OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
|| |l CEMENT 6,570.0 6,670.0 JASING JOINT(S) 16.000 K-55 84.00  23.0 1,039.3
30— \ ASING SHOE ~ 16.000 K-55 84.00  1,039.3 1,043.0
G- PLUG BACK Report Date: 11/13/2006 00:00
PRODUCTION CASING Report Date: 12/13/2003 00:00
Component  Top MD (ft)  Btm MD (ft)
Pm OD (in) Grade Wt. TopMD (ft) BtmMD (ft
BP-DR 6,680.0 6,685.0 i (ppD) TopMD (f) (
JASING JOINT(S) 10.750 N-80 4550  23.0 5,874.1
P JOINT 10.750 N-80 4550  5874.1 5,894.2
ASING JOINT(S) 10.750 N-80 4550  5,894.2 6,753.5
| OAT COLLAR ~ 10.750 N-80 4550  6,753.5 6,755.3
ASING JOINT(S) 10.750 N-80 4550  6,755.3 6,841.8
UIDE SHOE 10750 N-80 4550  6,841.8 6,843.0
1,043 LINER Report Date: 12/23/2003 00:00
pm OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
NER HANGER PAGRER 28.00  6,685.3 6,698.2
ASING HANGER  6.625 28.00  6,698.2 6,703.4
ROSSOVER 6.625 7.70 6,703.4  6,707.8
IASING JOINT(S) 6.625 7.70 6,707.8 7,458.7
ROSSOVER 6.625 7.70 7,458.7 7,461.8
ANDING COLLAR 6.625 28.00  7,461.8 7,462.9
P JOINT 6.625 28.00  7,462.9 7,483.2
| OAT COLLAR  6.625 28.00  7,483.2 7,484.7
P JOINT 6.625 28.00  7,484.7 7,505.1
| OAT SHOE 6.625 28.00  7,505.1 7,507.0
PRODUCTION LINER Report Date: 12/4/2006 00:00
Pm OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft
NER HANGER PAERER 0.00 4,0420  4,055.0
NER HANGER  7.625 0.00 4,055.0 4,060.2
6.625 0.00 4,060.2  4,063.4
ASING JOINT(S) 6.625 K-55 24.00 4,063.4  4,565.8
6.625 K-55 24.00 45658  4,575.4
ASING JOINT(S) 6.625 K-55 24.00 45754  4,745.3
ASING JOINT(S) 6.625 K-55 24.00  4,745.3 6,510.6
6.625 K-55 24.00 6,510.6 6,520.4
JASING JOINT(S) 6.625 FAB 7.30 6,5204  6,863.9
ANDING COLLAR 7.385 0.00 6,863.9 6,865.5
P JOINT 6.625 K-55 24.00  6,865.5 6,883.6
ASING FLOAT COLI38R 0.00 6,883.6 6,884.8
P JOINT 6.625 K-55 24.00 6,884.8 6,902.9
| OAT SHOE 7.738 0.00 6,902.9 6,904.9
Well: 355B-35S  S/T/R: 35S/30S/24E
CASING CEMENT DETAIL
Sfc Csg. Cmt Vol.: 3165 cft
Hole Size: 17.5"
Top Job: No
Rtns to Sfc: Yes
TTOC: Surface
Interm Csg. Cmt Vol.:
Hole Size:
Top Job:
Rtns to Sfc:
TTOC:
Prod. Csg. Cmt Vol.: 4905 cft
Hole Size: 14.75"
Top Job: No
Rins to Sfc: Yes
TTOC: Surface
N Liner Cmt Vol.:
6,843~ Hole Size:
Top Job:
Rtns to Sfc :
TTOC:
R Top of Formation:
7,50% UBA 6921'
BLW 7374’

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




