
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

355C-35S
Wellbore: ORIGINAL HOLE

PBMD: 7,475.0ft
Btm TMD: 7,525.0ft

Spud Date: 12/30/2003 00:00
BH Coord X: 6,153,251.80uss ft
BH Coord Y: 2,288,827.03uss ft

asing Shoes (ft)

63.0

1,080.6

6,833.0
6,695.4

7,522.0

Schematic (5/1/2008)

ST 1

Openings Top/Btm/Type/Status

Ground Level: 706.0ft
Datum: ORIGINAL KB @ 729.00ft (default)

API No.: 0403023349

CONDUCTOR CASING Report Date: 11/24/2003 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 23.0 63.0

SURFACE CASING Report Date: 1/1/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 J-55 84.00 23.0 1,076.9
FLOAT SHOE 16.000 1,076.9 1,080.6

PRODUCTION CASING Report Date: 1/17/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 N-80 45.50 23.0 6,741.9
FLOAT COLLAR 10.750 N-80 45.50 6,741.9 6,743.8
CASING JOINT(S) 10.750 N-80 45.50 6,743.8 6,831.8
GUIDE SHOE 10.750 N-80 45.50 6,831.8 6,833.0

LINER TIE-BACK Report Date: 4/14/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER PACKER10.750 LT&C 6,659.0 6,664.6
CASING JOINT(S) 7.000 LT&C 26.00 6,664.6 6,684.6
CROSSOVER 7.000 LT&C 26.00 6,684.6 6,685.3
LINER TIEBACK SEAL ASSEMBLY7.000 LT&C 26.00 6,685.3 6,695.4

LINER Report Date: 2/3/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER PACKER8.675 K-55 24.00 6,674.1 6,687.1
CASING HANGER 8.675 K-55 24.00 6,687.1 6,692.5
PLUG HOLDER 6.250 K-55 24.00 6,692.5 6,695.7
CROSSOVER 6.250 7.70 6,695.7 6,697.8
CASING JOINT(S) 6.625 7.70 6,697.8 7,480.1
CROSSOVER 6.625 7.70 7,480.1 7,483.0
LANDING COLLAR 6.625 K-55 24.00 7,483.0 7,484.2
PUP JOINT 6.625 K-55 24.00 7,484.2 7,501.3
FLOAT COLLAR 6.625 K-55 24.00 7,501.3 7,502.8
PUP JOINT 6.625 K-55 24.00 7,502.8 7,519.9
FLOAT SHOE 6.625 K-55 24.00 7,519.9 7,522.0

PRODUCTION LINER Report Date: 12/25/2006 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER PACKER9.524 0.00 4,848.0 4,861.0
LINER HANGER 9.500 0.00 4,861.0 4,866.2
CROSSOVER 8.541 N-80 0.00 4,866.2 4,869.4
CASING JOINT(S) 6.625 K-55 24.00 4,869.4 6,503.6
CROSSOVER 6.625 K-55 24.00 6,503.6 6,511.1
CASING JOINT(S) 6.625 FAB 7.70 6,511.1 6,854.5
LANDING COLLAR 7.399 N-80 0.00 6,854.5 6,856.1

6.625 K-55 0.00 6,856.1 6,874.3
CASING FLOAT COLLAR7.390 N-80 0.00 6,874.3 6,875.4
PUP JOINT 6.625 K-55 0.00 6,875.4 6,893.5
CASING FLOAT SHOE7.404 N-80 0.00 6,893.5 6,895.5

PLUG BACK Report Date: 12/13/2006 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 4,990.0 5,077.0

PLUG BACK Report Date: 12/12/2006 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 6,373.0 6,611.0

Well: 335C-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 1446 cft
Hole Size: 17.5"
Top Job: No
Rtns to Sfc: No
TTOC: Surface
- - -

Interm Csg. Cmt Vol.:  
Hole Size: 
Top Job: 
Rtns to Sfc:
TTOC: 
- - -

Prod. Csg. Cmt Vol.:  6050 cft
Hole Size:  14.75"
Top Job:  No
Rtns to Sfc:  No
TTOC: Surface
- - -

Liner Cmt Vol.: 461cf
Hole Size: 9.625"
Top Job: no
Rtns to Sfc :no 
TTOC: TOL
- - -

Top of Formation:
UBA: 6938'
BLW: 7394'
- - - 
Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


