QCCIDENTAL QEELK HILL S INC

Event
Event End

End Status:
Well Classification

© WELL MAINT - RIGLESS
. 7/3/2008 00:00

Sec. Reason:

. FINISHED - SUCCESS
. INJECTION

362-34S

Ground Level: 801.0ft

Datum: ORIGINAL KB @ 815.00ft (HES CTU)(default)

API No.: 0402967595

Casing
Shoes (ft)

Schematic (8/1/2008)

Wettbore—ORIGINAE HOLE—————————
PBMD: 7,995.0ft
Btm TMD: 8,059.0ft
Spud Date: 10/1/1982 00:00
BH Coord X: 6,148,942.19uss ft
BH Coord Y: 2,290,516.29uss ft

Openings Top/Btm/Type/Status
P 9 P P TPBING STRING

53:6——

306-6—

3,302-6—

8,045:6

Report Date: 11/13/1986 00

P CONDUCTOR CASING Report Date: 10/21/1982 00:00

Component

TH-SGL

TopMD (fty  Btm MD (ft)
14.0 14.6

14.6 7,480.6
7,480.6 7,486.9
7,486.9 7,495.0
7,495.0 7,496.1
7,496.1 7,496.6

lfem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (f

ASING JOINT(S) 20.000 14.0 53.0

SURFACE CASING Report Date: 10/26/1982 00:00

PLUG BACK

Report Date: 9/26/2003 00:00

Component

FILL

Top MD (ft)  Btm MD (ft)

7,925.0 7,995.0

lfem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (f{
ASING JOINT(S) 13.375 H-40 48.00 14.0 264.6
LOAT COLLAR  13.375 H-40 48.00 264.6 264.6
ASING JOINT(S) 13.375 H-40 48.00 264.6 304.9
LOAT SHOE 13.375 H-40 48.00 304.9 306.0

INTERMEDIATE CASING Report Date: 10/31/1982 00:00

PLUG BACK

Report Date: 11/12/1986 00:0Q

Component

JUNK

TopMD (fty  Btm MD (ft)

7,995.0 8,019.0

lfem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (f{
ASING JOINT(S) 9.625 K-55 40.00 14.0 3,258.1
LOAT COLLAR 9.625 K-55 40.00 3,258.1 3,258.1
CASING JOINT(S) 9.625 K-55 40.00 3,258.1 3,300.9
LOAT SHOE 9.625 K-55 40.00 3,300.9 3,302.0

PLUG BACK

Report Date: 12/5/1982 00:00

Component

CEMENT

PRODUCTION CASING Report Date: 11/18/1982 00:00

PLUG BACK

Component

CEMENT

7,561.0ft, 7,575.0ft, PERFORATED, OPEN
7,600.0ft, 7,625.0ft, PERFORATED, OPEN
7,650.0ft, 7,680.0ft, PERFORATED, OPEN
7,706.0ft, 7,745.0ft, PERFORATED, OPEN

7,770.0ft, 7,800.0ft, PERFORATED, OPEN

7,825.0ft, 7,864.0ft, PERFORATED, OPEN

7,894.0ft, 7,920.0ft, PERFORATED, OPEN

Top MD (ft)  Btm MD (ft)
lfem OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (f{
8,019.0 8,049.0
ASING JOINT(S) 7.000 N-80 26.00 14.0 4,982.6
Report Date: 11/18/1982 00:0q CASING JOINT(S) 7.000 K-55 23.00  4,982.6 6,928.7
LAG JOINT 7.000 K-55 26.00 6,928.7 6,952.9
Top MD (fty  Btm MD (ft) ASING JOINT(S) 7.000 K-55 26.00 6,952.9  8,007.5
LOAT COLLAR  7.000 N-80 26.00 8,007.5 8,009.4
8,049.0 8,059.0 ASING JOINT(S) 7.000 N-80 26.00 8,009.4 8,046.6
LOAT SHOE 7.000 N-80 26.00 8,046.6 8,049.0
Well: 362-34S  S/T/R: 34S/30S/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol.: 500 cf

Hole Size: 17-1/2" (13-3/8" Casing)
Top Job: NO

Rtns to Sfc: YES

TTOC: NA

Interm Csg. Cmt Vol.: 1640 cf
Hole Size: 12-1/4" (9-5/8" Casing)
Top Job: NO

Rtns to Sfc: YES

TTOC: NA

Prod. Csg. Cmt Vol.: 1800 cf
Hole Size: 8-3/4" (7" Casing)
Top Job: NO

Rtns to Sfc: YES

TTOC: NA

Liner Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:
TTOC:

Top of Formation:
UBA: 7550'
BLW: 7971'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




