QCCIDENTAL QEELK HILL S INC

364-34S

Wetthore ORIGINAE HOLE ——————

PBMD:

Btm TMD:
Spud Date:
BH Coord X:
BH Coord Y:

7,294.0ft

7,350.0ft
3/16/1978 00:00
6,149,029.22uss ft
2,289,421.97uss ft

Event: WELL MAINT - RIG
Event End: 12/10/2006 00:00
Sec. Reason: PIN PART Ground Level: 811.0ft
Well Clg‘gﬁig}gﬁf g‘gﬁfgﬁ@%“ss Datum: ORIGINAL KB @ 824.00ft (default)
’ API No.: 0402966851
Casing . .

Shoes (ft) Schematic (1/1/2007) Openings Top/Btm/Type/Status D STEIE Report Date: 12/10/2006 000

Component  Top MD (ft)  Btm MD (ft)

POLROD 0.0 30.0

PNYROD 30.0 38.0

ROD 38.0 2,168.0

ROD 2,168.0 5,408.0

R-4PER 5,408.0 6,878.0

RSTBAR 6,878.0 6,882.0

INSPMP 6,882.0 6,906.0
TJUBING STRING Report Date: 10/9/2005 00:

Component  Top MD (ft)  Btm MD (ft)

TH-DBB 13.0 13.8

FATNIP 13.8 145

TBGINT 145 6,477.3

AC 6,477.3 6,479.7

TBGINT 6,479.7 6,885.6

- STNIP 6,885.6 6,886.7

PERFJT 6,886.7 6,890.8

X0 6,890.8 6,891.9

TBGJINT 6,891.9 6,954.8

- PRGVLY 6.954.8 6.955.4
PLUG BACK Report Date: 8/9/1982 00:00

. _":q |L Component  Top MD (ft)  Btm MD (ft)

53-6—— -
| CEMENT 7,294.0 7,343.0
I | | §

316-6— 1 PLUG BACK  Report Date: 6/20/1982 00:00

1 Component  Top MD (ft) ~ Btm MD (ft)

CEMENT 7,343.0 7,350.0

e

o

CONDUCTOR CASING

Report Date: 3/16/1978 00:00

em

OD (in) Grade Wt. (ppf) TopMD (ft)

ASING JOINT(S) 20.000 13.0

BtmMD (f

53.0

SURFACE CASING

Report Date: 5/28/1982 00:00

em

OD (in) Grade Wt. (ppf) TopMD (ft)

BtmMD (f{

310.0

ASING JOINT(S) 13.375 H-40 48.00 13.0

q

6,930.0ft, 7,007.0ft, PERFORATED, OPEN
7,031.0ft, 7,090.0ft, PERFORATED, OPEN
7,115.0ft, 7,208.0ft, PERFORATED, OPEN

INTERMEDIATE CASING Report Date: 6/2/1982 00:00
em OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (f{
ASING JOINT(S) 9.625 K-55 36.00 13.0 3,160.0

PRODUCTION CASING Report Date: 6/20/1982 00:00
em OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (f
ASING JOINT(S) 7.000 N-80 26.00 13.0 73.6
ASING JOINT(S) 7.000 K-55 23.00 73.6 4,988.5
ASING JOINT(S) 7.000 K-55 26.00  4,988.5 6,364.6
LAG JOINT 7.000 K-55 26.00 6,364.6 6,383.1
ASING JOINT(S) 7.000 K-55 26.00 6,383.1 6,636.5
ASING JOINT(S) 7.000 N-80 26.00 6,636.5 7,293.5
LOAT COLLAR  7.000 N-80 26.00 7,293.5 7,295.7
ASING JOINT(S) 7.000 N-80 26.00  7,295.7 7,341.9
LUIDE SHOE 7.000 N-80 26.00 7,341.9 7,343.0

Well: 364-34S  S/T/R: 34S/30S/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol.: 485 cf

Hole Size: 17-1/2" (13-3/8" Casing)
Top Job: NO

Rtns to Sfc: YES

TTOC: NA

Interm Csg. Cmt Vol.: 1830 cf
Hole Size: 12-1/4" (9-5/8" Casing)
Top Job: NO

Rtns to Sfc: YES

TTOC: NA

Prod. Csg. Cmt Vol.: 1660 cf
Hole Size: 8-3/4" (7" Casing)
Top Job: NO

Rtns to Sfc: NO

TTOC: Surface

Liner Cmt Vol.: NONE
Hole Size:

Top Job:

Rtns to Sfc:

TTOC:

Top of Formation:
UBA: 6957

BLW: 7240'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




