
Event: WELL MAINT - RIG
Event End: 9/6/2007 00:00

Sec. Reason: BODY BREAK
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT - CLASS III

OCCIDENTAL OF ELK HILLS INC

365-34S
Wellbore: ORIGINAL HOLE

PBMD: 6,730.0ft
Btm TMD: 7,175.0ft

Spud Date: 7/6/1982 00:00
BH Coord X: 6,148,991.59uss ft
BH Coord Y: 2,288,886.08uss ft

Shoes (ft)
Casing

53.0
300.0

3,161.0

7,171.0

Schematic (10/1/2007) Openings Top/Btm/Type/Status

6,266.0ft, 6,274.0ft, PERFORATED, OPEN

6,296.0ft, 6,334.0ft, PERFORATED, OPEN

6,408.0ft, 6,418.0ft, PERFORATED, OPEN

6,484.0ft, 6,492.0ft, PERFORATED, OPEN

6,510.0ft, 6,516.0ft, PERFORATED, OPEN

6,530.0ft, 6,550.0ft, PERFORATED, OPEN

6,610.0ft, 6,638.0ft, PERFORATED, OPEN

6,648.0ft, 6,672.0ft, PERFORATED, OPEN
6,682.0ft, 6,688.0ft, PERFORATED, OPEN

6,700.0ft, 6,715.0ft, PERFORATED, OPEN

6,756.0ft, 6,825.0ft, PERFORATED, ISOLATED

6,852.0ft, 6,895.0ft, PERFORATED, ISOLATED
6,920.0ft, 6,975.0ft, PERFORATED, ISOLATED
7,000.0ft, 7,063.0ft, PERFORATED, ISOLATED

Ground Level: 801.0ft
Datum: ORIGINAL KB @ 814.00ft (default)

API No.: 0402967216

CONDUCTOR CASING Report Date: 7/6/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 13.0 53.0

SURFACE CASING Report Date: 7/16/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 13.0 300.0

INTERMEDIATE CASING Report Date: 7/21/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 13.0 3,161.0

PRODUCTION CASING Report Date: 8/7/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 13.0 76.3
CASING JOINT(S) 7.000 K-55 23.00 76.3 4,879.7
CASING JOINT(S) 7.000 K-55 26.00 4,879.7 6,205.2
FLAG JOINT 7.000 K-55 26.00 6,205.2 6,224.9
CASING JOINT(S) 7.000 K-55 26.00 6,224.9 7,125.0
FLOAT COLLAR 7.000 K-55 26.00 7,125.0 7,127.6
CASING JOINT(S) 7.000 K-55 26.00 7,127.6 7,169.9
FLOAT SHOE 7.000 K-55 26.00 7,169.9 7,171.0

ROD STRING Report Date: 9/6/2007 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
ROD 30.0 2,270.0
ROD 2,270.0 6,680.0

RSTBAR 6,680.0 6,684.0
INSPMP 6,684.0 6,708.0

TUBING STRING Report Date: 10/5/2005 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 13.0 13.7
FATNIP 13.7 14.4

PUPJNT 14.4 24.3
TBGJNT 24.3 6,210.2

AC 6,210.2 6,212.6
TBGJNT 6,212.6 6,652.5

STNIP 6,652.5 6,653.6
TBGJNT 6,653.6 6,684.9
STCOLL 6,684.9 6,685.4

PLUG BACK Report Date: 12/12/1996 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 6,730.0 6,733.0

PLUG BACK Report Date: 12/12/1996 00:00

Component Top MD (ft) Btm MD (ft)

FILL 6,846.0 7,125.0

PLUG BACK Report Date: 10/2/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,125.0 7,171.0

PLUG BACK Report Date: 8/7/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,171.0 7,175.0

Well:  365-34S     S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  483 cf
Hole Size:  17-1/2" (13-3/8" Casing)
Top Job:  NO
Rtns to Sfc:  YES
TTOC:  NA
- - -

Interm Csg. Cmt Vol.:  2000 cf
Hole Size:  12-1/4" (9-5/8' Casing)
Top Job:  NO
Rtns to Sfc:  Surface 
TTOC:   NA
- - -

Prod. Csg. Cmt Vol.:  1600 cf
Hole Size:  8-3/4" (7" Casing)
Top Job:   NO
Rtns to Sfc:  YES
TTOC:  NA
- - -

Liner Cmt Vol.:  
Hole Size:     
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA:   6759'
BLW:  7084'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


