
Event: WELL MAINT - RIG
Event End: 12/29/2008 00:00

Sec. Reason: CHANGE SLEEVE
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

366-35S Wellbore: ORIGINAL HOLE
PBMD: 6,938.0ft

Btm TMD: 7,574.0ft
Spud Date: 2/1/1951 00:00

BH Coord X: 6,154,370.19uss ft
BH Coord Y: 2,288,226.92uss ft

Shoes (ft)
Casing

39.0

196.0

3,190.0

7,570.0

Schematic (1/1/2009) Openings Top/Btm/Type/Status

6,310.0ft, 6,311.0ft, PERFORATED, SQUEEZED

6,530.0ft, 6,556.0ft, PERFORATED, OPEN

6,564.0ft, 6,580.0ft, PERFORATED, OPEN

6,584.0ft, 6,590.0ft, PERFORATED, OPEN

6,754.0ft, 6,758.0ft, PERFORATED, OPEN

6,787.0ft, 6,793.0ft, PERFORATED, OPEN

6,810.0ft, 6,822.0ft, PERFORATED, OPEN
6,810.0ft, 6,822.0ft, PERFORATED, OPEN
6,834.0ft, 6,848.0ft, PERFORATED, OPEN
6,834.0ft, 6,848.0ft, PERFORATED, OPEN
6,855.0ft, 6,860.0ft, PERFORATED, OPEN
6,855.0ft, 6,860.0ft, PERFORATED, OPEN
6,874.0ft, 6,884.0ft, PERFORATED, OPEN
6,874.0ft, 6,884.0ft, PERFORATED, OPEN
6,900.0ft, 6,920.0ft, PERFORATED, OPEN
6,900.0ft, 6,920.0ft, PERFORATED, OPEN

6,945.0ft, 6,995.0ft, PERFORATED, ISOLATED

7,005.0ft, 7,015.0ft, PERFORATED, ISOLATED

7,040.0ft, 7,090.0ft, PERFORATED, SQUEEZED
7,110.0ft, 7,155.0ft, PERFORATED, SQUEEZED
7,170.0ft, 7,230.0ft, PERFORATED, SQUEEZED
7,170.0ft, 7,230.1ft, PERFORATED, SQUEEZED
7,250.0ft, 7,310.0ft, PERFORATED, SQUEEZED
7,250.0ft, 7,310.1ft, PERFORATED, SQUEEZED

Ground Level: 699.0ft
Datum: ORIGINAL KB @ 708.00ft (default)

API No.: 0402927781

CONDUCTOR CASING Report Date: 2/18/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 9.0 39.0

SURFACE CASING Report Date: 2/24/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 9.0 196.0

INTERMEDIATE CASING Report Date: 3/2/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 9.0 64.0
CASING JOINT(S) 10.750 J-55 40.50 64.0 1,986.0
CASING JOINT(S) 10.750 J-55 45.50 1,986.0 3,188.0
FLOAT COLLAR 10.750 J-55 45.50 3,188.0 3,189.0
FLOAT SHOE 10.750 J-55 45.50 3,189.0 3,190.0

PRODUCTION CASING Report Date: 4/4/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 9.0 43.0
CASING JOINT(S) 7.000 N-80 23.00 43.0 5,868.0
CASING JOINT(S) 7.000 N-80 26.00 5,868.0 7,568.0
FLOAT COLLAR 7.000 N-80 26.00 7,568.0 7,569.0
FLOAT SHOE 7.000 N-80 26.00 7,569.0 7,570.0

ROD STRING Report Date: 12/26/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
PNYROD 36.0 58.0

ROD 58.0 2,188.0
ROD 2,188.0 4,438.0
ROD 4,438.0 6,838.0

RSTBAR 6,838.0 6,842.0
INSPMP 6,842.0 6,873.0

TUBING STRING Report Date: 7/8/2007 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 9.0 9.8
FATNIP 9.8 10.4

CAS 10.4 6,414.0
AC 6,414.0 6,416.4

CAS 6,416.4 6,876.5
STNIP 6,876.5 6,877.2

GASANC 6,877.2 6,910.2
BULPLG 6,910.2 6,910.4

PLUG BACK Report Date: 6/29/2007 00:00

Component Top MD (ft) Btm MD (ft)

CR-PRM 6,937.0 6,939.5

PLUG BACK Report Date: 5/8/1990 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,020.0 7,490.0

PLUG BACK Report Date: 5/4/1987 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,490.0 7,525.0

PLUG BACK Report Date: 5/5/1987 00:00

Component Top MD (ft) Btm MD (ft)

JUNK 7,490.0 7,525.0

PLUG BACK Report Date: 4/4/1951 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,525.0 7,570.0

PLUG BACK Report Date: 4/4/1951 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,570.0 7,574.0

Well:  366-35S      S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol:  450sx
Hole Size: 22.000"
Top Job:  No
Rtns to Sfc:  Yes        
TOC:  Yes
- - -

Interm Csg. Cmt Vol:          800sx          
Hole Size:  15.000"
Top Job:  No
Rtns to Sfc:  No
TTOC:  1350' (by Temp Survey) 
- - -

Prod. Csg. Cmt Vol:  500sx  
Hole Size:   9.625"
Top Job:   No
Rtns to Sfc: No
TTOC:  5120' (by Temp Sirvey)
- - -

Liner Cmt Vol.:  
Hole Size:      
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA:   7019'   
BLW:  7516'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


