
Event: WELL MAINT - RIG
Event End: 5/20/2009 00:00

Sec. Reason: PUMP SHOE LEAKING
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT - CLASS III

OCCIDENTAL OF ELK HILLS INC

366X-34S
Wellbore: ST 2

PBMD: 7,514.0ft
Btm TMD: 7,605.0ft

Spud Date: 11/28/2006 18:00
BH Coord X: 6,150,035.99uss ft
BH Coord Y: 2,289,313.95uss ft

Shoes (ft)
Casing

63.0

3,126.0

6,315.0

7,603.0

Schematic (5/20/2009)

ORIGINAL HOLE

Openings Top/Btm/Type/Status

6,524.0ft, 6,545.0ft, PERFORATED, OPEN

6,556.0ft, 6,598.0ft, PERFORATED, OPEN

6,606.0ft, 6,627.0ft, PERFORATED, OPEN

6,658.0ft, 6,670.0ft, PERFORATED, OPEN

6,742.0ft, 6,761.0ft, PERFORATED, OPEN

6,819.0ft, 6,824.0ft, PERFORATED, OPEN

6,848.0ft, 6,856.0ft, PERFORATED, OPEN

6,872.0ft, 6,893.0ft, PERFORATED, OPEN

7,033.0ft, 7,034.0ft, PERFORATED, OPEN

7,138.0ft, 7,172.0ft, PERFORATED, OPEN

7,190.0ft, 7,200.0ft, PERFORATED, OPEN

7,216.0ft, 7,244.0ft, PERFORATED, OPEN

7,306.0ft, 7,323.0ft, PERFORATED, OPEN

7,346.0ft, 7,364.0ft, PERFORATED, OPEN

7,379.0ft, 7,380.0ft, PERFORATED, SQUEEZED

Water Depth: 805.8ft
Datum: ORIGINAL KB @ 828.80ft (default)

API No.: 0403031793

CONDUCTOR CASING Report Date: 11/13/2006 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 23.0 63.0

SURFACE CASING Report Date: 12/2/2006 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 J-55 36.00 23.0 3,087.0
CASING FLOAT COLLAR9.625 J-55 36.00 3,087.0 3,087.0
CASING JOINT(S) 9.625 J-55 36.00 3,087.0 3,125.1
GUIDE SHOE 9.625 J-55 36.00 3,125.1 3,126.0

INTERMEDIATE CASING Report Date: 1/5/2007 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 J-55 23.00 23.0 2,571.3
CASING JOINT(S) 7.000 N-80 26.00 2,571.3 5,050.9
FLAG JOINT 7.000 N-80 26.00 5,050.9 5,070.9
CASING JOINT(S) 7.000 N-80 26.00 5,070.9 6,230.0
CASING FLOAT COLLAR7.000 N-80 26.00 6,230.0 6,230.9
CASING JOINT(S) 7.000 N-80 26.00 6,230.9 6,311.3
CASING FLOAT COLLAR7.000 N-80 26.00 6,311.3 6,312.8
CASING GUIDE SHOE7.000 N-80 26.00 6,312.8 6,315.0

PRODUCTION LINER Report Date: 1/8/2007 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

5.500 0.00 6,095.0 6,113.2
CASING JOINT(S) 5.500 N-80 17.00 6,113.2 7,514.0
FLOAT COLLAR 5.500 N-80 17.00 7,514.0 7,515.1
CASING JOINT(S) 5.500 N-80 17.00 7,515.1 7,601.2
FLOAT SHOE 5.500 N-80 17.00 7,601.2 7,603.0

ROD STRING Report Date: 5/20/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLRDL 0.0 36.0
PNYROD 36.0 58.0

R-4PER 58.0 148.0
COROD 148.0 3,729.0
COROD 3,729.0 7,229.0

RSTBAR 7,229.0 7,233.0
ON-OFF 7,233.0 7,234.0
RSTBAR 7,234.0 7,238.0
R-4PER 7,238.0 7,298.0
INSPMP 7,298.0 7,328.0

TUBING STRING Report Date: 5/12/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 23.0 31.4
FATNIP 31.4 32.0

PUPJNT 32.0 40.1
CAS 40.1 5,934.4

AC 5,934.4 5,936.8
CAS 5,936.8 7,402.4

PMPSH 7,402.4 7,403.0
CAS 7,403.0 7,434.6

STCOLL 7,434.6 7,435.1

Well:  366X-34S-RD2      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  2065 cf
Hole Size:  12-1/4" (9-5/8" Casing)
Top Job:  YES
Rtns to Sfc:  NO
TTOC:  Surface
- - -

Interm Csg. Cmt Vol.:  2027 cf
Hole Size:  8-3/4" (7" Casing)
Top Job:  NO
Rtns to Sfc:  NO
TTOC:  Surface
- - -

Prod. Csg. Cmt Vol.:  NONE
Hole Size:  
Top Job: 
Rtns to Sfc:  
TTOC:   
- - -

Liner Cmt Vol.:  439 cf
Hole Size:  6-1/8" (5-1/2" Casing) 
Top Job:  NO
Rtns to Sfc:  NO
TTOC:  Surface
- - -
Top of Formation:
UBA:   NA
BLW:  NA

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


