Event
Event End

End Status
Well Classification

: WELL MAINT - RIG
. 9/8/2007 00:00

Sec. Reason:

. FINISHED - SUCCESS
. DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

367-33S

Ground Level: 1,013.1ft
Datum: ORIGINAL KB @ 1,034.10ft (default)
API No.: 0403013359

asing Shoes|

Schematic (9/8/2007)

Wellbore: ST1
PBMD: 7,165.0ft
Btm TMD: 7,315.0ft
Spud Date: 7/24/1999 00:00
BH Coord X: 6,143,943.12uss ft
BH Coord Y: 2,287,439.15uss ft

Openings Top/Btm/Type/Status
TUBING STRING Report Date: 9/6/2007 00:0

68-0————1

1,035-8

7,315:6

CONDUCTOR CASING Report Date: 7/20/1999 00:00

Component  Top MD (ft) ~ Btm MD (ft)

TH-D 21.0 21.6
PUPJNT 21.6 29.7
CAS 29.7 6,584.3
ESPPMP 6,584.3 6,601.1
ESPPMP 6,601.1 6,622.9
ESPPMP 6,622.9 6,644.6
ESPINT 6,644.6 6,647.9
ESPPRT 6,647.9 6,656.6
ESPMTR 6,656.6 6,680.3
ESPSEN 6,680.3 6,682.1

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 16.000 21.0 60.0

SURFACE CASING Report Date: 7/23/1999 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 9.625 J-55 36.00 21.0 990.1
9.625 990.1 990.1
CASING JOINT(S) 9.625 J-55 36.00 990.1 1,033.5
GUIDE SHOE 9.625 1,033.5 1,035.0

LINER Report Date: 4/18/2003 00:00

PRODUCTION CASING Report Date: 8/8/1999 00:00

Component  Top MD (ft)  Btm MD (ft)

FILL 7,165.0 7,184.0

PLUG BACK Report Date: 8/4/2001 00:00

Component  Top MD (ft) ~ Btm MD (ft)

FILL 7,184.0 7,188.0

PLUG BACK Report Date: 10/22/1999 00:00

Component  Top MD (ft)  Btm MD (ft)

BP-DR 7,188.0 7,191.0

PLUG BACK Report Date: 8/8/1999 00:00

Component  Top MD (ft) ~ Btm MD (ft)

CEMENT 7,221.0 7,315.0

6,704.0ft, 6,777.0ft, PERFORATED, OPEN

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 5500 N-80 17.00 21.0 7,221.0
FLOAT COLLAR 5500 N-80 17.00 7,221.0 7,223.0
CASING JOINT(S) 5.500 N-80 17.00 7,223.0 7,314.0
FLOAT SHOE 5,500 N-80 17.00 7,314.0 7,315.0

6,802.0ft, 6,814.0ft, PERFORATED, OPEN
6,826.0ft, 6,864.0ft, PERFORATED, OPEN
6,868.0ft, 6,884.0ft, PERFORATED, OPEN
6,893.0ft, 6,920.0ft, PERFORATED, OPEN
6,924.0ft, 6,938.0ft, PERFORATED, OPEN
6,965.0ft, 7,014.0ft, PERFORATED, OPEN
7,028.0ft, 7,038.0ft, PERFORATED, OPEN

7,050.0ft, 7,060.0ft, PERFORATED, OPEN

7,086.0ft, 7,094.0ft, PERFORATED, OPEN

7,111.0ft, 7,124.0ft, PERFORATED, OPEN

7,135.0ft, 7,145.0ft, PERFORATED, OPEN

7,153.0ft, 7,172.0ft, PERFORATED, OPEN

Well: 367-33S S/T/R: 33S/30S/24E

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol.: 568 cf
Hole Size: 12.25'

Top Job: no

Rtns to Sfc: yes

TOC: sfc

Interm Csg. Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:

TOC:

Prod. Csg. Cmt Vol.: 1705 cf
Hole Size: 8.5'

Top Job:

Rtns to Sfc: no

TTOC: sfc

Liner Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc :
TTOC:

Top of Formation:
UBA: 6701'

BLW: 7265'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




