
Event: WELL MAINT - RIGLESS
Event End: 2/20/2008 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

373-33S
Wellbore: ST1

PBMD: 7,715.0ft
Btm TMD: 7,805.0ft

Spud Date: 2/5/1980 00:00
BH Coord X: 6,144,675.91uss ft
BH Coord Y: 2,290,103.53uss ft

(ft)
Casing Shoes

54.0

324.4

3,207.0

7,759.0

Schematic (3/1/2008) Openings Top/Btm/Type/Status

7,264.0ft, 7,330.0ft, PERFORATED, OPEN

7,338.0ft, 7,345.0ft, PERFORATED, OPEN

7,355.0ft, 7,390.0ft, PERFORATED, OPEN

7,390.0ft, 7,397.0ft, PERFORATED, OPEN

7,404.0ft, 7,415.0ft, PERFORATED, OPEN

7,415.0ft, 7,435.0ft, PERFORATED, OPEN

7,435.0ft, 7,453.0ft, PERFORATED, OPEN

7,460.0ft, 7,505.0ft, PERFORATED, OPEN

Ground Level: 846.0ft
Datum: ORIGINAL KB @ 860.00ft (default)

API No.: 0402961120

CONDUCTOR CASING Report Date: 2/5/1980 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 54.0

SURFACE CASING Report Date: 4/2/1980 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 14.0 321.6
GUIDE SHOE 13.375 321.6 323.0

INTERMEDIATE CASING Report Date: 4/10/1980 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,206.0
GUIDE SHOE 9.625 3,206.0 3,207.0

PRODUCTION CASING Report Date: 5/7/1980 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 14.0 80.2
CASING JOINT(S) 7.000 N-80 23.00 80.2 6,616.6
CASING JOINT(S) 7.000 N-80 26.00 6,616.6 6,907.2
FLAG JOINT 7.000 N-80 26.00 6,907.2 6,925.4
CASING JOINT(S) 7.000 N-80 26.00 6,925.4 7,715.3
FLOAT COLLAR 7.000 N-80 26.00 7,715.3 7,717.2
CASING JOINT(S) 7.000 N-80 26.00 7,717.2 7,756.9
FLOAT SHOE 7.000 N-80 26.00 7,756.9 7,759.0

ROD STRING Report Date: 6/20/2003 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 10.0 40.0
ROD 40.0 2,470.0
ROD 2,470.0 7,450.0

INSPMP 7,450.0

TUBING STRING Report Date: 3/5/2004 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 14.0 14.6
PUPJNT 14.6 16.3
PUPJNT 16.3 24.4
PUPJNT 24.4 34.4
TBGJNT 34.4 7,062.7

SS-C 7,062.7 7,067.0
TBGJNT 7,067.0 7,098.4
ON-OFF 7,098.4 7,099.8

PKR-S 7,099.8 7,104.0
PUPJNT 7,104.0 7,114.0
PNIP-O 7,114.0 7,115.4

PUPJNT 7,115.4 7,125.4
BELCOL 7,125.4 7,125.9

PLUG BACK Report Date: 5/19/2005 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,592.0 7,595.0

PLUG BACK Report Date: 5/20/2004 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,595.0 7,715.0

PLUG BACK Report Date: 6/25/1980 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,715.0 7,759.0

PLUG BACK Report Date: 5/7/1980 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,759.0 7,805.0

Well:  373-33S       S/T/R: 33S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 450 cf 
Hole Size: 17.5"
Top Job: no 
Rtns to Sfc: 45 cf 
TOC: sfc
- - -

Interm Csg. Cmt Vol.:  1530 cf
Hole Size: 12.25"
Top Job: 400 sks
Rtns to Sfc: no 
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 2590 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: no 
TTOC: sfc
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 7258'
BLW: 7636'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


