
Event: WELL MAINT - RIG
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

374-34S
Wellbore: ST 1

PBMD: 6,452.0ft
Btm TMD: 7,525.0ft

Spud Date: 11/16/1981 00:00
BH Coord X: 6,149,875.44uss ft
BH Coord Y: 2,289,336.32uss ft

Shoes (ft)
Casing

53.0

311.3

3,169.0

7,478.0

Schematic (8/31/2009)

ORIGINAL HOLE

Openings Top/Btm/Type/Status

7,019.0ft, 7,024.0ft, PERFORATED, OPEN

7,034.0ft, 7,060.0ft, PERFORATED, OPEN

7,060.0ft, 7,065.0ft, PERFORATED, OPEN

7,072.0ft, 7,085.0ft, PERFORATED, OPEN
7,090.0ft, 7,103.0ft, PERFORATED, OPEN
7,103.0ft, 7,109.0ft, PERFORATED, OPEN
7,109.0ft, 7,125.0ft, PERFORATED, OPEN
7,140.0ft, 7,151.0ft, PERFORATED, OPEN
7,151.0ft, 7,156.0ft, PERFORATED, OPEN
7,156.0ft, 7,168.0ft, PERFORATED, OPEN

Ground Level: 749.0ft
Datum: ORIGINAL KB @ 762.00ft (default)

API No.: 0402965773

CONDUCTOR CASING Report Date: 11/16/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 13.0 53.0

SURFACE CASING Report Date: 11/20/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 13.0 308.7
GUIDE SHOE 13.375 308.7 310.0

INTERMEDIATE CASING Report Date: 11/25/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 J-55 36.00 13.0 3,154.8
GUIDE SHOE 9.625 3,154.8 3,156.0

PRODUCTION CASING Report Date: 12/12/1981 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 13.0 78.1
CASING JOINT(S) 7.000 K-55 23.00 78.1 4,864.7
CASING JOINT(S) 7.000 K-55 26.00 4,864.7 6,171.8
FLAG JOINT 7.000 K-55 26.00 6,171.8 6,190.5
CASING JOINT(S) 7.000 K-55 26.00 6,190.5 6,749.9
FLOAT COLLAR 7.000 26.00 6,749.9 6,752.0
CASING JOINT(S) 7.000 K-55 26.00 6,752.0 6,796.2
FLOAT SHOE 7.000 26.00 6,796.2 6,797.2

LINER Report Date: 10/20/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER 5.000 P-110 18.00 5,722.0 5,758.8
CASING JOINT(S) 5.000 P-110 18.00 5,758.8 7,425.3
LANDING COLLAR 5.000 P-110 18.00 7,425.3 7,425.3
CASING JOINT(S) 5.000 P-110 18.00 7,425.3 7,468.9
FLOAT COLLAR 5.000 P-110 18.00 7,468.9 7,470.0
CASING JOINT(S) 5.000 P-110 18.00 7,470.0 7,513.4
GUIDE SHOE 5.000 P-110 18.00 7,513.4 7,515.0

ROD STRING Report Date: 4/25/2006 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 50.0

ROD 50.0 2,090.0
ROD 2,090.0 7,070.0

INSPMP 7,070.0 7,094.0

TUBING STRING Report Date: 4/25/2006 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 13.0 13.7
FATNIP 13.7 14.4

TBGJNT 14.4 5,302.5
XO 5,302.5 5,303.6

TBGJNT 5,303.6 6,841.4
AC 6,841.4 6,844.7

TBGJNT 6,844.7 7,095.1
SBLOC 7,095.1 7,096.2

TBGJNT 7,096.2 7,099.6
STCOLL 7,099.6 7,100.0

Well:  374-34S-RD1     S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  650 cf
Hole Size: 17-1/2" (13-3/8" Casing)
Top Job:  NO
Rtns to Sfc:  YES
TTOC:  NA
- - -

Interm Csg. Cmt Vol.:  1480 cf
Hole Size:  12-1/4" (9-5/8" Casing)
Top Job:  No
Rtns to Sfc:  YES
TTOC: NA
- - -

Prod. Csg. Cmt Vol.:  1700 cf
Hole Size:  8-3/4" (7" Casing)
Top Job: NO
Rtns to Sfc:  YES
TTOC:   NA
- - -

Liner Cmt Vol.:  343 cf
Hole Size:  6-1/8" (5" Liner)
Top Job:  NO
Rtns to Sfc:  NO
TTOC:  2490'
- - -
Top of Formation:
UBA:   6878'
BLW:  7210'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


