
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: INJECTION

OCCIDENTAL OF ELK HILLS INC

375-33S
Wellbore: ST1

PBMD: 7,492.0ft
Btm TMD: 8,000.0ft

Spud Date: 2/25/1976 00:00
BH Coord X: 6,144,597.00uss ft
BH Coord Y: 2,288,850.68uss ft

(ft)
Casing Shoes

54.0

321.2

3,326.2

7,920.0

7,536.0

Schematic (9/1/2009) Openings Top/Btm/Type/Status

6,442.0ft, 6,502.0ft, PERFORATED, OPEN
6,508.0ft, 6,509.0ft, WSO PERFS, SQUEEZED
6,510.0ft, 6,531.0ft, PERFORATED, OPEN
6,566.0ft, 6,586.0ft, PERFORATED, OPEN
6,652.0ft, 6,670.0ft, PERFORATED, OPEN
6,689.0ft, 6,710.0ft, PERFORATED, OPEN
6,725.0ft, 6,746.0ft, PERFORATED, OPEN
6,754.0ft, 6,774.0ft, PERFORATED, OPEN
6,790.0ft, 6,805.0ft, PERFORATED, OPEN

6,804.0ft, 6,864.0ft, PERFORATED, SQUEEZED
6,810.0ft, 6,818.0ft, PERFORATED, OPEN

6,848.0ft, 6,856.0ft, PERFORATED, OPEN
6,880.0ft, 6,930.0ft, PERFORATED, SQUEEZED

6,940.0ft, 6,994.0ft, PERFORATED, OPEN
6,940.0ft, 6,994.0ft, PERFORATED, SQUEEZED

7,004.0ft, 7,070.0ft, PERFORATED, SQUEEZED

7,004.0ft, 7,055.0ft, PERFORATED, OPEN

7,027.1ft, 7,070.1ft, PERFORATED, SQUEEZED
7,027.2ft, 7,070.2ft, REPERFORATED, SQUEEZED

7,056.0ft, 7,066.0ft, PERFORATED, OPEN

7,080.0ft, 7,124.0ft, PERFORATED, OPEN
7,080.0ft, 7,137.0ft, PERFORATED, SQUEEZED
7,080.1ft, 7,137.1ft, REPERFORATED, SQUEEZED
7,125.0ft, 7,135.0ft, PERFORATED, OPEN
7,168.0ft, 7,224.0ft, PERFORATED, OPEN

7,190.0ft, 7,262.0ft, PERFORATED, SQUEEZED
7,190.1ft, 7,262.1ft, REPERFORATED, SQUEEZED
7,190.2ft, 7,262.2ft, REPERFORATED, SQUEEZED

7,225.0ft, 7,235.0ft, PERFORATED, OPEN

7,236.0ft, 7,262.0ft, PERFORATED, OPEN
7,310.0ft, 7,320.0ft, PERFORATED, OPEN
7,336.0ft, 7,346.0ft, PERFORATED, OPEN
7,336.0ft, 7,440.0ft, PERFORATED, SQUEEZED
7,336.1ft, 7,440.1ft, REPERFORATED, SQUEEZED
7,347.0ft, 7,406.0ft, PERFORATED, OPEN
7,630.0ft, 7,650.0ft, PERFORATED, OPEN
7,675.0ft, 7,720.0ft, PERFORATED, SQUEEZED
7,740.0ft, 7,774.0ft, PERFORATED, SQUEEZED
7,785.0ft, 7,820.0ft, PERFORATED, SQUEEZED
7,850.0ft, 7,870.0ft, PERFORATED, SQUEEZED

Ground Level: 955.0ft
Datum: ORIGINAL KB @ 969.00ft (default)

API No.: 0402952195

CONDUCTOR CASING Report Date: 2/25/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 54.0

SURFACE CASING Report Date: 5/9/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 K-55 54.50 14.0 318.8
GUIDE SHOE 13.375 318.8 320.0

INTERMEDIATE CASING Report Date: 5/14/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,323.8
GUIDE SHOE 9.625 3,323.8 3,325.0

PRODUCTION CASING Report Date: 6/14/1976 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 26.00 14.0 85.9
CASING JOINT(S) 7.000 K-55 23.00 85.9 4,970.4
CASING JOINT(S) 7.000 K-55 26.00 4,970.4 6,662.7
FLAG JOINT 7.000 K-55 26.00 6,662.7 6,683.7
CASING JOINT(S) 7.000 K-55 26.00 6,683.7 7,874.0
FLOAT COLLAR 7.000 26.00 7,874.0 7,875.9
CASING JOINT(S) 7.000 K-55 26.00 7,875.9 7,917.6
FLOAT SHOE 7.000 26.00 7,917.6 7,920.0

INNER LINER Report Date: 4/21/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK RECEPTACLE5.000 6,281.7 6,287.4
5.000 6,287.4 6,294.7

LINER HANGER 5.000 6,294.7 6,301.8
PBR 5.000 6,301.8 6,304.8
CROSSOVER 5.000 6,304.8 6,305.7
CASING JOINT(S) 5.000 N-80 15.00 6,305.7 7,491.3
LANDING COLLAR 5.000 7,491.3 7,493.7
CASING JOINT(S) 5.000 N-80 15.00 7,493.7 7,533.2
FLOAT SHOE 5.000 7,533.2 7,536.0

TUBING STRING Report Date: 9/18/2007 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 14.0 14.6
FATNIP 14.6 15.3

PUPJNT 15.3 16.4
PUPJNT 16.4 18.6
PUPJNT 18.6 28.8

CAS 28.8 2,208.2
GLM 2,208.2 2,216.8
CAS 2,216.8 3,898.9
GLM 3,898.9 3,907.6
CAS 3,907.6 5,312.1
GLM 5,312.1 5,320.8
CAS 5,320.8 6,226.4
GLM 6,226.4 6,235.0
CAS 6,235.0 6,266.5

ON-OFF 6,266.5 6,268.7
PKR 6,268.7 6,274.2

XO 6,274.2 6,275.4
PUPJNT 6,275.4 6,285.8
PUPJNT 6,285.8 6,290.8
PUPJNT 6,290.8 6,295.8

CAS 6,295.8 6,390.5
ON-OFF 6,390.5 6,391.9

PKR 6,391.9 6,397.1
CAS 6,397.1 6,931.1

SS 6,931.1 6,935.1
PKR 6,935.1 6,939.0

PUPJNT 6,939.0 6,947.1
PRONIP 6,947.1 6,948.5
WLREG 6,948.5 6,949.0

PLUG BACK Report Date: 4/21/2004 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,459.0 7,538.0

PLUG BACK Report Date: 3/5/1989 00:00

Component Top MD (ft) Btm MD (ft)

JUNK 7,538.0 7,578.0

PLUG BACK Report Date: 6/17/1976 00:00

Component Top MD (ft) Btm MD (ft)

CR-PRM 7,578.0 7,580.0
CEMENT 7,580.0 7,870.0

PLUG BACK Report Date: 6/15/1976 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,870.0 7,920.0

PLUG BACK Report Date: 6/14/1976 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,920.0 8,000.0

Well:  375-33S       S/T/R: 33S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 344 cf
Hole Size: 17.5"
Top Job:  no
Rtns to Sfc: 40 cf
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1652 cf
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: 200 cf 
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 2000 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: no 
TTOC: CBL log indicates 6790'
- - -

Inner Liner Cmt Vol.: 162 cf
Hole Size: 7"
Top Job: no
Rtns to Sfc : good returns through liner top
TOC: TOL
- - -
Top of Formation:
UBA: 6932'
BLW: 7471'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


